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Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


HDP-20 Metal-Shell Connectors for Snap-In Contacts; Zinc or Tin 
Plated Shells (Pages 6 & 7) HDP-20 All-Plastic Connectors with Straight Posted Contacts 
(Pages 30 thru 37) 


HDP-20 Metal-shell Connectors HDP-20 Metal-Shell Connectors HDF-20 Low Profile Metal-Shell HDE-20 Metal-Shell and All- 
with Straight Posted Contacts; with Right-Angle Posted and All-Plastic Connectors for Plastic Connectors for Discrete 
Zinc or Tin Plated Shells Contacts; 590, 545, 454 and Round Conductor Flat Ribbon Wire and Jacketed Cable 
(Pages 8 thru 13) 318 Mount; Zinc or Tin Plated Cable (Pages 40 thru 43) (Pages 48 thru 51) 


Shells (Pages 14 thru 23) 


~ 


— 


HDP-20 Metal-Shell and All-Plastic Receptacles with Straight Posted 
ACTION PIN Contacts; Low, Medium or High Profile 
(Pages 24, 38 & 39) 


HDP-20 All-Plastic Connectors with Right-Angle Posted Contacts; 318, Accessories for Strain Relief/Cable Clamping, Shielding, Testing, 
478 and 590 Mount (Pages 25 thru 29) Connector-to-Connector Mating, Pc Board Mounting, Circuit Com- 
moning and Keying (Pages 67 thru 95) 


AMP INCORPORATED, HARRISBURG, PA 17105 ¢ PHONE : 717-564-0100 TWX: 510-657-4110 


Other AMPLIMITE Dimensioning: 
Pear dimensions in inches and millimetres. 
Su bminiatu re D Connectors Values in brackets are metric equivalents. 


Military 

Connectors 
AMPLIMITE Military 
Connectors conform to 
the latest amendments 
of MIL-C-24308 and 
are intermateable with 
existing military D type 
connectors. 


AMPLIMITE Military Connectors—A choice of two contact centerline spacings are offered with the Series 90 (.090 
(2.29]) and Series 109 (.109 [2.77]) connectors. Connector sizes are from 15 thru 104 positions in Series 90, and 
from 9 thru 50 positions in Series 109. Both connector series are available with either standard or non-magnetic 
shells and contacts. Refer to AMP Catalog No. 79-547. 


Filtered 
Connectors 


AMPLIMITE Filtered 
Connectors are de- 
signed to conform to 
FCC regulations which 
may require the use of 
filtering to limit electro- 
magnetic emission in 
computing devices. 


AMPLIMITE Filtered Connectors—Solder cup, right-angle and posted 
versions are available in sizes 9, 15, 25, 37 and 50 positions. A filtered feed- 
thru connector is also available for each connector size. Refer to AMP 
Catalog No. 82-683. 
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AM PLI M ITE Su bmin iatu re D, Al cnerebeedi inches and millimetres. 
HD-20 Connectors Values in brackets are metric equivalents. 


Electrical Characteristics 
Performance Contact Current Rating: 
Specifications Crimp (with 20 AWG [0.5-0.6 mm*] wire)—7.5 Amperes 
Insulation Displacement Crimp (with be AWG 


The electrical and 

t 0.5-0.6 mm‘] wire)—3 Amperes 
mechanical perform- ete (025 [0.64] a 5 Amperes 
ance characteristics of Posted (.026 [0.66] Dia)—5 Amperes 
AMPLIMITE Subminia- Posted (.040 [1.02] Dia)—7.5 Amperes 
ture D connectors are Termination Resistance: 
listed below. Crimp—5 Milliohms (max) 


Posted—8 Milliohms (max) 
Insulation Displacement Crimp—10 Milliohms (initial) 
20 Milliohms (after test) 
Dielectric Withstanding Voltage: 1000 VAC (min, 
Insulation Resistance: 5000 Megohms 


Mechanical Characteristics 
Contact Engagement Force: 12 oz. [3.4 N] (max) 
Contact Separation Force: .75 oz. [0.2 Nj (min, 
Contact Retention: 
For HDP-20 Metal-Shell—10 Ib. [44 N] (min, 
For HDP-20 Right-Angle Posted—2 Ib. [8 N] (min) 
For HDP-20 Al-Plastic Straight Posted— 
2 Ib. [8 N] (min) 
For HDE-20 Metal-Shell and All-Plastic— 
7 |b. [31 N] (min) 
Tensile Strength (Crimp): 
With 20 AWG [0.5-0.6 mm al Wire—20 Ib. [89 N] 
With 22 AWG [0.3-0.4 mm ?| Wire—1 2 Ib. [53 N] 
With 24 AWG [0.2 mm] Wire—8 Ib. [36 N] 
With 26 AWG [0.12-0.15 mm ‘I Wire—4.5 Ib. [20 N] 
With 28 AWG [0.08-0.09 mm*] Wire—2,7 Ib. [12 N] 
Tensile Strength (Insulation Displacement Crimp): 
With 20 AWG [0.5-0.6 mm ‘I Wire—9.5 Ib. [42 N] 
With 22 AWG [0.3-0.4 mm *| Wire—4 Ib. [18 N] 
With 24 AWG [0.2 mm] Wire—6 Ib. [27 N] 
With 26 AWG [0.12-0.15 mm al Wire—2.5 Ib. [11 N] 
With 28 AWG [0.08-0. 09 mm*| Wire—2.5 Ib. [11 N] 
With 30 AWG [0.05 mm*] Wire—1 Ib. [4.5 N] 
Contact Mating Force (per contact): 8 oz. [2.3 N] (max) 


Contact Arrangements 


1@ + + + + + + + + @O 
"@ + + + + + + + @ 


9 Position 15 Position 19 Position 
(Shell Size 1) (Shell Size 2) (Special) 
LD Br agloss Se ad We eee aol Se all aoe ee ale at 8) Oe te ee ee Ga Gee eee 
4@ + + + + + + + + + + @es ae re Se ar eres oe reir eet 
25 Position 37 Position 
(Shell Size 3) (Shell Size 4) 


i@+ + + + + + + + + + + + + + + Or 
e@ + oF FF + Se St Oe Se Ee Oss 


sao 50 
@++ 4+ + + + ++ + + + + + + + © 


Note: Mating face of plug assembly shown: 50 Position 
receptacle assembly is mirror image. (Shell Size 5) 
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HDP-20 Metal-Shell Connectors 


(for Snap-In Contacts) 


Plugs 


Without Grounding Indents, 
Zinc or Tin Plated Shell 


With Grounding Indents, 
Tin Plated Shell Only 


Material and Finish: 
SheltSteel; Zinc (Yellow Chromate) 
or Tin plated 


Insert-Black Thermoplastic, 94V-0 Rated 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Contacts: 
20 DF (Precision Formed)-— 
pages 55 & 56 
20 DM (Screw-Machined)- 
page 58 
Application Tooling: 
for 20 DF Contacts-page 59 
for 20 DM Contacts-page 58 
Mateable Receptacles: 
HDP-20-pages 7, 10-11, 13, 16-17, 
19, 21,23 & 24 
HDF-20-page 41 
HDE-20-page 49 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters—page 68 
Cable Clamp Assemblies-pages 70 
thru 74, 76 thru 81 
Mating Hardware—pages 86 thru 93 
RFI Gaskets-page 94 
Standoff Bushings-page 95 
Commoning Strip-page 95 


9, 15, 25 and 37 Positions 494.015 


[12.55#098) 


329 +005 
(8.36*°"3] 


1207-905 
— [3.052039] Dia k 
(2 Holes, Standard) F [202 


LB 8, 


422*-010 
[10.7225] 
x (e] +.006 
Mating Face jane} oss [2.24 
086 |. 2.18 
D (i025 432 
Max 
[10.98] .008*:°4 Overall 
.032 [0.81] Float bad 
For Misalignment [0-2*°'] Free Float 
L E 3033) i Floating Bushing 
50 Positions 
605 *-2'8 
[15.37 #038] 
441 = 008 . be 
[11.2+013) - A (i083) | .120+-905 a 
(3.05+918] Dla i 
(2 Holes, Standard) 
F i028 
Y 
534.010 
[18.5629] -————— 
+006 
G [4015] .088 | 2.24 Dia -031 [0.79] 
086 12.18] | 
4 
tH Max 
1 
rt Max 
eae .032 [0.81] Float .008 *-°%* Overall 
For Misalignment [0.2*°"] Free Float 
Ia E itd) ~ Floating Bushing 
Plug Part No. 
No. of ee = 
Contact Dimensions Mounting Zinc Tin Plated Shell 
Positions A B c D E F 6 H Method Plated Without With 
(Shell Size) Shell Grounding Grounding 
Indents Indents 
5 666 .984 1.213 .030 .759 .422 .235 .130 —Standard _205204-1_ 205204-3 | 205204-4 
(1) 16.92 2499 3081 076 19.28 10.72 597 33 Boe 205434-1 = ioe 
! 
15 994 1.312 1.541 .030 1.083 .422 .235 .130 —Standard 205206-1 _205206-2 __205206-3 
(2) 25.25 33.32 3914 0.76 27.51 10.72 597 3.3 Floating i = = 
Bushing 205435-1 
9 — - - 
25 1.534 1.852 2.088 .039 1.625 .426 .230 .139 Standard 2052081 _207464-1__207464-2 
(3) 38.96 47.04 53.04 099 41.3 1082 584 3.53 Floating " = = 
Bushing 205436-1 


37 2.182 2.500 2.729 .039 2.272 .426 .230 .139 Standard 205210°1 2052102 2052103 


(4 55.42 63.5 69.32 099 57.71 i082 584 353 Floating ’ a 
) Bown? 205437-1 


50 2.079 2.406 2.635 .039 2.178 .426 .230 .139 Standard 2052121 2052122 2052123 


(5) 52.81 61.11 66.93 0.99 55.32 1082 5.84 3.53 Floating 3 = _ 
Bushing  205438-1 


Note: All plugs accept size 20 DF and 20 DM pin contacts 
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Receptacles 


Zinc or Tin Plated Shell 


Material and Finish: 
Shelt-Steel; Zinc (Yellow Chromate) 
or Tin plated 


Insert-Black Thermoplastic, 94V-O0 Rated 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Contacts: 
20 DF (Precision Formed)- 
pages 55 & 56 
20 DM (Screw-Machined)-page 58 
Application Tooling: 
for 20 DF Contacts—page 59 
for 20 DM Contacts-page 58 
Mateable Plugs: 
HDP-20-pages 6, 8-9, 12, 14-15, 18, 
20 & 22 
HDF-20-page 40 
HDE-20-page 48 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Cable Clamp Assemblies-pages 70 
thru 74, 76 thru 81 
Mating Hardware—pages 86 thru 93 
RFI Gaskets-page 94 
Standoff Bushings-page 95 
Keying Plug-page 95 


Dimensioning: 
All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 


Charts contain dimensions in inches ove: 


millimetres. 
9, 15, 25 and 37 Positions 
A94 + -015 
[12.55 +038) 
005 
(3.09:019) Dia 
(2 Holes, Standard) TF 
1311 *-005 
(7.9*013] 
429+ 015 
[10.9*028] 
422-010 
[10.72 +925] 
M F .243 + .005 
ating Face (6.17 +913) .088 | 2.24 
K 086 [2 1a} “ 


-008 = -°°* Overall 
[0.2°°"] Free Float 


-032 [0.81] Float 
For Misalignment 


Floating Bushing 


50 Positions 


r 


605 *-015 
[15.37 +08] 
(iors 073) 120 *-008 Loe 
(3.05 +019) Dia 
/ (2 Holes, Standard) j 
mf 
429 °.0'5 
[10.9938] 
534+ +010 
(13.56*025) - 
1243 *-005 1088 [2.24 .031 [0.79] 
o30%e —-—*Mating Faces (6.17 °0°3] ‘086 [24] oe ie 
[0.76*°25] a - i 130 
t pecocces (an! aN Piss) Max 
i t 032 [0.81] FI : 8 
| : bel .008*-°% Overall 
| | For Misalignment (0.2*°"] Free Float 
| 
| 432 Floating Bushing 
Max 
D 233, —— —»| [10.98] 
bare Sinciitaes — Receptacle Part No. 
on ‘ountin : = 
Positions ; ; : 5 Wethod! Zine Plated Tin Plated 
(Shell Size) Shell Shell 
9 643 .984 1.213 .759 ___ Standard 205203-1—_205203-3_ 
(1) 16.33 24.99 30.81 19.28 Floating Bushing 2054394 = 
15 971 1.312 1.541 1.083 Standard 205205-1 -205205-2 
(2) 24.66 33.32 39.14 27.51 Floating Bushing SORARA = 
25 1.511 1.852 2.088 1.625 Standard 205207-1 207463-1 
oe 36.38 AG08 53.04 41.3 Floating Bushing 205441-1 _= 
37 2.159 2.500 2.729 2.272 Standard 205209-1 205209-2 
4) Sree... ese SOE etal Floating Bushing 2054421 
50 2.064 2.406 2.635 2178 Standard 205211-1 205211-2 
(5) 52.43 61.11 66.93 55.32 Floating Bushing 205443-1 = 


Notes: 1. All receptacles accept size 20 DF and 20 DM socket contacts. 
2. A 19-position receptacle is available, see page 52. 
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HDP-20 Metal-Shell Connectors 


with .025 [0.64] Sq. Straight Posted Contacts 
(for Pc Board Mounting or Wrap-Type Terminations) 


Plug Assemblies 


Without Grounding Indents, 


Zinc or Tin Plated Shell 


With Grounding Indents, 
Tin Plated Shell Only 


Material and Finish: 
Shell-Steel; Zinc (Yellow Chromate) 
or Tin plated 


Insert-Black Thermoplastic, 94V-0 Rated 


Pin Contacts (Posted)-Brass; plated 
as follows: 
A-—Gold flash over .000050 [0.00127] 


nickel on entire contact, with additional 


.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. 
B-Gold flash over .000030 [0.00076] 

nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Contacts, 20 DF (Precision Formed), 
.025 [0.64] Sq. Post-page 56 
Mateable Receptacles: 
HDP-20-pages 7, 10-11, 13, 16-17, 
19, 21,23 & 24 
HDF-20-page 41 
HDE-20-page 49 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Mating Hardware—pages 86 thru 89, 
92 &93 
RFI Gaskets-page 94 
Standoff Bushings-page 95 
Commoning Strip—page 95 


DUPLEX PLATING AVAILABLE: 
Gold on mating end, 
tin on termination end 
Consult AMP Incorporated 


9, 15, 25 and 37 Positions 


494+ 015 
(12.55 +038] 


— 
329.005 
{8 36 +0. 13) 

pee 


+2010 
[+0.25] 


025 
[0.64] Sq. Post— 


a a oom 


H Ref 
422+ -010 (Post Length)* 
| 10 72 + 0.25) 


*Post Length (H) equals. 


-125 [3.18] 
-188 [4.78] 
-425 [10.8] 
-651 [16.54] 
50 Positions 
605 *-0'5 
"| rier 120 + -005 Dia [15.37 #038] 
441 =-005 8 [3.05 +913] 
[11.2009] f° A (38%%}— / (2 Holes, Standard) 
/ y 
/ F 
—t ft [2028] 
. = 
112 
: .025 _#v 
[2.84] [0.64] 54 Post — si 
ra 
— H Ref 
534+ .010 (Post Length)* 


[13.56*°25] 


*Post Length (H) equals 
-125 [3.18] 

188 [4.78] 

-425 [10.8] 

651 [16.54] 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .188 [4.78] post length is for recommended pc board 
thickness of .125 [3.18]. .425 [10.8] and .651 [16.54] post lengths are for wrap-type terminations. 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. Special loading of contacts can be arranged upon request. 
3. For pc board hole pattern specifications, see page 64. 
4. Insertion/Extraction Tool No. 91083-2 is used to remove and install posted pin contacts. 
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DUPLEX PLATING AVAILABLE: 


Gold on mating end, 
tin on termination end 


Dimensioning: 


All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 
Chart contains dimensions in inches over 


Consult AMP Incorporated a. 
No of Plug Assembly Part No. 
Contact Dimensions Contac re Tin Plated Shell 
Positions * 4 
(Shell Size} e ' A (Plating Code} eo cane a. 
Indents Indents 

125 205733-1 745182-1 745410-1 

188 205733-7 745182-7 745410-7 

425 A 205733-3 745182-3 745410-3 

9 666 .984 1.213 030 .759 422 .235 651 205733-5 745182-5 745410-5 
(1) 16.92 24.99 30.81 0.76 19.28 10.72 5.97 125 205733-2 745182-2 745410-2 
188 205733-8 745182-8 745410-8 

425 e 205733-4 745182-4 745410-4 

651 205733-6 745182-6 745410-6 

125 205735-1 745184-1 745411-1 

188 205735-7 745184-7 745411-7 

425 ‘ 205735-3 745184-3 745411-3 

15 994 1.312 1.541 .030 1.083 422 .235 651 205735-5 7451845 745411-5 
(2) 25.25 33.32 39.14 0.76 27.51 10.72 5.97 125 205735-2 745184-2 745411-2 
188 205735-8 745184-8 745411-8 

425 8 205735-4 745184-4 745411-4 

651 205735-6 745184-6 745411-6 

125 205737-1 745186-1 745412-1 

188 205737-7 745186-7 745412-7 

425 A 205737-3 745186-3 74541 2-3 

25 1.534 1.852 2.088 .039 1.625 .426 .230 _-651 205737-5 745186-5 745412-5 
(3) 38.96 47.04 53.04 0.99 41.3 10.82 5.84 125 205737-2 745186-2 745412-2 
188 205737-8 745186-8 745412-8 

425 . 205737-4 745186-4 74541 2-4 

651 205737-6 745186-6 74541 2-6 

125 205714-1 745188-1 745413-1 

188 205714-7 745188-7 745413-7 

425 2 205714-3 745188-3 745413-3 

37 2.182 2.500 2.729 .039 2.272 .426 .230 __-651 2057145 TAS1E8-5 748413-5 
(4) 55.42 63.5 69.32 0.99 57.71 10.82 5.84 125 205714-2 745188-2 745413-2 
188 205714-8 745188-8 745413-8 

425 : 205714-4 745188-4 745413-4 

651 205714-6 745188-6 745413-6 

125 205739-1 745190-1 745414-1 

188 205739-7 745190-7 745414-7 

425 ~ 205739-3 745190-3 745414-3 

50 2.079 2.406 2.635 .039 2.178 .426 .230 651 205739°5 745190-5 745414-5 
(5) 52.81 61.11 66.93 0.99 55.32 10.82 5.84 125 205739-2 745190-2 745414-2 
188 205739-8 745190-8 745414-8 

425 2 205739-4 745190-4 745414-4 

651 205739-6 745190-6 745414-6 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .188 [4.78] post length is for recommended pc board thickness of .125 [3.18]. .425 [10.8] and .651 


[16.54] post lengths are for wrap-type terminations. 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 


2. Special loading of contacts can be arranged upon request. 
3. For pe board hole pattern specifications, see page 64. 
4. Insertion/Extraction Tool No. 91083-2 is used to remove and install posted pin contacts. 
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HDP-20 Metal-Shell Connectors 


with .025 [0.64] Sq. Straight Posted Contacts sities roe aie 
(for Pc Board Mounting or Wrap-Type Terminations) tin on termination end. 


Consult AMP Incorporated y 


Receptacle Assemblies 9, 15, 25 and 37 Positions 


109 494° 001° 


: Typ a8 
+ .005 [2.77] [12.5572] phates 
A [201 120: +005 429 
(3.05 «019 Dia [pres 
(2 Holes, Standard) 


+ +++ + OO 


112 
(2.84) TYP ' 
025 | 
[0.64] Sa. Post—| fig 
Zinc or Tin Plated Shell er | lao 
~ G +038) % Been E Ref 
(422: 010 (Post Length)* 
[Ars eoeey 
oat a=, 
cae = Mating Face 
g 
, 
- *Post Length (E) equals 
~“/) 125 [3.18] 
@ 88 
A 1 
eo 651 [16.54] 
With Clinch Nuts, 
Tin Plated Shell Only 
Material and Finish: wae 
Shell-Steel; Zinc (Yellow Chromate) 50 Positions 
or Tin plated 
Insert-Black Thermoplastic, 94V-O Rated 
Socket Contacts (Posted)- 
Phosphor Bronze; plated as follows: 109 
A-Gold flash over .000050 [0.00127] 1 f(2:771 Tye 120° +98 605 © -015 
nickel on entire contact, with additional 005 —[3,05 2013] 4 [15.37 -938) 
.000030 [0.00076] gold on mating r A [013) "7 (2 Holes, Standard) | 429 +015 
end for length of .100 [2.54] min. fe =———+} Ce 90:58] 
B-Gold flash over .000030 [0.00076] a 7 
nickel 423 © -005 
Reference Information: [10.74=9"9] 
Applicable Specifications-page 5 —_ 


Cavity Identification-page 5 
Contacts, 20 DF (Precision Formed), 
.025 [0.64] Sq. Post-page 56 


Mateable Plugs: a 03 -—+————>| ERef 
HDP-20-pages 6, 8-9, 12, 14-15, 18, 534-010 (Post Length)* 
20 & 22 243 « -005 [13.56=°25] 
HDF-20-page 40 Mating Face 4, [6.172013] 
HDE-20-page 48 —} 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 = 
Accessories: , # 
Connector Savers-page 67 .030 *-910 imine tee 
Plug/Receptacle Adapters-page 68 [0.76 *°25] 488 [4.78] 
Mating Hardware—pages 86 thru 89, -425 [10.8] 
92 &93 -651 [16.54] 


RFI Gaskets-page 94 
Standoff Bushings-page 95 
Keying Plug-page 95 


J 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .188 [4.78] post length is for recommended pc board 
thickness of .125 [3.18]. .425 [10.8] and .651 [16.54] post lengths are for wrap-type terminations. 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Special loading of contacts can be arranged upon request. 
3. For pc board hole pattern specifications, see page 64. 
4. Insertion/Extraction Tool No. 91083-2 is used to remove and install posted socket contacis. 
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DUPLEX PLATING AVAILABLE: 
Gold on mating end, 
tin on termination end. 


Dimensioning: 


All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 
Chart contains dimensions in inches over 


Consult AMP Incorporated. rralimetes. 
‘ Receptacle Assembly Part No. 
dont Dimensions — Zine 7 Tin Plated Shell 
* 4 
(Shell Size) : ‘ ‘ ‘ : silts ‘hel Standard cine Hts 
Mounting Holes 

125 205734-1 745183-1 747190-2 

.188 A 205734-7 745183-7 747190-4 

425 205734-3 745183-3 747190-6 

9 643 984 1.213 759 651 205734-5 745183-5 747190-8 
(1) 16.33 24.99 30.81 9.28 125 205734-2 745183-2 747190-1 
188 205734-8 745183-8 747190-3 

425 e 205734-4 745183-4 747190-5 

651 205734-6 745183-6 747190-7 

125 205736-1 745185-1 745820-1 

188 205736-7 745185-7 745820-7 

425 A 205736-3 745185-3 745820-3 

15 971 1.312 1.541 1.083 651 205736-5 745185-5 745820-5 
(2) 24.66 33.32 39.14 27.51 125 205736-2 745185-2 745820-2 
188 205736-8 745185-8 745820-8 

425 e 205736-4 745185-4 745820-4 

651 205736-6 745185-6 745820-6 

125 205738-1 745187-1 745886-1 

188 205738-7 745187-7 745886-7 

425 a 205738-3 745187-3 745886-3 

25 1.511 1.852 2.088 1.625 651 205738-5 745187-5 745886-5 
(3) 38.38 47.04 53.04 41.3 125 205738-2 745187-2 745886-2 
188 205738-8 745187-8 745886-8 

425 2 205738-4 745187-4 745886-4 

651 205738-6 745187-6 745886-6 

125 205713-1 745189-1 747315-1 

188 205713-7 745189-7 747315-7 

425 A 205713-3 745189-3 747315-3 

37 2.159 2.500 2.729 2.272 651 205713-5 745189-5 747315-5 
(4) 54.84 63.5 69.32 57.71 125 205713-2 745189-2 747315-2 
188 205713-8 745189-8 747315-8 

425 e 205713-4 745189-4 747315-4 

651 205713-6 745189-6 747315-6 

125 205740-1 745191-1 747302-1 

188 205740-7 745191-7 747302-7 

425 A 205740-3 745191-3 747302-3 

50 2.064 2.406 2.635 2.178 651 205740-5 745191-5 747302-5 
(5) 52.43 61.11 66.93 55.32 125 205740-2 745191-2 747302-2 
188 205740-8 745191-8 747302-8 

425 5 205740-4 745191-4 747302-4 

651 205740-6 745191-6 747302-6 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .188 [4.78] post length is for recommended pc board thickness of .125 [3.18]. .425 [10.8] and .651 
[16.54] post lengths are for wrap-type terminations. 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 


2. Special loading of contacts can be arranged upon request. 
3. For pc board hole pattern specifications, see page 64. 


4. Insertion/Extraction Tool No. 91083-2 is used to remove and install posted socket contacts. 
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ANP 


HDP-20 Metal-Shell Connectors 


with .026 [0.66] Dia. Straight Posted Contacts BUPLEX FLATING AVAILABLE: 
(for Pc Board Mounting) tin on termination end 


Consult AMP Incorporated 


Piug Assemblies (with 25 and 37 Positions 
Integral Standoff and 
Grounding Indents) 
Clinch asl Dia. 
Tab (Typ.) (2 Holes, Standard) 


496 +015 
[12 6+0:38] 


Grounding 
Indents 


.230*-008 
(5.84 +015] 


.236+.010 
[5.99*025] 
‘ 
.085 *-010 
{2 16 +0. 25) 
.026 
[0.66] Dia. Post ean 
(Post Length)* 
*Post Length (D) equals: 
125 [3.18] 
-170 [4.32] 
.250 [6.35] 
No.of Plug Assembly Part No. 
5 imensi Contact i 
Contact Dimensions Fish With With With Fixed 
; ; Positions A B C o* : Standard Threaded Female 
With 4-40 Fixed Female (Shell Size Petey Eatel Mounting insert Screwlock 
Holes serts CrewlOCKS 
Screwlocks 
125 745968-2 745968-8 1-745968-4 
170 A 745968-4 1-745968-0 1-745968-6 
25 1.534 1.852 2.090 .250 745968-6 1-745968-2 1-745968-8 
(3) 38.96 47.04 53.09 125 745968-1 745968-7 1-745968-3 
170 B 745968-3 745968-9 1-745968-5 
.250 745968-5 1-745968-1 1-745968-7 
125 747375-2 747375-8 1-747375-4 
170 A 747375-4 1-747375-0 1-747375-6 
Material and Finish: 37 2.182 2.500 2.732 __-250 747375-6 1-747375-2 1-747375-8 
Front Shell-Steel; Tin plated (4) 55.42 63.5 69.39 125 747375-1 747375-7 1-747375-3 
Housing-Black Thermoplastic, 170 B 747375-3 747375-9 1-747375-5 
94V-0 Rated .250 747375-5 1-747375-1 1-747375-7 


Threaded Inserts—Brass; unplated 


Female Screwlocks-Brass; Nickel *.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 


thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 


plated 

Pin Contacts (Posted)-Brass; plated as Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 

follows: 2. Special loading of contacts can be arranged upon request. 

A-Gold flash over .000050 [0.00127] 3. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
nickel on entire contact, with additional 4. For pc board hole pattern specifications, see page 64. 


.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. 
B-Gold flash over .000030 [0.00076] 

nickel 
Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Receptacles: 
HDP-20-pages 7, 10-11, 13, 16-17, 
19, 21,23 & 24 
HDF-20-page 41 
HDE-20-page 49 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters—page 68 
Mating Hardware—pages 87 thru 89, 
92 & 93 
RFI Gaskets-page 94 
Commoning Strip-page 95 
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Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


millimetres. 
Short Mounting Flange, Without Grounding Indents 
Plug Assembly Part No. Plug Assembly Part No. 
No. of Contact (without Grounding Straps) (with Grounding Straps) 
Contact Dimensions Finish With rae With , 
Positions = 5 C 0 E F (Plating Standard Fi a a sa, = ee 
(Shell Size) Code} Mounting oy Lenore Mounting bee 
Holes Inserts Screwlocks Holes Inserts Screwlocks 
9 666 276 (984 1.213 .965 235 A 2-745990-0 2-745990-2 2-745990-4 1-745990-4 1-745990-6 _1-745990-8 
(1) 16.92 7.01 24.99 3081 24.51 5.97 B 1-745990-9  2-745990-1  2-745990-3 1-745990-3. 1-745990-5 _—1-745990-7 
15 994 278 «1.312 1.541 +965 235 A 2-745986-0  2-745986-2 2-745986-4 1-745986-4 —-1-745986-6 _—1-745986-8 
(2) 25.25 7.06 33.32 39.14 2451 5.97 B 1-745986-9  2-745986-1  2-745986-3  1-745986-3  1-745986-5 _—1-745986-7 
25 1.534 .274 1.852 2.088 .970 230 A 2-745994-0  2-745994-2 2-745994-4 1-745994-4 —-1-745994-6 _—‘1-745994-8 
(3) 38.96 696 47.04 5304 2464 5.84 B 1-745994-9  2-745994-1  2-745994-3 _1-745994-3._ 1-745994-5 ~—-1-745994-7 
37 2.182 .272 2.500 2.729 .972 230 A 2-745998-0  2-745998-2 2-745998-4 —-1-745998-4_ —-1-745998-6 _—-1-745998-8 
(4) 55.42 6.91 63.5 69.32 24.69 5.84 B 1-745998-9  2-745998-1 _ 2-745998-3 —-1-745998-3  —-1-745998-5 _—«1-745998-7 


Short Mounting Flange, With Grounding Indents 


Plug Assembly Part No. Plug Assembly Part No. 
No. of Contact (without Grounding Straps) (with Grounding Straps) 
' Dimensions Finish , ; ; 
— — - = ; : — ie ge With With Fixed Pa With With Fixed 
(Shell Size) Code) Mounting Threaded Female Mounting Threaded Female 

Holes Inserts Screwlocks Holes Inserts Screwlocks 

9 666 (276 984 1.213 .965 235 A 745990-8 1-745990-0 _1-745990-2 745990-2 745990-4 745990-6 

(1) 16.92 = 7.01 24.99 30.81 24.51 5.97 B 745990-7 745990-9 1-745990-1 745990-1 745990-3 745990-5 

15 994 278 1.312 1.541 .965 235 A 745986-8 1-745986-0 _1-745986-2 745986-2 745986-4 745986-6 

(2) 25.25 7.06 33.32 39.14 24.51 5.97 B 745986-7 745986-9 1-745986-1 745986-1 745986-3 745986-5 

25 1.534 .274 1.852 2.088 .970 230 A 745994-8 1-745994-0 _1-745994-2 745994-2 745994-4 745994-6 

(3) 3896 696 47.04 5304 2464 5.84 B 745994-7 745994-9 _1-745994-1 745994-1 745994-3 745994-5 

37 2182 .272 2.500 2.729 .972 230 A 745998-8 1-745998-0 1-745998-2 745998-2 745998-4 745998-6 

(4) 55.42 6.91 63.5 69.32 2469 5.84 B 745998-7 745998-9  1-745998-1 745998-1 745998-3 745998-5 

Long Mounting Flange, Without Grounding Indents 
Plug Assembly Part No. Plug Assembly Part No. 

No. of Contact (without Grounding Straps} : (with Grounding Straps) ; 
Contact Dimensions Finish - i i ith Fi 
a i ; : 5 ; (ie ooo with With Fixed sees with With Fixed 

(Shell Size) Code) Mounting Threaded Female Mounting Threaded Female 
Inserts Screwlocks Inserts Screwlocks 
Holes Holes 
9 666 276 (984 1.213 .988 235 A 2-747009-0  2-747009-2 2-747009-4 = 1-747009-4_ —1-747009-6 _—-1-747009-8 
(1) 16.92 7.01 24.99 30.81 25.1 5.97 B 1-747009-9 _2-747009-1__2-747009-3__-1-747009-3__1-747009-5 __1-747009-7_ 
15 994 278 1.312 1.541 .988 235 A 2-747045-0 2-747045-2 = 2-747045-4 ~=—-1-747045-4 ~—-'1-747045-6 _—-1-747045-8 
(2) 25.25 7.06 3332 39.14 25.1 5.97 B 1-747045-9 2-747045-1 —-2-747045-3 =: 1-747045-3. —-1-747045-5 ~—-_1-747045-7 
25 1.534 .274 1.852 2.088 .993 230 A 2-747047-0 _2-747047-2 _2-747047-4 —_-1-747047-4 —_1-747047-6 _1-747047-8 
(3) 38.96 696 47.04 53.04 25.22 584 B 1-747047-9 _2-747047-1__2-747047-3__-1-747047-3__1-747047-5 —_1-747047-7 _ 
37 2.182 .272 2.500 2.729 .995 230 A 2-747049-0 _-2-747049-2_-2-747049-4__'1-747049-4 —:1-747049-6 _1-747049-8 
(4) 55.42 6.91 63.5 69.32 25.27 5.84 B 1-747049-9 2-747049-1 —_-2-747049-3. —-1-747049-3__—-1-747049-5 _—-1-747049-7 


Long Mounting Flange, With Grounding Indents 


Plug Assembly Part No. Plug Assembly Part No. 
No. of iid Contact (without Grounding Straps) (with Grounding Straps) 
imensions ini i i 
= ; - ; ; : ; (teten Phsicll with With Fixed Pa with With Fixed 
(Shell Size) Code) Mounting Threaded Female Mounting Threaded Female 

Holes Inserts Screwlocks Holes Inserts Screwlocks 
9 666 276 (984 1.213 .988 235 A 747009-8 1-747009-0 _—_‘1-747009-2 747009-2 747009-4 747009-6 
(1) 16.92 7.01 24.99 30.81 25.1 5.97 B 747009-7 747009-9 _1-747009-1 747009-1 747009-3 747009-5 
15 994 278 1.312 1.541 +988 235 A 747045-8 1-747045-0 —_1-747045-2 747045-2 747045-4 747045-6 
(2) 25.25 7.06 3332 39.14 25.1 5.97 B 747045-7 747045-9 —_1-747045-1 747045-1 747045-3 747045-5 
25 1.534 .274 1.852 2.088 .993 230 A 747047-8 1-747047-0 —_1-747047-2 747047-2 747047-4 747047-6 
(3) 38.96 696 47.04 53.04 25.22 5.84 B 747047-7 747047-9 _1-747047-1 747047-1 747047-3 747047-5 
37 2182 .272 2.500 2.729 .995 230 A 747049-8 1-747049-0 _‘1-747049-2 747049-2 747049-4 747049-6 
(4) 55.42 6.91 63.5 69.32 25.27 5.84 B 747049-7 747049-9 _1-747049-1 747049-1 747049-3 747049-5 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pe board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 


aks 
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HDP-20 Metal-Shell Connectors 
with .026 [0.66] Dia. Right-Angle Posted Contacts 
590 Mount (for Pc Board Mounting) 


Receptacle Assemblies 


With 4-40 Fixed Female 
Screwlocks 
(Short Mounting Flange Shown) 


Material and Finish: 
Front Shell-Steel; Tin plated 


Housing-Black Thermoplastic, 
94V-0 Rated 


Eyelets—Brass; Tin plated 
Threaded Inserts-Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 
Socket Contacts (Posted)—Phosphor 
Bronze; duplex plated as follows: 
A-.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min., 
.000100-.000200 [0.00254-0.00508} 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.001 27] nickel 
B-Gold flash on mating end for length of 
100 [2.54] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .0O0050 
[0.001 27] nickel 
Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
HDP-20-pages 6, 8-9, 12, 14-15, 18, 
20 & 22 
HDF-20-page 40 
HDE-20-page 48 
Pc Board Mounting-page 65 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Mating Hardware-pages 87 thru 89, 
92 &93 
RFI Gaskets-page 94 
Keying Plug—-page 95 


16 


9, 15, 25 and 37 Positions 
(With Short Mounting Flange) 


125 
Clinch (3.18) Da 
Tab (Typ.) (2 Holes, Standard) 
.247 =.010 
FA (6.27 +028) 
uh 
(7 
| 12 
(2.84) TYP 
494 *.015 a 
[2.56%0%) 7 =e 3.18) Ref +.015 
026 109 l .243 112°: 
[0.66] Dia. Post ;o 77) TYP B | 38] [6.17] ree aan [2.84 +038] 
[14.99+0:8] 
Mating Face (Mount) 
.315 975+ 2015 
{8 [24.77 +938] 
| 
i ee | 
[3.18] Eyelet (2) \ 
(2 Holes) | = Grounding 
| rap i H 
a _ c -| iscacnarisd Without Grounding Straps 


(See charts.) 


9, 15, 25 and 37 Positions 
(With Long Mounting Flange) 


125 
[3.18] Dia 
(2 Holes, Standard) 


Clinch 
Tab (Typ.) 


494+ 015 
(12.55 +038] 


112.015 


026 2 
Dia. Post .109 
[0.66] [2.84 +08) 


£.015 c 
(2.77) TYP +0 590) 2-018 
(14.99+038) 
(Mount) 


|] 998-018 
} | (25.3508) 
q | 
S 
ew) 


Grounding 
Strap (2) 
(See charts.) 


-— Mating Face 


Bias) Eyelet (2) 
ore Without Grounding Straps 


(See charts.) 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


millimetres. 
Short Mounting Flange 
Receptacle Assembly Part No. Receptacle Assembly Part No. 
No. of (without Grounding Straps} (with Grounding Straps) 
— Dioersiers ‘a ban with With Fixed lira with With Fixed 
$ r ixe ixe 
(Shel Size) : . D(Prating Code) Standard Threaded Female i Threaded Female 
Holes 9 Inserts Screwlocks Holes Inserts Screwlocks 
9 643 276 984 1.213 A 745988-8 1-745988-0 1-745988-2 745988-2 745988-4 745988-6 
(1) 16.33 7.01 24.99 30.81 B 745988-7 745988-9 1-745988-1 745988-1 745988-3 745988-5 
15 971 278 1.312 ~«+1.541 A 745984-8 1-745984-0 1-745984-2 745984-2 745984-4 745984-6 
(2) 24.66 7.06 33.32 39.14 B 745984-7 745984-9 1-745984-1 745984-1 745984-3 745984-5 
25 1.511 274 1.852 ~—-2.088 A 745992-8 1-745992-0 1-745992-2 745992-2 745992-4 745992-6 
(3) 38.38 6.96 47.04 53.04 B 745992-7 745992-9 1-745992-1 745992-1 745992-3 745992-5 
37 2159 .272 2.500 2.729 A 745996-8 1-745996-0 1-745996-2 745996-2 745996-4 745996-6 
(4) 54.84 6.91 63.5 69.32 B 745996-7 745996-9 1-745996-1 745996-1 745996-3 745996-5 
Long Mounting Flange 
een No. ee —_ Part No. 
No. of (without Grounding Straps) (with Grounding Straps) 
— Pensesoes ‘ash with With With Fixed with with With Fixed 
Positions ixei ixel 
(Shel Siz) 5 ¢ 2 (Phatng Code) a Threaded Female ter Threaded Female 
Holes Inserts Screwlocks Holes Inserts Screwlocks 
9 643 276 984 1.213 A 747010-8 1-747010-0 1-747010-2 747010-2 747010-4 747010-6 
(1) 16.33 7.01 24.99 30.81 B 747010-7 747010-9 1-747010-1 747010-1 747010-3 747010-5 
15 971 278 1.312 1.541 A 747046-8 1-747046-0 1-747046-2 747046-2 747046-4 747046-6 
(2) 24.66 7.06 33.32 39.14 B 747046-7 747046-9 1-747046-1 747046-1 747046-3 747046-5 
25 1.511 274 «1.852 -—-2.088 A 747048-8 1-747048-0 1-747048-2 747048-2 747048-4 747048-6 
(3) 38.38 6.96 47.04 53.04 B 747048-7 747048-9 1-747048-1 747048-1 747048-3 747048-5 
37 2159 .272 2.500 2.729 A 747050-8 1-747050-0 1-747050-2 747050-2 747050-4 747050-6 
(4) 54.84 6.91 63.5 69.32 B 747050-7 747050-9 1-747050-1 747050-1 747050-3 747050-5 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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HDP-20 Metal-Shell Connectors 


with .025 [0.64] Sq. Right-Angle Posted Contacts 
545 Mount (for Pc Board Mounting) 


Plug Assemblies 


Without Grounding Indents, 
Zinc or Tin Plated Shell 


With Grounding Indents, 
Tin Plated Shell Only 


Material and Finish: 
Shell-Steel; Zinc (Yellow Chromate) 
or Tin plated 


Insert-Black Thermoplastic, 94V-0 Rated 


Pin Contacts (Posted)-Brass; plated 
as follows: 
A-Gold flash over .000050 [0.00127] 


nickel on entire contact, with additional 


.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. 
B-Gold flash over .000030 [0.00076] 

nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Receptacles: 
HDP-20-pages 7, 10-11, 13, 16-17, 
19, 21,238 24 
HDF-20-page 41 
HDE-20-page 49 
Pc Board Mounting-page 65 


DUPLEX PLATING AVAILABLE: 
Gold on mating end, 
tin on termination end 
Consult AMP Incorporated 


9, 15, 25 and 37 Positions 


329 +008 
(8.36+°"3] 


+.015 494° 2018 
D [+0.38) [12.55 +038] 
269-010 
[6.83 +925] 


545 ©0185 
[13.84 +038) 


120 


(3.05) Dia 
(2 Holes) 
120 
(3.05) Pia 
(2 Holes) 
50 Positions 
=) P77. P 
rik 
441 ~-005 
(11,2=013] 
ae 
605 *-0'5 
(15.37 +038] 
F iors) 
BAS *.015 
[13.84 +038] 
E (208) (Mount) 


326 *.010 
(8.28 +925) 112+ .010 


572019 [2.84 +025] 


Mating/Panel Mounting-page 66 120 
Accessories: (3.05) Wide ) = 4 Fi 
Connector Savers-page 67 (2 Slots) es {12200 7——_——_ 73 | 
Plug/Receptacle Adapters-page 68 120 [2.84 +025] 7 
Mating Hardware—pages 87 thru 89, [3.05] Dia. .025 Sq. Post 125 Ref 
92 &93 (2 Holes) (0.64) (3.18] 
RFI Gaskets-page 94 1. _.303*-010 
Commoning Strip-page 95 [7.2 #9-25} 
Plug Assembly Part No. 
No, of F Contact Tin Plated Shell Tin Plated Shell 
Contact Dimensions Finish Zinc Plated Shell without with 
Positions A B 0 E F 6 (Plating Code} Grounding Indents Grounding Indents 
(Shell Size) With Standard With Female =» With Standard = With Standard = With Female 
Mounting Holes Screwlocks Mounting Holes* = Mounting Holes Screwlocks 
9 666 .984 1.213 .276 .030 .235 1.025 A 205865-2 747092-2 745351-2 745351-4 747197-4 
(1) 16.92 2499 30.81 7.01 0.76 5.97 26.04 B 205865-1 747092-1 745351-1 745351-3 747197-3 
15 994 1.312 1.541 .278 .030 .235 1.025 A 205867-2 206761-2 745352-2 745352-4 747192-2 
(2) 25.25 33.32 39.14 7.06 0.76 5.97 26.04 B 205867-1 206761-1 745352-1 745352-3 747192-1 
25 1.534 1.852 2.088 .274 .039 .230 1.029 A 205857-2 206977-2 745353-2 745353-4 747022-2 
(3) 38.96 47.04 53.04 6.96 0.99 5.84 26.14 B 205857-1 206977-1 745353-1 745353-3 747022-1 
37 2.182 2.500 2.729 .272 .039 .230 1.029 A 205859-2 207300-2 745354-2 745354-4 747444-2 
(4) 55.42 635 69.32 6.91 0.99 5.84 26.14 B 205859-1 207300-1 745354-1 745354-3 747444-1 
50 2.079 2.406 2.635 .333 .039 .230 1.149 A 205869-2 206521-2 745355-2 745355-4 747497-4 
(5) 52.81 61.11 66.93 8.46 0.99 5.84 29.18 B 205869-1 206521-1 745355-1 745355-3 747497-3 


*These plug assemblies can be made available with female screwlocks, consult AMP Incorporated. 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 


2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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Receptacle Assemblies 


Zinc or Tin Plated Shell 


With 4-40 Female Screwlocks 
(Preassembled) 


Material and Finish: 
Shell-Steel; Zinc (Yellow Chromate) 
or Tin plated 


Insert-Black Thermoplastic, 94V-0 Rated 


Socket Contacts (Posted)—Phosphor 

Bronze; plated as follows: 

A-Gold flash over .000050 [0.00127] 
nickel on entire contact, with additional 
.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min. 

B-Gold flash over .000030 [0.00076] 
nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
HDP-20-pages 6, 8-9, 12, 14-15, 18, 
20 & 22 
HDF-20-page 40 
HDE-20-page 48 
Pc Board Mounting-page 65 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Mating Hardware-pages 87 thru 89, 
92 &93 
RFI Gaskets-page 94 
Keying Plug—page 95 


DUPLEX PLATING AVAILABLE: 
Gold on mating end, 
tin on termination end 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


Consult AMP Incorporated millimetres: 
9, 15, 25 and 37 Positions 
a 005 
013] 
112 
[2.84] Typ A94 015 
Diet 243 © -008 [12.55 #038] 
: [6.17 *13] 
Mating Face —— 
.030° -°"° 
-269#-010 +025 
[6.83 +025] {0.76 ] 
Hi3B400%") 
= 600° -210 13.84 #038 
536 [15.24 +025) 
Dia a 
{3.05} 
(2 Holes) 
a Me +.010 if 
4 20.25) 
120 .025 125 
(3 05) 0 (0.64) Sq. Post (3.18) 
(2 Holes) 24 
[6.27 = 925] 
50 Positions 
{2.77} 'YP 
423 = +008 
(10.74*913] 
dai! 
243 = -005 
Mating Face (6.17 +919] 54S © 015 
a ee OY [13.84 +08] 
«270-010 i +.010 
[6.86 +925] x eR ete (Mount) 
fe ia 
.326 +.010 
[8.28+025] | ei 112 =.910 
—— [16.69 +025) cee 
120 wide |Ay | : 3 
[3.05] ai 
(2 Slots) at ——E 
Ji + .010 za 
120 [2.84 +025] 
(3.05) Dia 025 so. Post 125 
(2 Holes) (0.64) (3.18) 
No. of 7 ain : Receptacle Assembly Part No. 
Contact Dimensions Finish Zinc Plated Shell Tin Plated Shell 
Positions A B C 0 Plating Code) ‘With Standard With Female With Standard With Female 
Shell Si ann Ces] 
( 2e) Mounting Holes Screwlocks Mounting Holes Screwlocks 
9 643 984 1.213 .276 A 205866-2 745258-2 745112-2 _-747020-2 
(1) 16.33 2499 30.81 7.01 B 205866-1 745258-1 745112-1 747020-1 
15 971 1.312 1.541 .278 A 205868-2 745257-2 745113-2 747021-2 
(2) 24.66 33.32 39.14 7.06 B 205868-1 745257-1 745113-1 747021-1 
25 4.511 1.852 2.088 .274 A 205858-2 206978-2 745114-2 745536-2 
(3) 38.38 47.04 53.04 6.96 B 205858-1 206978-1 745114-1—-745536-1 
37 2.159 2.500 2.729 .272 A 205860-2 745256-2 745115-2 —_-745964-2 
(4) 5484 635 6932 6.91 B 205860-1 745256-1 745115-1_745964-1 
50 2.064 2.406 2.635 .333 A 205870-2 745033-2 745116-2 _-747193-2 
(5) 52.43 61.11 66.93 846 B 205870-1 745033-1 745116-1 747193-1 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 


2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 


4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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HDP-20 Metal-Shell Connectors 


with .025 [0.64] Sq. Right-Angle Posted Contacts ag enh eiee 
454 Mount (for Pc Board Mounting) tin on termination end 


Consult AMP Incorporated 


Plug Assemblies 9, 15, 25 and 37 Positions 


494+ 015 
[12.55 +038] 


.329 *.008 
[8.364013] 
F (aots] 
Without Grounding Indents, 
Zinc or Tin Plated Shell E ¢e3 
.269 +.010 
[6.83*°25] —_=_ : 
Se eo a 7 
rez : G Ref 
510*-010 ian 
[12.95 *°25] 4-387 } 050 *-020 
aay | ED) (P33 ce 
+ +.010 See es 
@ Hoes (284025 Fea 
: Dia. L .025 27 £0.2 
[3.05] 0.64 Sq. Post 
(2 Holes) el anita 
With Grounding Indents, 
Tin Plated Shell Only 
ae Plug Assembly Part No. 
0. of 
Contact Dimensions — Zing = i Plated Shell 
nn ian Plated Without with 
(Shell Size) (Plating Code) ‘Shell, ~=«=« Grounding Grounding 
Indents Indents 
125 A 745417-4 745434-6 745434-8 
9 666 .984 1.213 .276 .030 .235 .915 °%'8 B 745417-3 _745434-5 745434-7 
(1) 16.92 2499 30.81 7.01 0.76 5.97 23.24 220 A 745417-2 745434-2 745434-4 
With 4-40 Female Screwlocks 5.59 B 745417-1 745434-1 745434-3 
(Preassembled). Can be 125 A 745418-4 745435-6 745435-8 
made svallente, consuk 15.994 1.312 1.541 .278 .030 .235 .915 > 18 B_ 7454183 7454355 _745435-7 
AMP Incorporated. (2) 25.25 33.32 3914 7.06 076 5.97 23.24 599 A 745418-2 745435-2 745435-4 
5.59 B 745418-1  745435-1  745435-3 
Matavlal'and Finke 125 A 745419-4 745436-6 745436-8 
Shell-Steel; Zinc (Yellow Chromate) 25 «1.534 1.852 2.088 .274 .039 .230 .919 °%'8 B 7454193 745436-5 745436-7 
or Tin plated (3) 38.96 47.04 53.04 696 099 584 23.34 409 A 745419-2 745436-2 745436-4 
Insert-Black Thermoplastic, 94V-O0 Rated 5.59 B 745419-1 745436-1 745436-3 
Pin Contacts (Posted)-Brass; plated 125 A 745420-4 745437-6 745437-8 
as follows: 3.18 B 745420-3  745437-5 745437-7 
flash q { 37 2.182 2.500 2.729 .272 .039 .230 .919 : 
ete ee (4) $5.42 635 6932 691 099 584 2334 955 A 7454002 7454372 7454374 
.000030 [0.00076] gold on mating 5.59 B 745420-1 745437-1 745437-3 
end for length of .150 [3.81] min. : is ‘ 
B-Gold flash over .000030 [0.00076] Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
nickel 2. Recommended pc board thickness is .093 [2.37] max. 


3. For pc board hole pattern specifications, see page 65. 


Reference Information: 4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
Applicable Specifications-page 5 


Cavity Identification-page 5 
Mateable Receptacles: 
HDP-20-pages 7, 10-11, 13, 16-17, 
19, 21,23 & 24 
HDF-20-page 41 
HDE-20-page 49 
Pc Board Mounting-page 65 
Mating/Panel Mounting—page 66 
Accessories: 
Connector Savers—page 67 
Plug/Receptacle Adapters-page 68 
Mating Hardware—pages 87 thru 89, 
92 &93 
RFI Gaskets-page 94 
Commoning Strip-page 95 
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Receptacle Assemblies 


ee 


With 4-40 Female Screwlocks 
(Preassembled). Can be 
made available, consult 

AMP Incorporated. 


Material and Finish: 
Shell-Steel; Zinc (Yellow Chromate) 
or Tin plated 


Insert-Black Thermoplastic, 94V-0 Rated 


Socket Contacts (Posted)—-Phosphor 

Bronze; plated as follows: 

A-Gold flash over .000050 [0.00127] 
nickel on entire contact, with additional 
.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min. 

B-Gold flash over .000030 [0.00076] 
nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
HDP-20-pages 6, 8-9, 12, 14-15, 18, 
20 & 22 
HDF-20-page 40 
HDE-20-page 48 
Pc Board Mounting-page 65 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Mating Hardware—pages 87 thru 89, 
92 &93 
RFI Gaskets—page 94 
Keying Plug-page 95 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


DUPLEX PLATING AVAILABLE: 
Gold on mating end, 
tin on termination end. 


millimetres. 
Consult AMP Incorporated 
9, 15, 25 and 37 Positions 
494 +015 
[12.55 +038] 
D (ety 243 
Mating Face (6.17) 
Kae .030 *.010 
(83-025) i fai | 
' —_— 
me = .923 
fi 454-08 Eee f (23.44) Ret 
510° 010 [11.53*038] ie | 
[12.95 +025] | (Mount) 
120 Dia i pee @) (050° .020 
3.05] i) (7: Pi1.27-05| 
(2 Holes) — 412+.010 
20. a L 025 Ae wm] bee .247 *:010 
(3.05) Dia [0.64] 5: Post [2.84 +025] (6.27 +025] 
(2 Holes) E Ref 
Fill eatin: Contact Receptacle Assembly Part No. 
Positions A 3 C D E Finish Zinc Plated Tin Plated 
(Shell Size) (Plating Code) Shell Shell 
125 A 745421-4 745438-4 
9 643 984 4.213 276 3.18 B 745421-3 745438-3 
(1) 16.33 24.99 30.81 7.01 220 A 745421-2 745438-2 
5.59 B 745421-1 745438-1 
125 A 745422-4 745439-4 
15 971 1.312 1.541 278 wala B 7454223 745439-3 
(2) 24.66 33.32 39.14 7.06 220 A 745422-2 745439-2 
5.59 B 745422-1 745439-1 
125 A 745423-4 745440-4 
25 1.511 1.852 2.088 274 make B 745423-3 745440-3 
(3) 38.38 47.04 53.04 6.96 220 A 745423-2 745440-2 
5.59 B 745423-1 745440-1 
125 A 745424-4 745441-4 
37 2.159 2.500 2.729 272 3:18 B 745424-3 745441-3 
(4) 54.84 63.5 69.32 691 220 A 745424-2 745441-2 
5.59 B 745424-1 745441-1 


Notes; 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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HDP-20 Metal-Shell Connectors 
with .026 [0.66] Dia. Right-Angle Posted Contacts 
318 Mount (for Pc Board Mounting) 


Plug Assemblies 
(with Grounding Indents) 


9, 15, 25 and 37 Positions 


{25 
[3.18] Dia 
(2 Holes, Standard) 


Clinch 
Tab (Typ.) 


112 
(2.84) TYP 247 = .010 


.329 Cai By a {2 i 


= t 
I 


J os | 
[12.55+039)—| [8.36] \ q Pa 


a H 125 
pe (3.18) Ref é : 112 a 
. (2.771 TY. (0,66) Dia. Post ll 
Grounding 
Mating Face — Indents 
375 ll E (2038) 
[9.53=° t 
125 pia O} : 
[3.18] 
(2 Holes) Eyelet (2) \ 
With 4-40 Threaded Inserts _ Cc + — kena Without Grounding Straps 
(See charts.) (See chart.) 
Without Grounding Straps 
Plug Assembly Part No. 
No. of Dimensi Contact With : u 
Contact mensions Finish San ard With With Fixed 
Positions A B Cc 0 E F (Plating Mounti Threaded Female 
(Shell Size) Code) A a Inserts Screwlocks 
9 666 .276 .984 1.213 .733 235 A 7472508 1-747250-0__1-747250-2 
(1) 16.92 7.01 24.99 30.81 18.62 5.97 B 747250-7 747250-9 1-747250-1 
A 7472368 _'1-747236-0 _1-747236-2 
. ‘ 15 .994 .278 1.312 1.541 .733 -235 
With yee al (2) 25.25 7.06 3332 39.14 1862 5.97 B 747 236-7 747236-9 _1-747236-1__ 
siiglaaiied 25 1.534 274 1.852 2.088 738 .230 A 7472388 _1-747238-0__1-747238-2 
Material and Finish: (3) 38.96 696 47.04 5304 1875 5.84 B 747 238-7 747238-9 1-747238-1 
Front Shell-Stee|; Tin plated 37 2.182 .272 2.500 2.729 .740 .230 A 7472528 _1-747252-0__1-747252-2 
Housing-Black Thermoplastic, (4) 55.42 6.91 63.5 69.32 18.8 5.84 B 747252-7 747252-9 1-747252-1 
94V-0 Rated 
Eyelets—Brass; Tin plated 
Threaded Inserts-Brass; unplated 
Female Screwlocks-Brass; Nickel 
plated 
Pin Contacts (Posted)—Brass; duplex 
plated as follows: 
A-.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min., 
.000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel A . 
B-Gold flash on mating end for length of With Grounding Straps 
.150 [3.81] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright No, of Dimensi Contact : ener ra ae, —— 
entire contact underplated. 000050 sph aia eal with With Fixed 
Seo SaTnicisl Payee Positions A B C D E F (Plating Mountin Threaded Female 
(0. y nicks (Shell Size) Code) Noles Inserts Screwlocks 
Reference Information: 
Applicable Specifications-page 5 9 666 276 984 1.213 .733 235 A 747250-2 747250-4 747250-6 
be tat ren eg 5 (1) 16.92 7.01 24.99 30.81 18.62 5.97 B 747250-1 747250-3 747250-5 
ateabie Heceptacies: - 
HDP-20-pages 7, 10-11, 13, 16-17, 15 994 278 1.312 1.541 .733 .235 A 7472362 747236-4 —747236-6 
19, 21,23&24 (2) 25.25 7.06 33.32 39.14 18.62 5.97 B 747236-1 747236-3 747236-5 
HDF-20-page 41 = 1.534 274 1.852 2.088 .738 .230 A 747238-2 747238-4 747238-6 
HDE-20-page 49 (3) 38.96 696 47.04 53.04 1875 5.84 B 747238-1 747238-3 747238-5 
Pc Board Mounting-page 65 = 
Mating/Panel Mounting-page 66 37 2.182 .272 2.500 2.729 .740  .230 A 747252-2 747252-4 747252-6 
Accessories: (4) 55.42 6.91 63.5 69.32 18.8 5.84 B 747252-1 747 252-3 747252-5 


Connector Savers—page 67 

Plug/Receptacle Adapters—page 68 

Mating Hardware-pages 87 thru 89, 
92 &93 

RFI Gaskets-page 94 

Commoning Strip—page 95 
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Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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Receptacle Assemblies 


With 4-40 Threaded Inserts 


With 4-40 Fixed Female 
Screwlocks 


Material and Finish: 
Front Shell-Steel; Tin plated 


Housing-Black Thermoplastic, 
94V-O Rated 


Eyelets—Brass; Tin plated 
Threaded Inserts—Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


Socket Contacts (Posted)-Phosphor 

Bronze; duplex plated as follows: 

4-.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min., 
.000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.001 27] nickel 

B-Gold flash on mating end for length of 
100 [2.54] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000050 
[0.00127] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
HDP-20-pages 6, 8-9, 12, 14-15, 18, 
20 & 22 
HDF-20-page 40 
HDE-20-page 48 
Pc Board Mounting-page 65 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Mating Hardware-pages 87 thru 89, 
92 &93 
RFI Gaskets-page 94 
Keying Plug—page 95 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 
millimetres. 


9, 15, 25 and 37 Positions 


DG 
[+0.38] 125 ite 
Clinch [3.18] 
Tab (Typ.) (2 Holes, Standard) 
247 
494=.015 t [6.27 +925] ee 
[12.55+038) oO 
t 
112 
(2.84) TyP 
125 :} ze 
rel : 243 112=.015 
[3.18] ieee (2.99) Typ = 'B: 033] (6.17] ah [2.84+0.38] 
Dia. Post (8.08 +02] 
Mating Face (Mount) 
375+.010 -240=.015 
[9.53+025] [18.8=938] 
' 

-125 oy 
[3.18] Dia. \ Grounding 
(2 Holes) — Strap (2) 


(See chart.) 


Without Grounding Straps 
(See chart.) 


Without Grounding Straps 


Receptacle Assembly Part No. 


No. of 
, Dimensions Contact With ' eee 
a ; = : ;: Finish Standard With With Fixed 
Bary (Plating Code) Mounting Threaded Female 
(Shell Size) Holes Inserts Screwlocks 
9 643 276 984 1.213 A 745781-9 1-745781-1 1-745781-3 
(1) 16.33 7.01 24.99 30.81 B 745781-8 1-745781-0 1-745781-2 
15 971 278 1.312 1.541 A ae = = 
(2) 24.66 7.06 33.32 39.14 B = — — 
25 1511 274 1.852 2.088 A 745783-9 __—-1-745783-1 1-745783-3 
(3) 38.38 6.96 47.04 53.04 B 745783-8 1-745783-0 —-1-745783-2 
37 2.159 .272 2.500 2.729 A = == = 
(4) 54.84 6.91 63.5 69.32 B = = = 
With Grounding Straps 
He of Receptacle Assembly Part No. 
imensi t With i a 
Contact Dimensions Contac i 
Positions A B C D Lies Standard Timeated pong 
Shell Si (Plating Code) Mounting reade emale 
( ize) Holes Inserts Screwlocks 
9 643 276 984 1.213 A 745781-2 745781-4 745781-6 
(1) 16.33 7.01 24.99 30.81 B 745781-1 745781-3 745781-5 
15 971 278 1.312 1.541 A 745782-2 745782-4 745782-6 
(2) 24.66 7.06 33.32 39.14 B 745782-1 745782-3 745782-5 
25 1.511 274 1.852 2.088 A 745783-2 745783-4 745783-6 
(3) 38.38 6.96 47.04 53.04 B 745783-1_- 745783-3 745783-5 
37 2.159 272 2.500 2.729 A 745784-2 745784-4 745784-6 
(4) 54.84 6.91 63.5 69.32 B 745784-1 745784-3 745784-5 


*15- and 37-position receptacle assemblies without grounding straps can be made available, consult AMP Incorporated. 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
5. A 19-position receptacle assembly is available, see page 52. 
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HDP-20 Metal-Shell Connectors 


with Straight Posted ACTION PIN Contacts 


(for Pc Board Mounting) 


Receptacle Assemblies 
(Medium Profile) 


With Integral Standoff and 
4-40 Threaded Inserts 


With Integral Standoff and 
4-40 Fixed Female 
Screwlocks 


Material and Finish: 
Front Shell-Steel; Tin plated 


Housing-Black Thermoplastic, 
94V-0 Rated 


Threaded Inserts-Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


ACTION PIN Contacts—Copper Alloy; 

duplex plated as follows: 

A-.000030 [0.00076] gold on mating 
end, bright tin or bright tin-lead 
on ACTION PIN post surface, with 
entire contact underplated .000050 
[0.001 27] nickel 

B-Gold flash on mating end, bright tin or 
bright tin-lead on ACTION PIN post 
surface, with entire contact under- 
plated .000050 [0.00127] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
.HDP-20-pages 6, 8-9, 12, 14-15, 18, 
20 & 22 
HDF-20-page 40 
HDE-20-page 48 
Pc Board Mounting-page 64 
Mating/Panel Mounting—page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters—page 68 
Mating Hardware-pages 87 thru 89, 
92 & 93 
RFI Gaskets-page 94 
Keying Plug-page 95 


Insertion/Extraction Tool 
No. 91261-1 (includes 
Insertion Tip No. 543133-1, 
Extraction Tip No. 126961-2) 


24 


15 and 25 Positions 


-285 


Ny (7.24) 


Deep x (28) Wide Siots 


A 


420 
(3.05) D8 


Dimensioning: 

All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 
Chart contains dimensions in inches over 
millimetres. 


(2 Holes, Standard) 


+.015 


om Mating Face 


C (2038) 


50 Positions 


620 Way 


[5.75] 


285 
(7.24] 


02 
Deep x [0.7 


1] 


8 Wide Slots 


\ A 
fe oe 
(ee 


(2 


[ 


For .093 to .125 [2.36 to 3.18 ] Thick Pc Boards 


Holes, Standard) 


412 
2.84) T¥P 


243 
(6.17] 
| 
TQ =-015 
=F gnosis (tai 7=ose] 
~ [2.03925] ' 


Receptacle Assembly Part No. 


No. of i 
¥ Dimensions Contact With L Fa Seatin 
fm kB gy Sittin 
; (Plating Code) Mounting e Part No. 
(Shell Size) Holes Inserts Screwlocks 
a5 971. 1.312 ~«+1.541 B 747 140-1 747141-1 747142-1 aandee 
(2) 24.66 33.32 39.14 A 747140-2 747141-2 747142-2 
25 1.511. 1.852 2.088 B 745922-1 745925-1 745928-1 einnihees 
(3) 38.38 47.04 53.04 A 745922-2 745925-2 745928-2 
= 2.064 21406 2.695 B 747143-1 747144-1 747145-1 ges 
(5) 52.43 61.11 66.93 A 747143-2 747144-2 747145-2 


Notes: 1. All receptacle assemblies are preloaded with straight posted ACTION PIN socket contacts. 
2. For pc board hole pattern specifications, see page 64. 
3. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
4. Insertion/Extraction Tool No. 91261-1 is used to remove and install straight posted ACTION PIN socket contacts. Consult 
AMP Incorporated for replacement contact nos. 
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HDP-20 All-Plastic Connectors 
with .026 [0.66] Dia. Right-Angle Posted Contacts 
318 Mount (for Pc Board Mounting) 


Receptacle Assemblies 9, 15, 25 and 37 Positions 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 
millimetres. 


311 109 125 
7.9] (2.771) YP (3.18) Dia 
i i (2 Holes, Standard) 
452 +015 i y 
[11.48+°38] raw 
Y Y — (2.84) TYP 
015 
0.38) 
> ree 
eee) Dia. Post Mating Face 
: .318=-015 Y I 
A [8.08=°38]} 243 
(Mount) [6.17] 
, a BE 4 
.387 §.362 [18.8 +038] | 
(9.83] [9.19] Y 
ee! 
Y A 
a 112+-015 | 
With 4-40 Threaded Inserts [2.84038] o be ats ist 
Ho of Receptacle Assembly Part No. 
0. 0 : _F 
: Dimensions Contact With : sas 
Postons A B Cc D og Standard Tweated oy 
(Shell Size) (Plating Code) Mounting | oat Si 
Holes inserts CrEWIOCKS 
9 .643 276 .984 1.213 A 745131-2 745394-2 745395-2 
(1) 16.33 7.01 24.99 30.81 B 745131-1_-745394-1 745395-1 
With 4-40 Fixed Female 15 971 278 1.312 1.541 A___—745271-2———-745393-2 745396-2 
Screwlocks (2) 24.66 7.06 33.32 39.14 B 74527 1-1 745393-1 745396-1_ 
25 1.511 .274 1.852 2.088 A 745132-2 745392-2 745397-2 
(3) 38.38 6.96 47.04 53.04 B 745132-1 745392-1 745397-1 
A 747093-2 747724-2 747725-2 
Material and Finish: 37 2.159 .272 2.500 2.729 - 7 = f 2 
Housing-Black Thermoplastic, (4) 54.84 6.91 63.5 69.32 B 747093-1 747724-1 747725-1 
94V-0 Rated 


Threaded Inserts-Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


Socket Contacts (Posted)—Phosphor 

Bronze; duplex plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min., 
.000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
100 [2.54] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000050 
[0.001 27] nickel 

Reference Information: 

Applicable Specifications-page 5 

Cavity Identification-page 5 

Mateable Plugs: 
HDP-20-pages 26, 28, 30-31 & 34-35 
HDF-20-page 42 
HDJ-20-pages 44, 46 & 47 
HDE-20-page 50 

Pc Board Mounting-page 65 

Mating/Panel Mounting-page 66 

Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 69 
Mating Hardware-pages 87 thru 89, 

92 &93 

Keying Plug-page 95 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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25 


HDP-20 All-Plastic Connectors 
with .026 [0.66] Dia. Right-Angle Posted Contacts 
478 Mount (for Pc Board Mounting) 


Plug Assemblies 


With 4-40 Threaded Inserts 


With 4-40 Fixed Female 
Screwlocks 


Material and Finish: 
Housing-Black Thermoplastic, 
94V-0 Rated 


Threaded Inserts—Brass; unplated 


Female Screwlocks-Brass; Nickel 

plated 

Pin Contacts (Posted)-Brass; duplex 

plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min., 
.000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
150 [3.81] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000050 
[0.00127] nickel 

Reference Information: 

Applicable Specifications-page 5 

Cavity Identification-page 5 

Mateable Receptacles: 

HDP-20-pages 25, 27, 29, 32-33 & 
36 thru 39 

HDF-20-page 43 

HDJ-20-page 44 

HDE-20-page 51 

Pc Board Mounting-page 65 

Mating/Panel Mounting-page 66 

Accessories: 

Connector Savers-page 67 

Plug/Receptacle Adapters-page 69 

Mating Hardware-pages 87 thru 89, 
92 & 93 

Commoning Strip—page 95 


26 


9, 15, 25 and 37 Positions 


<-—__ A——__» 
4 
| 97Tve->) f+ 


125 


[3 18) Dia 


(2 Holes, Standard) 


ry 
452=-015 ’ 112 Typ 
(11.48=0:8] _ (2.84) 'Y' 
1 | : 
[8 36] BY, 738] 
.247 
+ (6.27) 
026 Mating Face 
[0.66] Dia. Post | 
A .230 
(5.84) | 
A 
: ATR © 018 
cs Sore 
[ seed (Mount) 
y 
\ | 1 2 - 
[2.84=028] 
He. o Plug Assembly Part No. 
Dimensions Contact With ; = 
Renal r ; = ; Finish Standard With With Fixed 
(Shel Size (Plating Code) Mounting Threaded Female 
Holes Inserts Screwlocks 
9 666 276 (984 1.213 A 745828-2 745877-2 745878-2 
(1) 16.92 7.01 24.99 30.81 B 745828-1 745877-1 745878-1 
15 994 278 1.312 1.541 A 747729-2 747730-2 747731-2 
(2) 25.25 7.06 33.32 39.14 B 747729-1 747730-1 747731-1 
25 1.534 274 1.852 2.088 A 745128-2 745401-2 745402-2 _ 
: (3) 38.96 6.96 47.04 53.04 B 745128-1 745401-1 745402-1 
37 2.182 272 2.500 2.729 A_ 747732-2 747733-2 747734-2 
(4) 55.42 6.91 63.5 69.32 B 747732-1 747733-1 747734-1 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 


4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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Receptacle Assemblies 


With 4-40 Threaded Inserts 


With 4-40 Fixed Female 
Screwlocks 


Material and Finish: 
Housing-Black Thermoplastic, 
94V-0 Rated 


Threaded Inserts—Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


Socket Contacts (Posted)-Phosphor 

Bronze; duplex plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min., 
.000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
100 [2.54] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000050 
[0.001 27] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
HDP-20-pages 26, 28, 30-31 & 34-35 
HDF-20-page 42 
HDJ-20-pages 44, 46 & 47 
HDE-20-page 50 
Pc Board Mounting-page 65 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers—page 67 
Plug/Receptacle Adapters-page 69 
Mating Hardware-pages 87 thru 89, 
92 &93 
Keying Plug—-page 95 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 
millimetres. 


9, 15, 25 and 37 Positions 


125 
[3.18] Dia 
(2 Holes, Standard) 


452 +015 
(11.48+038] 


026 
[0.66] Dia, Post hs 
aed 
547 | - 478 
(13.89] {8 900-015 {12.14 
522 ¥ (22. 86+038] (Mount 
[13.26] Y 
ys 
Y 1112 *-015 | 
[2.84*0%9) Le 28 ret 
062 a ~ [3.18] 
(1.57) R. (Typ.) 
seal Receptacle Assembly Part No. 
. La 
imensi Contact . oe 
Contact Dinensions Finish Pk with With Fixed 
Positions A B c 0 (Plating Code) Mountin Threaded Female 
(Shell Size) — Inserts Screwlocks 
9 643 276 984 1.213 A 745330-2 745391-2 745400-2 _ 
(1) 16.33 7.01 24.99 30.81 B 745330-1 745391-1 745400-1 
15 971 278 1.312 1.541 A 745387-2 745390-2 745399-2 _ 
(2) 24.66 7.06 33.32 39.14 B 745387-1 745390-1 745399-1 
25 1.514 274 1.852 2.088 A 745085-2 745389-2 745398-2 
(3) 38.38 6.96 47.04 53.04 B 745085-1 745389-1 745398-1 
37 2.159 272 2.500 2.729 A 747726-2 747727-2 747728-2 
(4) 54.84 6.91 63.5 69.32 B 747726-1 747727-1 747728-1 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pc board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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HDP-20 All-Plastic Connectors 
with .026 [0.66] Dia. Right-Angle Posted Contacts 
590 Mount (for Pc Board Mounting) 


Plug Assemblies 


With 4-40 Threaded Inserts 


With 4-40 Fixed Female 
Screwlocks 


Material and Finish: 
Housing-Black Thermoplastic, 
94V-0 Rated 


Threaded Inserts-Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


Pin Contacts (Posted)-Brass; duplex 

plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. 
.000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel. 

B-Gold flash on mating end for length of 
.150 [3.81] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000050 
[0.001 27] nickel. 

Reference Information: 

Applicable Specifications-page 5 

Cavity Identification-page 5 

Mateable Receptacles: 

HDP-20-pages 25, 27, 29, 32-33 & 
36 thru 39 

HDF-20-page 43 

HDJ-20-page 44 

HDE-20-page 51 

Pc Board Mounting-page 65 

Mating/Panel Mounting-page 66 

Accessories: 

Connector Savers—page 67 

Plug/Receptacle Adapters-page 69 

Mating Hardware-pages 87 thru 89, 
92 &93 

Commoning Strip-page 95 


28 


9, 15, 25 and 37 Positions 


-120 
- (3.05) Dia 
(2 Holes. Standard) 


.247 
[6.27] 
Eo Dia. Post ‘@ | 
.230 
(5.84) 
aoe ae = 
.315 
| (8) 590 =-015 -968 = -°'s 
530 1 [14.99 +038] (24.59 +038) 
{13.46] (Mount) 
— y 
125 
(3.18) Pia t 
(2 Holes) asa | 425 
=e) (3 18] Ref 
No of ___ Plug Assembly Part No. _ 
Contact Dimensions Contact With : nies 
Positions rl , c ; Finish Standard thn : = omg 
Shell Si (Plating Code) Mounting reat mate 
(Shell Size) Inserts Screwlocks 
Holes 
9 666 276 984 4.213 _ A 747467-2——747467-4 —747467-6 
7 (1) 16.92, 7.01 24.99 30.81 Bs 747467-1 ‘747467-3 _747467-5 
15 994 .278 1.312 1.541 _ A 747468-2 747468-4747468-6 
- (2) 25.25 7.06 33.32 39.14 Bs747468-1 ——-747468-3 747468-5 _ 
25 1.534 274 1.852 2.088 A T47469-2_-747469-4 747 469-6 
__—«&) __38.96 __ 6.96 47.04 53.04 B 7474691 747469-3747469-5 
37 2.182 .272 2.500 2.729 A 747 470-2 PSTATO4A. __ TATATOS 
(4) 55.42 6.91 63.5 69.32 B 747470-1 747470-3 747470-5 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pe board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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Receptacle Assemblies 


With 4-40 Fixed Female 
Screwlocks 


Material and Finish: 
Housing-Black Thermoplastic, 
94V-0 Rated 


Threaded Inserts-Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


Socket Contacts (Posted)—Phosphor 
Bronze; duplex plated as follows: 
A-.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min. 
.000 100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel. 
B-Gold flash on mating end for length of 
100 [2.54] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000050 
[0.001 27] nickel. 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
HDP-20-pages 26, 28, 30-31 & 34-35 
HDF-20-page 42 
HDJ-20-pages 44, 46 & 47 
HDE-20-page 50 
Pc Board Mounting-page 65 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 69 
Mating Hardware—pages 87 thru 89, 
92&93 
Keying Plug-page 95 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


millimetres. 
9, 15, 25 and 37 Positions 

.120 

311 : (3.05) Dia. 

(7.9] (2 Holes, Standard) 

A525 2015 
{1 1 48 + 0.38) | 
ee 
(2.84) TYP 

«015 
38) 


/ 
026 Dia. Post 


[0.66] : 
1] 
‘er 590 
. +.015 
Fe [14.99*9%8] er necoen, 
[13,46] (Mount 
| 
Dia 113=-015 — 
[3.18] +038 
(2 Holes) [2ganen 
nad Receptacle Assembly Part No. 
0. 0 se ee : 
ntact Dimensions Contact With : ies 
relees A B c D Finish Standard Pt d "= e % 
. (Plating Code) Mounting reade emale 
(Shell Size) Holes Inserts Screwlocks 
9 643 276 984 1.213 A 747459-2 747459-4 747459-6 
(1) 16.33 7.01 24.99 30.81 B 747459-1 747459-3 747459-5 
15 971 278 4.312 4.541 A 747460-2 747460-4 747460-6 
(2) 24.66 7.06 33.32 39.14 B 747460-1 747460-3 747460-5 
25 1.514 274 1.852 2.088 A 747461-2 747461-4 747461-6 
(3) 38.38 6.96 47.04 53.04 B 747461-1 747461-3 747461-5 
37 2.159 272 2.500 2.729 A 747462-2 747462-4 747 462-6 
(4) 54.84 6.91 63.5 69.32 B 747462-1 747462-3 747462-5 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. For pe board hole pattern specifications, see page 65. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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HDP-20 All-Plastic Connectors 
with .040 [1.02] Dia. Straight Posted Contacts 
(for Pc Board Mounting) On 


t AMP 


Plug Assemblies 9, 15, 25 and 37 Positions 


ae 


120 
13.08) D8 
(2 Holes, Standard) 


(2.84) TYP 
—— D Max 
With Integral Standoff 
.230 006 
<— Mating Face (5.8420"5] 


£0.25] 


*Post Length (E) equals 
125 [3.18] 
-170 [4.32] 
-250 [6.35] 


Without Integral Standoff 


Es 


With Integral Standoff and 4-40 
Threaded Inserts (See page 31 
for typical application.) 


50 Positions 


With Integral Standoff and 4-40 
Fixed Female Screwlocks (See 
Page 31 for typical applications.) 


s—_Mating Face 


| am 


Material and Finish: 
Housing—Black Thermoplastic, 
94V-0 Rated 


Threaded Inserts—Brass; unplated Fr 

Female Screwlocks-Brass; Nickel | 

plated 080=-010 

Pin Contacts (Posted)-Brass; plated as [2.03025] 

follows: 

A-Gold flash over .000050 [0.00127] «Post L h(E | 
nickel on entire contact, with ane eis (E) equals 
additional .000030 [0.00076] gold on "170 [4.32] 

-250 [6.35] 


mating end for length of .150 
[3.81] min. 

B-Gold flash over .000030 [0.00076] 
nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Receptacles: 
HDP-20-pages 25, 27, 29, 32-33 & 
36 thru 39 
HDF-20-page 43 
HDJ-20-page 44 
HDE-20-page 51 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters—page 69 
Mating Hardware-pages 87 thru 89, 
92 &93 
Commoning Strip—page 95 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. For pc board hole pattern specifications, see page 64. 
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DUPLEX PLATING 
| nating er 
termir 


3. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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AVAILABLE 


{ 
ation € 
ncorporat 


were) 


(Post Length)* 


.040 
[1.02] Dia. Post 


-230*-006 
[5.84 +015] 


—# 


a i 


080+ -0'9 
(2.03 +025] 


Without Integral Standoff 


ee 2 040 dia. Post 


(Post Length) [1.021 


.230~ 008 
(5.84+015) 


says 
—- 


.080* 010 
(2.03+025] 


Without Integral Standoff 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 
thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 


DUPLEX PLATING AVAILABLE: 


Gold on mating end 
tin on termination end 
Consult AMP Incorporated 


Application of connector with Integral Standoff 
and standard mounting holes using Long Female 


, Long Female 
4 Screwlock 
(1 Kit Req'd.) 


Panel 
~ (Optional) 


Pc Board 


Screwlock Kit No. 207719-1 (page 87). 


Application of connector with Integral Standoff 
and 4-40 Threaded Inserts using Short Female 


~ Screwlock 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 


millimetres. 


Application of connector without Integral Standoff 


for Customer's special mounting conditions. 


Short Female 


Pc Board 


Screwlocks included in Kit No. 207952-2 
(page 87). 


is 


Screw 


4-40 Fixed 
Female 
Screwlock 


Application of connector with Integral Standoff and 
4-40 Fixed Female Screwlocks. (See chart below.) 


Plug Assembly _ Plug Assembly Part No. (with Integral Standoff) 


No. of es , 
Contact = _— tha ted With With Fixed 
Positions =A B c D Pan lene Standard Threaded Female 
(Shell Size) omen Hs a name Inserts Screwlocks 
andott) Holes 

125 208003-6 _207663-4 745041-4 —_745061-4 
170 A 208003-8 207663-6 745041-6 —745061-6 

9 661 .276 .984 1.228 _-250 : 1-208003-0 2076638 745041-8 —_745061-8 
(1) 16.79 7.01 2499 31.19 425 208003-5 _ 207663-3_745041-3 _745061-3 
170 B 208003-7_ _207663-5 —_745041-5 —_745061-5 

250 208003-9 207663-7_ _745041-7 _745061-7 

: 125 208065-4 207325-4 —745042-4 —_745062-4 

170 A 208065-6 207325-6 745042-6 —745062-6 

15 .989 278 1.312 1.556 __-250 = 208065-8 207325-8 745042-8 745062-8 
(2) 25.12 7.06 33.32 39.52 125 208065-3_ 207325-3 —745042-3. —_745062-3 
170 B 208065-5 _207325-5 745042-5 —_745062-5 

250 208065-7 _207325-7_—745042-7_ —-745062-7 

125 207879-6 _207089-6 _745016-6 —745063-6 

170 A 207879-8 207089-8 7450168 —745063-8 

25 1.529 .274 1.852 2.103 _-250 7 1-207879-0 1-207089-0 1-745016-0 1-745063-0 
(3) 38.84 696 47.04 53.42 125 207879-5 _207089-5 —745016-5 —_745063-5. 
170 B 207879-7 _207089-7__745016-7__—-745063-7 

250 207879-9 207089-9 745016-9 _745063-9 
125 208005-6 _207329-4 _745044-4 —_745064-4 

170 A 208005-8 _207329-6 —745044-6 —_745064-6 
37 24177 .272 2.500 2.744 _-250 7 1-208005-0 2073298 + —745044-8 ~—745064-8. 
(4) 55.3 6.91 635 697 125 208005-5 —_207329-3 —745044-3 —_745064-3 
170 B __208005-7 _ 207329-5 _745044-5 —_745064-5 

: 250 208005-9 _207329-7 _745044-7_—-745064-7 
125 208067-4 _207667-4 —745045-4 —_745065-4 

170 A 208067-6 207667-6 745045-6 —745065-6 

50 2.074 .333 2.406 2.650 _-250 208067-8 207667-8 745045-8 —745065-8 
(5) 52.68 846 61.11 67.31 125 208067-3  _207667-3 745045-3 _745065-3 
170 B 208067-5 _207667-5 —745045-5 _745065-5 

250 208067-7 _207667-7 _745045-7 _745065-7 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 
thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. Unshaded parts in illustrations above are not included with these connectors. They are to be supplied by the Customer or, 

where applicable, purchased separately from AMP using the part nos. specified. 

3. It is recommended that these connectors be secured with appropriate hardware to a pc board and/or panel. 

4. For pc board hole pattern specifications, see page 64. 


5. Male screw retainers (page 86) are used as mating hardware with 4-40 female screwlocks. 
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HDP-20 All-Plastic Connectors 


with .040 [1.02] Dia. Straight Posted Contacts 


(for Pc Board Mounting) 


Receptacle Assemblies 


XY, 


With Integral Standoff 


Without Integral Standoff 


i 


With Integral Standoff and 4-40 
Threaded Inserts (See page 33 
for typical application.) 


With Integral Standoff and 4-40 
Fixed Female Screwlocks (See 
page 33 for typical applications.) 


Material and Finish: 
Housing-Black Thermoplastic, 
94V-0 Rated 

Threaded Inserts-Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


Socket Contacts (Posted)-Phosphor 

Bronze; plated as follows: 

A-Gold flash over .000050 [0.00127] 
nickel on entire contact, with addition- 
al .000030 [0.00076] gold on mating 
end for length of .100 [2.54] min. 

B-Gold flash over .000030 [0.00076] 
nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
HDP-20-pages 26, 28, 30-31 & 34-35 
HDF-20-page 42 
HDJ-20-pages 44, 46 & 47 
HDE-20-page 50 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers—page 67 
Plug/Receptacle Adapters-page 69 
Mating Hardware-pages 87 thru 89, 
92 & 93 
Keying Plug-page 95 
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DUPLEX PLATING AVAILABLE 


1a 


9, 15, 25 and 37 Positions 


-120 
/~ (3.05) D8 
‘(2 Holes, Standard) 


{12.42} 
iy 
E Ref <2 
(Post Ces iten Dia. Post 
243 
[6.17] 
= 
080-019 


[2.03 +0-25] 


Without Integral Standoff 


*Post Length (E) equals 
-125 [3.18] 
-170 [4.32] 
-250 [6.35] 


50 Positions 


486 
[12.35] 


Max 


E Ref Lf 
(Post Length)* =) Dia. Post 
243 
Mating Face 243 
[6.17] 
(6.17] 
f ——- 
- rad ei | 
= 4 
.080=.210 080° °° 
= [2.034925] [2:03 +925} 


Without Integral Standoff 
*Post Length (E) equals 
-125 [3.18] 
-170 [4.32] 
.250 [6.35] 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 
thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. For pc board hole pattern specifications, see page 64. 
3. Male screw retainers (page 86) are used as mating hardware with 4-40 female screwlocks. 
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Dimensioning: 


DUPLEX PLATING AVAILABLE: All dimensions in inches and millimetres. 
Gold on mating end : Values in brackets are metric equivalents. 
tin on termination end Chart contains dimensions in inches over 
millimetres. 


Consult AMP Incorporated 


Long Female 
‘Screwlock 
(1 Kit Req'd.) 


Panel 
(Optional) 


Pc Board 


Hex Nut 


Application of connector with Integral Standoff 
and standard mounting holes using Long Female | Application of connector without Integral Standoff 
Screwlock Kit No. 207719-1 (page 87). for Customer's special mounting conditions. 


Short Female 
_-Screwlock 4-40 Fixed 


es Female 
_— (2 Req'd.) Screwlock 


Insert 
~~Pc Board 


+—— Pc Board 


Application of connector with Integral Standoff 
and 4-40 Threaded Inserts using Short Female 


Screwlocks included in Kit No. 207952-2 Application of connector with Integral Standoff and 
(page 87). 4-40 Fixed Female Screwlocks. (See chart below.) 

Receptacle Receptacle Assembly Part No. 

iia ot en rn ae (with Iegrl Stand) 
Positions A B C D E* (Pag Cod _ Part No. With Standard With With Fixed 
{Shell Size} 9 Code) = Integral — Mounting Threaded Female 
andoff) Holes Inserts Screwlocks 
125 208002-6 207665-4 745046-4 745066-4 
170 A 208002-8  207665-6 745046-6 745066-6 
9 648  .276 .984 1.228 _-250 1-208002-0  207665-8  745046-8 745066-8 
(1) 16.46 7.01 2499 31.19 1425 208002-5 _—-207665-3_ ——745046-3_ —_745066-3 
170 B 208002-7 _207665-5 ~—745046-5 ~—745066-5 
.250 208002-9  207665-7 745046-7 745066-7 
125 208066-4  207323-4 745047-4 745067-4 
170 A 208066-6  207323-6 745047-6 745067-6 
15 976 .278 1.312 1.556 _-250 208066-8  207323-8 745047-8 745067-8 
(2) 24.8 7.06 33.32 39.52 125 208066-3  207323-3. _745047-3. —_745067-3 
170 B 208066-5  207323-5  745047-5 ~—745067-5 
.250 208066-7 207323-7  745047-7 745067-7 
125 207878-6  207090-6 745017-6 745068-6 
170 A 207878-8  207090-8 745017-8 745068-8 
25 1.516 .274 1.852 2.103 __-250 1-207878-0 1-207090-0 1-745017-0 1-745068-0 
(3) 38.51 696 47.04 5342 125 207878-5 207090-5 ~—745017-5 ~—_745068-5 
170 B 207878-7_ 207090-7 745017-7_ —_745068-7 
.250 207878-9  207090-9 745017-9 745068-9 
125 208004-6  207327-4 745049-4 745069-4 
170 A 208004-8  207327-6 745049-6 745069-6 
37 2.164 .272 2.500 2.744 _-250 1-208004-0  207327-8 745049-8 745069-8 
(4) 54.97 691 63.5 69.7 125 208004-5 —207327-3 —745049-3_ —_745069-3 
170 B 208004-7. 207327-5 ~745049-5 745069-5 
.250 208004-9  207327-7 745049-7  —745069-7 
125 208068-4  207669-4 745050-4 745070-4 
170 A 208068-6  207669-6 745050-6 745070-6 
50 2.069 .333 2.406 2.650 _-250 208068-8 207669-8 745050-8 745070-8 
(5) 5255 846 61.11 67.31 125 208068-3. _207669-3_ _745050-3_ —_745070-3 
170 B 208068-5  207669-5 745050-5 —745070-5 
.250 208068-7 207669-7 745050-7_ —745070-7 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 
thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. Unshaded parts in illustrations above are not included with these connectors. They are to be supplied by the Customer or, 
where applicable, purchased separately from AMP using the part nos. specified. 
3. It is recommended that these connectors be secured with appropriate hardware to a pc board and/or panel. 
4. For pc board hole pattern specifications, see page 64. 
5. Male screw retainers (page 86) are used as mating hardware with 4-40 female screwlocks. 
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HDP-20 All-Plastic Connectors 
with .026 [0.66] Dia. Straight Posted Contacts 


DUPLEX PLATING AVAILABLE 


(for Pc Board Mounting) 


Plug Assemblies 


® 


With Integral Standoff 


.’ 


Without Integral Standoff 


e 


With Integral Standoff and 4-40 
Threaded Inserts (See page 35 
for typical application.) 


UL 


With Integral Standoff and 4-40 
Fixed Female Screwlocks (See 
page 35 for typical applications.) 


Material and Finish: 
Housing-Black Thermoplastic, 
94V-0 Rated 


Threaded Inserts—Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


Pin Contacts (Posted)-Brass; plated as 

follows: 

A-Gold flash over .000050 [0.00127] 
nickel on entire contact, with addition- 
al .000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. 

B-Gold flash over .000030 [0.00076] 
nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Receptacles: 
HDP-20-pages 25, 27, 29, 32-33 
& 36 thru 39 
HDF-20-page 43 
HDJ-20-page 44 
HDE-20-page 51 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters—page 69 
Mating Hardware-pages 87 thru 89, 
92 &93 
Commoning Strip-page 95 
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9, 15, 25 and 37 Positions 


(2 Holes, Standard) 


ier) ne loos Ad ' ee 
® 486 
Max (12.35) 


eal. 
‘Bie Sipe Be 
- Tl 
‘ E Ref y 026 
(Post Length)* + [0.66] Dla. Post 
: .230 = -006 
Mating Face rei oe 280 3 
i 
a 
f FE 
— .080=-9'° .080- -0'° 
[2.03=°?5] (2.03 


*Post Length (E) equals 
-125 [3.18] 
170 (4.32) 
-250 [6.35] 


Without Integral Standoff 


50 Positions 


: Typ 
1 =— [2.84] 
sr ad 486 
[13.39] dian 2 [12.35] 
Max < Rar 
- 112 rie 
f = [2.84] TYP 
E Ref / 
ras D Max ~ aa Dia (Post Length)* ee Dia. Post 
(2 Holes, Standard) 
«230*-008 
<—— Mating Face £04 230 * 006 
ating [5.84 ] Zan 
+ .010 .080 +010 
as [2.03 +925) 


*Post Length (E) equals Without Integral Standoff 
-125 [3.18] 
.170 [4.32] 


.250 [6.35] 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 
thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. For pc board hole pattern specifications, see page 64. 
3. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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DUPLEX PLATING AVAILABLE: 


Gold on mating end 
tin on termination end 
Consult AMP Incorporated 


Hex Nut 


Application of connector with Integral Standoff 
and standard mounting holes using Long Female 


Long Female 


/ Screwlock 


(1 Kit Req'd.) 


(Optional) 


Pc Board 


Washer 


Screwlock Kit No. 207719-1 (page 87). 


Application of connector with Integral Standoff 
and 4-40 Threaded Inserts using Short Female 
Screwlocks included in Kit No. 207952-2 


Short Female 
Screwlock 


Threaded 
Insert 


Pc Board 


(page 87). 


Dimensioning: 


All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 
Chart contains dimensions in inches over 


millimetres. 


Application of connector without Integral Standoff 
for Customer's special mounting conditions. 


Screw 


4-40 Fixed 
Female 
Screwlock 


Pc Board 


Washer 


Application of connector with Integral Standoff and 
4-40 Fixed Female Screwlocks. (See chart below.) 


Plug Assembly _ Plug Assembly Part No. (with Integral Standoff) 


No. of 

Contact Romebes — (wes: lar with With Fixed 
Positions A B C D Et (Plating Cod Standard Threaded Female 
(Shell Siz) Code) gitegrel, —--Mauntiog serfs ———Serewck 
andotf) Holes serts crewlocks 
125 208084-2  208006-2 745051-2 745071-2 
170 A 208084-4  208006-4 745051-4 745071-4 
9 661 .276 984 1.228 _.250 208084-6  208006-6 745051-6 745071-6 
(1) 16.79 7.01 2499 31.19 125 208084-1 208006-1 —745051-1_——-745071-1 
170 B 208084-3  208006-3  745051-3  745071-3 
.250 208084-5  208006-5 745051-5 745071-5 
125 208085-2  208007-2 745052-2  745072-2 
170 A 208085-4 208007-4 745052-4  —745072-4 
15 989 278 1.312 1.556 _-250 208085-6  208007-6 745052-6 745072-6 
(2) 25.12 7.06 33.32 39.52 125 208085-1 _ 208007-1 _745052-1_ —_745072-1 
170 B 208085-3  208007-3 _745052-3 _745072-3 
.250 208085-5  208007-5 745052-5 745072-5 
125 208086-2  208008-2 745053-2 745073-2 
170 A 208086-4  208008-4 745053-4 —745073-4 
25 1.529 .274 1.852 2.103 _-250 208086-6 2080086 745053-6 745073-6 
(3) 38.84 696 47.04 5342 125 208086-1  208008-1 745053-1_ _745073-1 
170 B 208086-3  208008-3 745053-3  745073-3 
.250 208086-5  208008-5 745053-5  —745073-5 
125 208087-2  208009-2 745054-2 745074-2 
170 A 208087-4 208009-4 745054-4 —_745074-4 
37 2.177 272 2.500 2.744 .250 208087-6 208009-6 745054-6 745074-6 
(4) 55.3 6.91 63.5 697 125 208087-1 208009-1 —745054-1_ —_745074-1 
170 B 208087-3  208009-3 745054-3 745074-3 
.250 208087-5 2080095 —745054-5 ~—745074-5 
125 208088-2  208010-2 745055-2 745075-2 
170 A 208088-4  208010-4 745055-4 745075-4 
50 2.074 .333 2.406 2.650 _-250 208088-6  208010-6 745055-6 745075-6 
(5) 52.68 846 61.11 67.31 125 208088-1 _208010-1_ —745055-1 ~~ 745075-1 
170 B 208088-3  208010-3  745055-3 _745075-3 
.250 208088-5  208010-5 745055-5  —745075-5 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 


thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 


Notes: 1. All plug assemblies are preloaded with size 20 DF posted pin contacts. 
2. Unshaded parts in illustrations above are not included with these connectors. They are to be supplied by the Customer or, 

where applicable, purchased separately from AMP using the part nos. specified. 

3. It is recommended that these connectors be secured with appropriate hardware to a pc board and/or panel. 


4. For pc board hole pattern specifications, see page 64. 


5. Male screw retainers (page 86) are used as mating hardware with 4-40 female screwlocks. 
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HDP-20 All-Plastic Connectors 
(for Pc Board Mounting) 


Receptacle Assemblies 


With Integral Standoff 


DUPLEX PLATING AVAILABLE: 


with .026 [0.66] Dia. Straight Posted Contacts Gold on mating end 
tin on termination end 
Consult AMP Incorporated 
9, 15, 25 and 37 Positions 
120 
~ A Max (3.05) Dia 
-109 (2 Holes, Standard) 
hee oo 
A420 344 489 
[10.67] (7.9) 4 dso 
Max ax 
112 ¢ 
(2.84) "YP | 
E Ref 026 
D Max (Post Length)* (0.66) Pla. Post 

243 
(6.17] 
=f 
.080*-279 
[2.03=9#5] 


Without Integral Standoff 


With Integral Standoff and 4-40 
Threaded Inserts (See page 37 
for typical application.) 


With Integral Standoff and 4-40 
Fixed Female Screwlocks (See 
page 37 for typical applications.) 


Material and Finish: 
Housing-Black Thermoplastic, 
94V-0 Rated 


Threaded Inserts-Brass; unplated 


Female Screwlocks-Brass; Nickel 
plated 


Socket Contacts (Posted)-Phosphor 

Bronze; plated as follows: 

A-Gold flash over .000050 [0.00127 
nickel on entire contact, with addition- 
al .000030 [0.00076] gold on mating 
end for length of .100 [2.54] min. 

B-Gold flash over .000030 [0.00076] 
nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plugs: 
HDP-20-pages 26, 28, 30-31 & 34-35 
HDF-20-page 42 
HDJ-20-pages 44, 46 & 47 
HDE-20-page 50 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers—page 67 
Plug/Receptacle Adapters-page 69 
Mating Hardware-pages 87 thru 89, 
92 & 93 
Keying Plug-page 95 
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*Post Length (E) equals Without Integral Standoff 


-125 [3.18] 
-170 [4.32] 
-250 [6.35] 


50 Positions 


112 
[2.84] TYP 
— 
486 
(12.35) 
Max 


\ .112 

\ (2.84) TYP 
\ E Ref ) 
-120 (Post Length)* 
(3.05) Dia 
(2 Holes, Standard) 


Z. 026 
[0.66] Dia. Post 


.243 243 
<— Mating Face [6.17] (6.17] 


70. i 


ft 
aA 080+ -910 


080 * 010 [2.03*025} 
[2.03 +975] 
*Post Length (E) equals Without Integral Standoff 


-125 [3.18] 
-170 [4.32] 
-250 [6.35] 


*.125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 
thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 


Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 
2. For pc board hole pattern specifications, see page 64. 
3. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 
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DUPLEX PLATING AVAILABLE: 


Gold on mating end 
tin on termination end 
Consult AMP Incorporated 


Hex Nut 
Application of connector with Integral Standoff 

and standard mounting holes using Long Female 
Screwlock Kit No. 207719-1 (page 87). 


Long Female 
Screwlock 
(1 Kit Reqd.) 


Panel 
(Optional) 


Pc Board 


Washer 


Short Female 
Screwlock 
(2 Reqd.) 


-,—— Panel 


4-40 


— Threaded 


Insert 
Pc Board 


Application of connector with Integral Standoff 
and 4-40 Threaded Inserts using Short Female 
Screwlocks included in Kit No. 207952-2 

(page 87). 


Dimensioning: 
All dimensions in inches and millimetres, 
Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 
millimetres. 


Application of connector without Integral Standoff 
for Customer's special mounting conditions. 


ee 


4-40 Fixed 
Female 
Screwlock 


Pc Board 


| Washer 


Screw 


Application of connector with Integral Standoff and 
4-40 Fixed Female Screwlocks. (See chart below.) 


Receptacle Assembly Part No. 
ha at ease Contact ray (with Integral Standoff) 
Positions ; : 5 = mm i Part No. With Standard With With Fixed 
(Shell Size} 9 Code) gr Integral — Mounting Threaded Female 
andoff) Holes Inserts Screwlocks 
125 208079-4 207826-4 207841-4 —745076-4 
-170 A 208079-6 207826-6 207841-6 745076-6 
9 648 276 .984 1.228 .250 208079-8 207826-8 207841-8 745076-8 
(1) 16.46 7.01 24.99 31.19 125 208079-3 207826-3 207841-3 745076-3 
170 B 208079-5 207826-5 207841-5 745076-5 
.250 208079-7_ _207826-7_ ~—-207841-7_~—-745076-7 
125 208080-4 207827-4 745057-4 745077-4 
170 A 208080-6 207827-6 745057-6 745077-6 
15 976 .278 1.312 1.556 __-250 208080-8 __207827-8 745057-8 —745077-8 
(2) 248 7.06 33.32 39.52 125 208080-3._207827-3. —745057-3 ——745077-3 | 
170 B 208080-5 207827-5 745057-5 745077-5 
.250 208080-7_ _207827-7_ = 745057-7_~—-745077-7 
125 20808 1-4 207828-4 745058-4 745078-4 
170 A 208081-6 207828-6 745058-6 745078-6 
25 1.516 .274 1.852 2.103 __-250 208081-8 2078288 7450588 745078-8 
(3) 38.51 6.96 47.04 53.42 125 20808 1-3 207828-3 745058-3 745078-3 
170 B 20808 1-5 207828-5 745058-5 745078-5 
.250 20808 1-7 207828-7 745058-7 745078-7 
125 208082-4 207829-4 745059-4 745079-4 
170 A 208082-6 207829-6 745059-6 745079-6 
37 2.164 .272 2.500 2.744 __-250 2080828 _207829-8 745059-8 _745079-8 
(4) 54.97 6.91 63.5 69.7 125 __208082-3 207829-3 745059-3 745079-3 _ 
.170 B 208082-5 207829-5 745059-5 745079-5 
.250 208082-7 207829-7 745059-7 745079-7 
125 208083-4 207830-4 745060-4 745080-4 
170 A 208083-6 207830-6 745060-6 745080-6 
50 2.069 333 2.406 2.650 .250 208083-8 207830-8 745060-8 745080-8 
(5) 52.55 8.46 61.11 67.31 125 208083-3 207830-3 745060-3 745080-3 
170 B 208083-5 207830-5 745060-5 745080-5 
-250 208083-7 207830-7 745060-7 745080-7 


*125 [3.18] post length is for recommended pc board thickness of .062 [1.57]; .170 [4.32] post length is for recommended pc board 


thicknesses of .093 [2.36] and .125 [3.18]. .250 [6.35] post length is for special applications. 
Notes: 1. All receptacle assemblies are preloaded with size 20 DF posted socket contacts. 


2, Unshaded parts in illustrations above are not included with these connectors. They are to be supplied by the Customer or, 
where applicable, purchased separately from AMP using the part nos. specified. 
3. It is recommended that these connectors be secured with appropriate hardware to a pc board and/or panel. 
4. For pc board hole pattern specifications, see page 64. 
5, Male screw retainers (page 86) are used as mating hardware with 4-40 female screwlocks. 
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HDP-20 All-Plastic Connectors 
with Straight Posted ACTION PIN Contacts 
(for Pc Board Mounting) 


Receptacle Assemblies 9, 15, 25 and 37 Positions 
(Low, Medium and 
High Profile) 


mer: ) 028 
17.24] Deep x [0.71] Wide Slots 


(3.08) D8 
(2 Holes, Standard) 


109 
[2.77] 1YP 


C Max. 


With Integral Standoff and Mating Face 


4-40 Threaded Inserts 


Rt hea 
Yt 
U oe 
t 410 
208 +218 [10.41] 
With Integral Standoff and eon oe 
4-40 Fixed Female Screwlocks Pe 
Material and Finish: 
Housing-Black Thermoplastic, 
94V-0 Rated e 
Threaded Inserts-Brass; unplated 50 Positions 
Female Screwlocks-Brass; Nickel 
plated 
ACTION PIN Contacts-Copper Alloy; 
duplex plated as follows: .285 Dee 028 Wide Slots 
A-,000030 [0.00076] gold on mating prea] OOS foray sf aes te 
end, bright tin or bright tin-lead (2 Holes, Standard) 
on ACTION PIN post surface, with of. 
entire contact underplated .000050 PY i Typ 


[0.001 27] nickel. 

B-Gold flash on mating end, bright tin or 
bright tin-lead on ACTION PIN post 
surface, with entire contact under- 
plated .000050 [0.001 27] nickel 

Reference Information: 

Applicable Specifications-page 5 

Cavity Identification-page 5 

Mateable Plugs: 

HDP-20-pages 26, 28, 30-31 & 34-35 C Max 
HDF-20-page 42 
HDJ-20-pages 44, 46 & 47 
HDE-20-page 50 
Pc Board Mounting-page 64 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters—page 69 
Mating Hardware-pages 87 thru 89, 
92 &93 
Keying Plug-page 95 


Insertion/Extraction Tool 
No. 91261-1 (includes 
Insertion Tip No. 543133-1, 
Extraction Tip No. 126961-2) 
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Dimensioning: 


All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


millimetres. 
For .093 to .125 [2.36 to 3.18] Thick Pc Boards 
Neat Receptacle Assembly Part No. 
0, 
imensi Contact Seatin 
Contact — Profle ‘Finish hens With = With Fixed Tooling 
Shel Sz : , : (Plating Code} ieuntog Threaded Female Part No. 
( ) Holes Inserts Screwlocks 
.395 Low B 745335-1 745379-1 745454-1 
i003 91164-1 
Low A 745335-2  745379-2 745454-2 
9 648 .984 1.221. .479 _Medium B 7455111 7455161 745521-1 
(1) 16.46 2499 31.01 12.17 Medium A 745511-2 745516-2 745521-2 
695 High B 745450-1 745463-1 745455-1 
i766 2 91164-3 
High A 745450-2  745463-2 745455-2 
395 Low B 745336-1 745380-1  745456-1 
i003 91165-1 
15 976 1.312 1.546 Low A 745336-2  745380-2  745456-2 
(2) 24.79 33.32 39.27 695 High B 745451-1745464-1745457-1_ gy 196.3 
17.65 i i 
High A 745451-2  745464-2  745457-2 
395 Low B 208069-1745381-1 745458-1 gi 465. 
10.03 - 
Low A 208069-2 745381-2  745458-2 
25 1.514 1.852 2.095 .479 _Medium B 745513-1__745518-1 7455231, 
(3) 38.46 47.04 53.21 12.17 Medium A 745513-2 745518-2 745523-2 
695 High B 208089-1745465-1745031-1_ 94 494.4 
17.65 F 
High A 208089-2  745465-2  745031-2 
395 Low B 745337-1_745382-1745459-1 gi 466.4 
37 2.162 2.500 2.737 1203 Low A 745337-2 745382-2 745459-2 
(4) 54.92 63.5 69.52 (695 High B 745452-1 745466-1  —_745460-1 91166-3 
17.65 ~~ High A 745452-2 745466-2  745460-2 
395 Low B 745338-1745383-1 745461-1 og 467, 
50 2.067 2.406 2.643 10°99 Low A 745338-2 745383-2 _745461-2 
(5) 525 61.11 6713 695 High B 745453-1_745467-1_ 7454621 9, 467.4 
17.65 ; i 
High A 745453-2  745467-2 745462-2 
For .062 [1.57] Thick Pc Boards 
No of Receptacle Assembly Part No. 
Contact Dimensions Contact With Seating 
Peatlone: i ; c ; Profile Finish Standard With With icy Tooling 
(Shell Siz) (Pati Code) Mounting = Threaded — Part No. 
Holes inset rewlocks 
“395 Low B 745586-1 745601-1 745616-1 
i003 91164-1 
Low A 745586-2 745601-2 745616-2 
9 648 .984 1.221 .479 _Medium B 745691-1 745606-1 745621-1 5 
(1) 16.46 24.99 31.01 1217 Medium A 745591-2  745606-2 745621-2 
‘695 High B 745596-1 745611-1 745626-1 
1765 : 91164-3 
High A 745596-2 745611-2 745626-2 
.395 Low B 745587-1_ 745602-1_745617-1_ gi 4g. 
10.03 
15 976 1.312 1.546 Low A 745587-2 745602-2 745617-2 
(2) 24.79 3332 39.27 695 High B 745597-1745612-1 745627-1 94 465.5 
17.65 , 
High A 745597-2 745612-2 745627-2 
395 Low B 745588-1 745603-1 7456181 g4 493.4 
10.03 s 
Low A 745588-2  745603-2 745618-2 
25 1.514 1.852 2.095 .479 Medium B 745593-1_745608-1 745623-1 4, 
(3) 38.46 47.04 53.21 1217 Medium A 745593-2  745608-2 745623-2 
‘695 High B 745598-1 745613-1 745628-1 
i765 : 91163-3 
High A 745598-2 745613-2  745628-2 
.395 Low B 745589-1745604-1745619-1 gy 466.5 
10.03 : 
37 2162 2.500 2.737 Low A 745589-2  745604-2  745619-2 
(4) 5492 635 6952 695 High B 745599-1745614-1 74562919, 466.4 
17.65 F s 
High A 745599-2 745614-2 745629-2 
.395 Low B 745590-1_745605-1 7456201 4467.4 
10.03 : 
50 2.067 2.406 2.643 Low A 745590-2 745605-2 745620-2 
(5) 52.5 61.11 67.13 (695 High B 745600-1__745615-1_ 7456301 94 467.5 
17.65 " 
High A 745600-2 745615-2 745630-2 


Notes: 1. All receptacle assemblies are preloaded with straight posted ACTION PIN socket contacts. 

2. For pc board hole pattern specifications, see page 64. 

3. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 female screwlocks. 

| 4. Insertion/Extraction Tool No. 91261-1 is used to remove and install straight posted ACTION PIN socket contacts. Consult 
AMP Incorporated for replacement contact nos. 


AMP INCORPORATED, HARRISBURG, PA 17105 ¢ PHONE : 717-564-0100 TWX:510-657-4110 


39 


AMP-LATCH HDF-20 Low Profile Metal-Shell Connectors 
(for Round Conductor Flat Ribbon Cable) 


Plug Assemblies 9, 15, 25 and 37 Positions 
(with Grounding Indents) 


120 


- 13.05) D4 ar 
(2 Holes, Standard) “| i7 96] Ref. — 
(Unterminated) 
Housing 
Assembly aia 
ade 
(2.84) '¥P 


| 
L329 ost} | 


(8.36 
(Housing and Cover are 


Preassembled); 
Strain Relief—Not 
Shown—is Separate.) 


(Terminated) 


Mating Face Grounding 


Gs Indents 


With 4-40 Threaded Inserts 


Material and Finish: 
Front Shell-Steel; Tin plated 


Housing, Cover & Strain Relief-Black Strain Relief 
Thermoplastic, 94V-0 Rated 


Threaded Inserts—Brass; unplated 


Pin Contacts-Phosphor Bronze; Plug Assembly Part No. 7 
duplex plated .000030 [0.00076] gold on No. of Without Strain Relief With Strain Relief 
mating end, .000100-.000200 [0.00254- Contact Dimensions Strain Relief With With 4 
0.00508] bright tin or bright tin-lead on Positions rn B C D E F Part No. Standard With Steadari With 
termination end, with entire contact (Shell Size) Mounti Threaded Mounti Threaded 
underplated .000050 [0.00127] nickel Lah Inserts hie Inserts 
Holes Holes 
Reference Information: ae ae Se ee ee Le 
Applicable Specifications: e5 9 -666 -984 1.216 .400 .480 - z a z Ly -, 
Cavity Banklicsiion- pac — () i692 3499 3089 i016 i219 i928 7472754 7473064 7470434 747307-4 747308-4 
Application Tooling—pages 60-61 15 ‘994 1.312 1.541 -700 -780 1.087 3 K v R ss 
Mateable Receptacles: (2) 2525 3332 39.14 1778 1981 27.61 747275-3 747306-3 747043-3  747307-3 747308-3 
HDP-20-pages 7, 10-11, 13, 16-17, 25 1.534 1.852 2.090 1.200 1.280 1.623 = si ‘ 2 = 
19, 21,23 &24 (3) 38.96 47.04 53.09 30.48 32.51 41.22 747275-2 747306-2 747043-2 747307-2 747308-2 
HDF-20-page 41 37 2.183 2.500 2.732 1.800 1.880 2.275 
HDE-20-page 49 4) 5545 635 6030 4572 4775 5778 7472751 747306-1 747043-1 747307-1 747308-1 
Mating/Panel Mounting-page 66 ot | at eet ee Nw Teh a Te. ee CS 
Accessories: Notes: 1. All plug assemblies are supplied with housing assembly and cover preassembled (shown above). 
Connector Savers-page 67 2. Strain reliefs must be purchased separately; they are packaged unassembled. 
Plug/Receptacle Adapters-page 68 3. These plug assemblies terminate flat ribbon cable with conductors on .050 [1.27] centers and in sizes 30 AWG [0.05 mm’] 
Shielding Kits-pages 84-85 solid, 28 AWG [0.08-0.09 mm’ solid or stranded and 26 AWG [0.12-0.15 mm*] solid. 
Mating Hardware-pages 87 thru 89, 4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 threaded inserts. 
92 &93 
RFI Gaskets-page 94 
Commoning Strip-page 95 B — 
1025 *-007 - 
(0.64 +91] A 
.050 = 203 
[1:27 =0.08] 
— 4 
.035 + .903 
Blue @ i) @ i) ® @ ®@ [0.89 = °°) 
Edge = 
/ 
/ ‘ 
eAnadatoy Ribbon Cable 
No. 1 


A dimension tolerances are: +.010 [+0.25] for cable sizes 9 thru 34 positions, 
+.015 [+0.38] for cable sizes 36 thru 60 positions. 

B dimension tolerances are: +.024 [+0.61] for cable sizes 9 thru 34 positions, 
+.029 [+0.74] for cable sizes 36 thru 60 positions. 
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Receptacle Assemblies 


*, 


(Housing and Cover are 
Preassembled; Strain Relief 
is Separate.) 


With 4-40 Threaded Inserts 


Material and Finish: 
Front Shell-Steel; Tin plated 


Housing, Cover & Strain Relief—-Black 
Thermoplastic, 94V-0 Rated 


Threaded Inserts—Brass; unplated 


Socket Contacts—Phosphor Bronze; 
duplex plated .000030 [0.00076] gold on 
mating end, .000100-.000200 [0.00254- 
0.00508] bright tin or bright tin-lead or. 
termination end, with entire contact 
underplated .000050 [0.00127] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Application Tooling—pages 60-61 
Mateable Plugs: 
HDP-20-pages 6, 8-9, 12, 14-15, 
18, 20 & 22 
HDF-20-page 40 
HDE-20-page 48 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Shielding Kits-pages 84-85 
Mating Hardware-pages 87 thru 89, 
92 &93 
RFI Gaskets-page 94 
Keying Plug—page 95 


Dimensioning: 

All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 
Charts contain dimensions in inches over 
millimetres. 


9, 15, 25 and 37 Positions 


.120 
[3.05] Dia 
(2 Holes, Standard) 
-707 
Ref 
Housing [17.96] 
Assembly (Unterminated) 


— 
496 2018 
[12.6*038) 


©©O@D 


Cover 


ee 
[8.2 +038] 
(Terminated) 


Mating Face 


Strain Relief 
Receptacle Assembly Part No. 
No. of ; Without Strain Relief With Strain Relief 
Contact Dimensions Strain Relief With With 
Positions A B C 0 E F Part No. Standard With Standard with 
(Shell Size) Mounting —-TFeaded = gunting —-—=«=Theaded 
Holes Inserts Holes Inserts 
9 643 .984 1.216 .400 .480 .759 : : h 
() 4633 3499 3089 i046 i219 i908 7472754 747303-4 747052-4 747304-4 747305-4 
15 -971 1.312 1.541 .700 .780 1.087 5 ? ‘ 3 x 
(2 3466 3332 3914 17.78 i981 2761 472753 7473033 747052-3 747304-3 747305-3 
25 1.511 1.852 2.090 1.200 1.280 1.623 : Y s 2 : 
3) 3838 4704 6309 3048 3251 4122 7472752 747303-2 747052-2 747304-2 747305-2 
37 2.159 2.500 2.732 1.800 1.880 2.275 , z f " e 
ia) 6484 635 6039 4572 4775 57.78 7472751 747303-1 747052-1 747304-1 747305-1 


Notes: 1. All receptacle assemblies are supplied with housing assembly and cover preassembled (shown above). 
2. Strain reliefs must be purchased separately; they are packaged unassembled. 
3. These receptacle assemblies terminate flat ribbon cable with conductors on .050 [1.27] centers and in sizes 30 AWG 
[0.05 mm’] solid, 28 AWG [0.08-0.09 mm*] solid or stranded and 26 AWG [0.12-0.15 mm’ solid. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 threaded inserts. 


2025+ -007 
[0.64 =°'8] 


> 
—: s 


a} 


~ .035 +.003 
Blue e @ @ @ @,.9@,9@,.9 (0.89=008) 
Edge 
/ - 
Conductor Ribbon Cable 
No.1 


A dimension tolerances are: +.010 [+0.25] for cable sizes 9 thru 34 positions, 
+.015 [+0.38] for cable sizes 36 thru 60 positions. 
+.024 [+0.61] for cable sizes 9 thru 34 positions, 
+.029 [+0.74] for cable sizes 36 thru 60 positions. 


B dimension tolerances are: 
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AMP-LATCH HDF-20 Low Profile All-Plastic Connectors 
(for Round Conductor Flat Ribbon Cable) 


Plug Assemblies 


(Housing and Cover are 
Preassembled; Strain Relief-Not 
Shown—is Separate.) 


With 4-40 Threaded Inserts 


Material and Finish: 
Housing, Cover & Strain Relief-Black 
Thermoplastic, 94V-0 Rated 


Threaded Inserts-Brass; unplated 


Pin Contacts—Phosphor Bronze; 

duplex plated .000030 [0.00076] gold on 
mating end, .000100-.000200 [0.00254- 
0.00508] bright tin or bright tin-lead on 
termination end, w:th entire contact 
underplated .000050 [0.00127] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Application Tooling-pages 60-61 
Mateable Receptacles: 
HDP-20-pages 25, 27, 29, 32-33 & 
36 thru 39 
HDF-20-page 43 
HDJ-20-page 44 
HDE-20-page 51 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 69 
Mating Hardware-pages 87 thru 89, 
92&93 
Commoning Strip-page 95 
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9, 15, 25 and 37 Positions 


-120 
(3.05) Dia 
(2 Holes, Standard) 


707 
Housing 117.96) Ref 
t Assembly (Unterminated) 
496 = 015 


(12.6+9:38] 


\ 


(2.84) TYP 


bare 


Cover 


(8.46+°%8] 
(Terminated) 
411 
Mating Face tio My 
230 
{5 84) ! 
186 
7135*-010 
(3.43+025) (4-72) 
233 | 
[5.92] 
SF 
Strain Relief 
Plug Assembly Part No. 
No. of eee Without Strain Relief With Strain Relief 
Contact mensions Strain Relief With With 
Positions =A 8 C D E ae ee 
(Shell Size) Mounting carts Mounting nate 
Holes Holes 
9 666 .984 1.216 .400 .480  .759 
(1) 4692 2499 3089 i016 i219 i928 747275-4 747321-4 747053-4 7473224 747323-4 
15 994 1.312 1.541 .700 .780 1.087 
(2) 3525 3332 3014 i778 19.81 27.61 7472753 747321-3 747053-3 747322-3 747323-3 
25 1.534 1.852 2.090 1.200 1.280 1.623 
(3) 3896 4704 6309 3048 3251 41.22 7472752 747321-2 747053-2 747322-2 747323-2 
37 2.183 2.500 2.732 1.800 1.880 2.275 . : ’ . 7 
(4) 55.45 635 6039 4572 4775 87.78 747275-1 747321-1 747053-1 747322-1 747323-1 


Notes: 1. All plug assemblies are supplied with housing assembly and cover preassembled (shown above). 
2. Strain reliefs must be purchased separately; they are packaged unassembled. 


3. These plug assemblies terminate flat ribbon cable with conductors on .050 [1.27] centers and in sizes 30 AWG [0.05 mm*] 


solid, 28 AWG [0.08-0.09 mm’ solid or stranded and 26 AWG [0.12-0.15 mm’ solid. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 threaded inserts. 


025 *.007 
(0.64+°8] 


050 =-003 
(1.27 +0.08] 


| | 
ae: 
| 


@.9,9@ 


Blue 
Edge 


Ribbon Cable 


Conductor 
No. 1 


A dimension tolerances are: +.010 [+0.25] for cable sizes 9 thru 34 positions, 
+.015 [+0.38] for cable sizes 36 thru 60 positions. 

B dimension tolerances are: +.024 [+0.61] for cable sizes 9 thru 34 positions, 
+.029 [+0.74] for cable sizes 36 thru 60 positions. 
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Receptacle Assemblies 


(Housing and Cover are 
Preassembled; Strain Relief 
is Separate.) 


With 4-40 Threaded Inserts 


Material and Finish: 
Housing, Cover & Strain Relief—Black 
Thermoplastic, 94V-O Rated 


Threaded Inserts—Brass; unplated 


Socket Contacts—-Phosphor Bronze; 
duplex plated .000030 [0.00076] gold on 
mating end, .000100-.000200 [0.00254- 
0.00508] bright tin or bright tin-lead on 
termination end, with entire contact 
underplated .000050 [0.00127] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Application Tooling-pages 60-61 
Mateable Plugs: 
HDP-20-pages 26, 28, 30-31 & 34-35 
HDF-20-page 42 
HDJ-20-pages 44, 46 & 47 
HDE-20-page 50 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 69 
Mating Hardware-pages 87 thru 89, 
92 &93 
Keying Plug-page 95 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


millimetres. 
9, 15, 25 and 37 Positions 
— c (28); — 4 
- — B = 
120 
= A- - [3.05] Dla 
(2 Holes, Standard) 
707 
+— 117.96] Ref 
Housing | (Unterminated) 
Assembly 
Cover 
L .320 015 | 
[8.13 +098] — 
(Terminated) 
i1 
Mating Face ia aa] 
; 7 
j 
243 | | / 
(6.17) ty 
qags.0l0 186 
(3.4302, [4.72] 
Set 
233 
(5.92) 
| 
Strain Relief 
Receptacle Assembly Part No. 
No. of ee Without Strain Relief With Strain Relief 
Contact Dimensions Strain Relief With With wii 
Positions A B Cc 0 E F Part No. With it 
(Shell Size} Standard Threaded ©» Standard Threaded 
Mounting laseits Mounting Inserts 
Holes Holes 
Gy iS, 83 3248 80% «885 588 7472754 7473184 747051-4 747319-4 747320-4 
e see Re? TRL GSS «(eR ORSS! «zaveves 7avsies 7a70si-3 7473198 7478200 
25 1.511 1.852 2.090 1.200 1.280 1.623 747975.0 747318-2 747051-2 747319-2 747320-2 


(3) 38.38 47.04 53.09 3048 3251 41.22 


37 2.159 2.500 2.732 1.800 1.880 2.275 
(4) 54.84 635 69.39 45.72 47.75 57.78 


747275-1  747318-1 747051-1 747319-1 747320-1 


Notes: 1. All receptacle assemblies are supplied with housing assembly and cover preassembled (shown above). 
2. Strain reliefs must be purchased separately; they are packaged unassembled. 
3. These receptacle assemblies terminate flat ribbon cable with conductors on .050 [1.27] centers and in sizes 30 AWG 
[0.05 mm*] solid, 28 AWG [0.08-0.09 mm’] solid or stranded and 26 AWG [0.12-0.15 mm’] solid. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 threaded inserts. 


; 1 


-050 «+008 
[7.272993] 


Lt 
a 
73 


BA~A2ABA2 


PA F 
Ganducter Ribbon Cable 


No. 1 


A dimension tolerances are: +.010 [+0.25] for cable sizes 9 thru 34 positions, 
+.015 [+0.38] for cable sizes 36 thru 60 positions. 

B dimension tolerances are: +.024 [+0.61] for cable sizes 9 thru 34 positions, 
+.029 [+0.74] for cable sizes 36 thru 60 positions. 
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HDJ-20 All-Plastic Jacketed Cable Connectors 
(for Crimp Snap-In Contacts) 


Plug Housings 9 and 15 Positions 


~ B Max al 


(0:6: ea | 
A 
Y 412 | .324 
[2.84] - [8.23] 
A Typ Min 
Material: Black Thermoplastic, 
94V-2 Rated 
Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Contacts, 20 DF (Precision Formed)-— 
page 55 
Application Tooling (for 20 DF contacts)- 
page 59 ; 
Mateable Receptacles: ~ A Min. al No. of 
HDP-20-pages 25, 27, 29, 32-33 & Contact Dimensions Plug 
eas mit kh 
3 — Me Face Shell Size Z 
HDJ-20-page 44 (below) Mating race |. a 
HDE-20-page 51 : () ae gor 745032-1 
Mating/Panel Mounting-page 66 — : : 
Accessories: (Commoning Strip)— 15 .989 1.080 " 
page 95 (2) 25.12 27.43 745870-1 
.690 Max Note: These plug housings accept size 20 DF pin contacts 
[17.53] (tin plated), Part No. 1-66507-4 for 28-24 AWG 
[0.08-0.2 mm*] wire sizes and Part No. 1-66506-4 for 
24-20 AWG [0.2-0.6 mm’ wire sizes. For computer 
applications, AMP recommends the use of gold plated 
= pin contacts. (See pages 55 and 56.) 
Receptacle Housings 9 and 15 Positions 
Locking 
Wings 
(See chart.) 
.238 
(6.04) 
Min 
Material: Black Thermoplastic, 
94V-2 Rated 
Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Contacts, 20 DF (Precision Formed)- 
page 55 
Application Tooling (for 20 DF Contacts)- 
page 59 
Mateable Plugs: 
HDP-20-pages 26, 28, 30-31 & 34-35 
HDF-20-page 42 No, of ‘S Receptacle Part No. 
HDJ-20-page 44 (above), 46 & 47 Contact Dimension Without With 
HDE-20-page 50 Positions A Locking Locking 
Mating/Panel Mounting-page 66 Mating Face (Shell Size) Wings Wings 
Accessories: (Keying Plug)-page 95 ~~ =< et ceed a. 
(1) 16.31 207752-1 — 207752-3 
3 Bee = 745329-1 


Note: These receptacle housings accept size 20 DF socket 
contacts (tin plated), Part No. 1-66505-4 for 
28-24 AWG [0.08-0.2 mm*] wire sizes and Part No. 
1-66504-4 for 24-20 AWG [0.2-0.6 mm’] wire sizes. 
For computer applications, AMP recommends the use 
of gold plated socket contacts. 
(See pages 55 and 56.) 


Strain Relief (for 9 Position only) 
Material: Steel 

Part No. 61831-1 

(for .150 [3.81] Max. Ins. Dia.) 
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Standard Cord Guards 


Material: Black Thermoplastic, 
94V-2 Rated 


Squeeze-to-Release 
Cord Guards 


Material: Black Thermoplastic, 
94V-2 Rated 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


millimetres. 
9 and 15 Positions 
B (2033) 
(Inside Dia.) 
al m rea 
Ny +0 | 
= = east 
[9.75 =038] | 
i... 
(No. of | _Dimensions_—— Cond Guard 
Caneet A B Part No. 
Positions 
j .739 1234 
(9) 18.77 5.94 207753-1 
2 1.065 .300 


Plug Assembly 
(See page 46.) 


Standard 


— Cord Guard 
Strain Relief 


Part No. 61831-1 
(9 Position only, 
refer to page 44.) 
Receptacle Housing* 

(Refer to page 44.) 


*Standard Cord Guards also can be used on plug housings (page 44) 


Typical application of HDJ-20 Jacketed Cable Connector using Standard Cord Guard 


9 and 15 Positions 


(oire: O93) 
(Inside Dia.) 


Shell Size 


(No. of Dimensions Cord Guard 
Contact A B C Part No. 
Positions 
.200 
745002-3 
1 1.055) 620, 508 
(9) 26.8 15.75 265 FASODID 
2 1.360 .630 .300 
(15) 34.55 16 62  745328-1 


Plug Assembly 
(See page 47.) 


Squeeze-to-Release 
Cord Guard 
Strain Relief 
___ Part No. 61831-1 
(9 Position only, 
refer to page 44.) 


\_ Receptacle Housing* 
(Refer to page 44.) 


*Squeeze-to-Release Cord Guards also can be used on plug housings (page 44). 


Typical application of HDJ-20 Jacketed Cable Connector using Squeeze-to-Release Cord Guard 
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HDP-20 All-Plastic Plug Assemblies 
with Right-Angle Posted Contacts 
(for Pc Board Mounting with Panel Lock) 


Plug Assemblies 
(for Standard 
Cord Guards) 


Material and Finish: 
Housing-Black Thermoplastic, 
94V-2 Rated 


Pin Contacts (Posted)-Brass; duplex 

plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min., 
000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
.150 [3.81] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000050 
[0.001 27] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Receptacles: 
HDP-20-pages 25, 27, 29, 32-33 & 
36 thru 39 
HDF-20-page 43 
HDJ-20-page 44 
HDE-20-page 51 
Mating/Panel Mounting—page 66 
Accessories: (Commoning Strip)- 
page 95 
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9 Positions 


1.2132-0'5 
[30.81 =°38] 


112 
(2.84) TYP 
* 
410 
(10.41 
.329 
= {8.36} 
125 4 
(3 1g) Dia t 
(2 Holes) il 
.276*-015 ‘ 
18 Typ. 
(7.01 ] [2.74] ~~ .026 
a [0.66] Dia. Post 


15 Positions 


125 


.230 
(5.84) 
2755015 
[6.99938] 
590-015 
[14.9903] 


984 
(24.99])—*| .125 [322] Dia. | 
060 120 |. 3.05 


L952] (2 Holes) 
i r .120 
1 13.05] 


ome 
©2020 oe t 
® © ® Qe 1 
276 | 108.041 ari 
(7.01] [2.74] [1.04] ?'4 [2.84] 
(9 Holes) 


Recommended Pc Board Hole Pattern 
(Punch from Connector Side only) 


Dia .994 
[3.18] 
(2 Holes)  \ (2.84) TYP 
=f 7 
T 
410 =-018 
| [10.41 +038] 
{ 4 
324 
: | (8.22) Min 
.278*-0'5 109 . 
+038 Typ 
ali Jean) 1.312 |) (0728 Dia. Post 
1.541=.015 [33.32] 
a (39.14+038) 
| .656 125 [3.18 
116.66] (pes, |-420 | 308] O! 
140 __|| 120 (2 Holes) 
(3.56] [3.05] oe 
© i 
275 
[6.98] 
@ +//e—— ak 
7 
.278 : 044 
[7.06] wel, Dia 12 
109 _,| (1,04) [2.84] 
[2.77] r~ (15 Holes) 
Recommended Pc Board Hole Pattern | 
No. of 
Contact poe is i 
Positions ; rt No. 
(Shell Size} (Plating Code) | 
9 A 747109-3 
(1) B 747 109-2 
15 : A 745871-3 
(2) B 74587 1-2 


Note: These plug assemblies are preloaded with size 20 DF | 


posted pin contacts. 
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Plug Assemblies 
(for Squeeze-to-Release 
Cord Guards) 


Material and Finish: 
Housing & Post Spacer-Black Thermo- 
Plastic, 94V-2 Rated 


Pin Contacts (Posted)-Brass; plated as 

follows: 

A-Gold flash over .000050 [0.00127] 
nickel on entire contact, with addition- 
al .000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. 

B-Gold flash over .000030 [0.00076] 
nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Receptacles: 
HDP-20-pages 25, 27, 29, 32-33 & 
36 thru 39 
HDF-20-page 43 
HDJ-20-page 44 
HDE-20-page 51 
Mating/Panel Mounting—-page 66 
Accessories: (Commoning Strip)— 
page 95 


Dimensioning: 


DUPLEX PLATING AVAILABLE: All dimensions in inches and millimetres. 


101d oF 


t 


9 Positions 
1.228 
é 31.19] Max “| 
661 .324 
Pers Min. * Min 
120 pi, {16.79] [8.22] s Post Spacer 
[3.05] | i 
(2 Holes) Y i a0 la 
’ 125 
2ar ie 7) t aie aa 
vy e 
112 
Y (2.84) TYP UD UY ' 
.081 [2.06] 025 
ait y, | lat 5 77] 1YP [0.64] 54 Post 06 I< ge. 112+-018 
‘ Dia. | .278*-015 ‘ Min- + .015 [2.84 +038] 
[2.79] +0.38 5.74 275 
{7.06 mal [ ] [6.99 +938] 
\< -984 
[24.99] 
100 (3499) 
Mating Face. =| (2.54) ie . 
7 315 [12.5174 
[8] .060 
Y yee) es 248] 52 
140 4+) 420 | .120 13.05 : 
i aah (3 “ (2 Holes) 
1.023 i) 0 u 
[25 99] Max 275 [6.98] 
9000 —— 
Y O10.6 O1@- ——_—F- 4419 
ean ~ [2.84] 
(15.7] is pr ll 047 
108 == [1.19] Dia 
[2.74] (9 Holes) 
Recommended Pc Board Hole Pattern 
(Punch from Connector Side only) 
No. of 
Contact - Plug Assembly 
Positions Prpens Part No. 
(Shell Size) (Plating Code) 
9 A 745001-2 
(1) B 745001-3 


Note: These plug assemblies are preloaded with size 20 DF 
posted pin contacts. 
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Values in brackets are metric equivalents. 
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HDE-20 Metal-Shell Connectors 


Plug Assemblies 


9, 15, 25 and 37 Positions 


Material and Finish: 
Shell-Steel; Tin plated 


Insert-Black Thermoplastic, 94V-O0 Rated 


Pin Contacts—Phosphor Bronze; duplex 

plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min., 
000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
.150 [3.81] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000030 
[0.00076] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Contacts: 
Insulation Displacement Crimp 
(Replacement)-page 57 
Crimp Snap-In (Interchangeable)— 
page 57 
Application Tooling: 
for Crimp Snap-In Contacts-page 59 
for Insulation Displacement Crimp 
Contacts-pages 62-63 
Mateable Receptacles: 
HDP-20-pages 7, 10-11, 13, 16-17, 
19, 21,23 &24 
HDF-20-page 41 
HDE-20-page 49 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Cable Clamp Assemblies-pages 74, 
76 thru 78, 80 & 81 
Slide-On Back Covers-page 75 
Mating Hardware-pages 86 thru 89, 
92 &93 
RFI Gaskets-page 94 
Commoning Strip-page 95 
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Grounding 


Indents 


Contact 
Identification No 
(See chart.) 
Plug Assembly Part No. 

No. of er Contact Contact Contact Contact 
Contact Dimensions Finish Identification Identification —s 
(hl Sz : : : ; . Fe for ey AWG for ros AWG for er 
(0.05-0.15mm*) Wire (0.12-0.4mm*) Wire —(0.3-0.6mm’) Wire 

120 A 745492-1 745492-2 745492-3 

9 661 .984 1.213 .759 20° B 745492-4 745492-5 745492-6 
(1) 16.79 24.99 3081 19.28 454 A 745492-7 745492-8 745492-9 
3.84 B 1-745492-0 1-745492-1 1-745492-2 

120 A 745494-1 745494-2 745494-3 

46 es9 1.312 1.541 1.083 _2°° B 745494-4 745494-5 745494-6 
(2) 25.12 33.32 39.14 2751 454 A 745494-7 745494-8 745494-9 
3.84 B 1-745494-0 1-745494-1 1-745494-2 

120 A 745496-1 745496-2 745496-3 

25 1.529 1.852 2.088 1.625 20° B 745496-4 745496-5 745496-6 
(3) 38.84 47.04 53.04 41.28 454 A 745496-7 745496-8 745496-9 
3.84 B 1-745496-0 1-745496-1 1-745496-2 

120 A 745498-1 745498-2 745498-3 

437 2.177 2.500 2.729 2.272 2° B 745498-4 745498-5 745498-6 
(4) 553 635 69.32 5771 454 A 745498-7 745498-8 745498-9 
3.84 B 1-745498-0 1-745498-1 1-745498-2 


Notes: 1, All plug assemblies are preloaded with insulation displacement crimp pin contacts. Contacts accept a max. wire insulation 
thickness of .015 [0.38] and a max. wire insulation dia. of .O60 [1.52]. 
2. HDE-20 connectors are designed for terminating solid or stranded (7-strand) wire. 
3. Extraction Tool No. 91232-1 is used to remove pin contacts. 
4. A 19-position plug assembly is available, see page 54. 
5. Selectively loaded connectors are available for RS-232 equipment application, consult AMP Incorporated. 
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Receptacle Assemblies 


Oo. 


Material and Finish: 
Shell-Steel; Tin plated 


Insert-Black Thermoplastic, 94V-O0 Rated 


Socket Contacts-Phospher Bronze; 

duplex plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min., 
000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
100 [2.54] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000030 
[0.00076] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Contacts: 
Insulation Displacement Crimp 
(Replacement)-page 57 
Crimp Snap-in (Interchangeable)- 
page 57 
Application Tooling: 
for Crimp Snap-in Contacts-page 59 
for Insulation Displacement Crimp 
Contacts-pages 62-63 
Mateable Plugs: 
HDP-20-pages 6, 8-9, 12, 14-15, 
18, 20 & 22 
HDF-20-page 40 
HDE-20-page 48 
Mating/Panel Mounting-page 66 
Accessories: 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 68 
Cable Clamp Assemblies-pages 74, 
76 thru 78, 80 & 81 
Slide-On Back Covers-page 75 
Mating Hardware-pages 86 thru 89, 
92 &93 
RFI Gaskets-page 94 
Keying Plug-page 95 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 
millimetres. 


9, 15, 25 and 37 Positions 


A .243 + .006 A 
tr £0.15 .322+.010 
yeas y Oe Big 56m) 
r A Y 
.070 
:070 .567 
.030 [ (14.41) Max 
ray | ly | al 
Contact | 
Identification No poaveels 
(See chart.) 422+.010 
(10.72+025] 
Receptacle Assembly Part No. 

No. of wee Contact Contact Contact Contact 
Contact Dimensions Finish Identification Identification Identification 
Positions A B Cc 0 E No.1 No. 2 No. 3 

(Shell Size) (Plating Code) 
for 30-26 AWG for 26-22 AWG for 22-20 AWG 
(0.05-0.15mm*) Wire (0.12-0.4mm*) Wire — (0.3-0.6mm*) Wire 

120 A 745491-1 745491-2 745491-3 
9 ‘4a oka) 1013 «750, — 2° B 745491-4 745491-5 745491-6 
(1) 16.46 24.99 3081 1928 454 A 745491-7 745491-8 745491-9 
3.84 B 1-745491-0 1-745491-1 1-745491-2 

120 A 745493-1 745493-2 745493-3 
15 976 1.312 1.541 1.083 _2°5 B 745493-4 745493-5 745493-6 
(2) 248 33.32 39.14 27.51 454 A 745493-7 745493-8 745493-9 
3.84 B 1-745493-0 1-745493-1 1-745493-2 
.120 A 745495-1 745495-2 745495-3 
25 1.516 1.852 2.088 1.625 20° B 745495-4 745495-5 745495-6 
(3) 38.51 47.04 53.04 41.28 454 A 745495-7 745495-8 745495-9 

3.84 B 1-745495-0 1-745495-1 1-745495-2 
120 A 745497-1———- 745497-2 745497-3 
37 2.164 2.500 2.729 2.272 2° B 745497-4 745497-5 745497-6 
(4) 54.97 635 69.32 57.71 154 A 745497-7 745497-8 745497-9 
3.84 B 1-745497-0 1-745497-1 1-745497-2 


Notes: 1. All receptacle assemblies are preloaded with insulation displacement crimp socket contacts. Contacts accept a max. wire 
insulation thickness of .015 [0.38] and a max. wire insulation dia. of .060 [1.52]. 
2. HDE-20 connectors are designed for terminating solid or stranded (7-strand) wire. 
3. Extraction Tool No. 91232-1 is used to remove socket contacts. 
4. Selectively loaded connectors are available for RS-232 equipment application, consult AMP Incorporated. 
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HDE-20 All-Plastic Connectors 


Plug Assemblies 9, 15, 25 and 37 Positions 
~ AM ~ : 
. (3.05) D8 
(2 Holes) 


4 


a 


329 509 
[8.36] [12.93] Max 


Material and Finish: 

Housing—Black Thermoplastic, 

94V-0 Rated 

Pin Contacts-Phospher Bronze; duplex 

plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min., 
000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 


Mating Face 


tion end, with entire contact under- 045 
plated .000050 [0.00127] nickel [1.14] 
B-Gold flash on mating end for length of 
.150 [3.81] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with Contact 
entire contact underplated .000030 Identification No 
[0.00076] nickel (See chart.) 
Reference Information: 
Applicable Specifications-page 5 
Cavity Identificatio je 5 
ae ass Plug Assembly Part No. 
Insulation Displacement Crimp No, of Contact Contact Contact 
(Replacement)-page 57 Contact ; Contact Identification Identification Identification 
Crimp Snap-In (Interchangeable)- Positions Dimensions (Maan Code) No. 1 No.2 No. 3 
eeecten tocings (Shell Size) A 8 c for 30-26 AWG for 26-22 AWG for 22-20 AWG 
for Crimp Snap-In Contacts-page 59 0.05 -0.15mm* Wire (0.12-0.4mm*) Wire ——_—(0.3-0.6 mm) Wire 
for Insulation Displacement Crimp 9 661 984 «1.213 A 745203-1 745203-2 745203-3 
Contacts-pages 62-63 (1) 16.79 2499 30.81 B 745203-4 745203-5 745203-6 
Mateable Receptacles: = 
HDP-20-pages 25, 27, 29, 32-33 & 15 989 1.312 1.541 A 745207-1 = 745207-2 745207-3 
36 thru 39 (2) 25.12 33.32 39.14 B 745207-4 745207-5 745207-6 
ages acca 25 1.529 1.852 2.088 A 745211-1 745211-2 745211-3 
HDE-20-page 51 (3) 38.84 47.04 53.04 B 745211-4 745211-5 745211-6 
Mating/Panel Mounting-page 66 37 2.177 2.500 2.729 A 745215-1 __745215-2 TAS215-3 
Accessories: (4) 55.3 63.5 69.32 B 745215-4 745215-5 745215-6 
Connector Savers-page 67 
Plug/Receptacle Adapters-page 69 Notes: 1. All plug assemblies are preloaded with insulation displacement crimp pin contacts. Contacts accept a max. wire insulation 
Cable Clamp Assemblies—pages 74 & thickness of .015 [0.38] and a max. wire insulation dia. of .060 [1.52]. 
76 thru 78 2. HDE-20 connectors are designed for terminating solid or stranded (7-strand) wire. 
Slide-On Back Covers-page 75 3. Extraction Tool No. 91232-1 is used to remove pin contacts. 
Mating Hardware—pages 86 thru 89, 
92 &93 
Commoning Strip-page 95 
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Receptacle Assemblies 


Material and Finish: 
Housing—Black Thermoplastic, 
94V-0 Rated 


Socket Contacts-Phosphor Bronze; 

duplex plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .100 [2.54] min., 
000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
100 [2.54] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000030 
[0.00076] nickel 

Reference Information: 

Applicable Specifications-page 5 

Cavity Identification-page 5 

Contacts: 

Insulation Displacement Crimp 
(Replacement)—page 57 

Crimp Snap-In (Interchangeable)- 
page 57 

Application Tooling: 

for Crimp Snap-In Contacts-page 59 

for Insulation Displacement Crimp 
Contacts-pages 62-63 

Mateable Plugs: 

HDP-20-pages 26, 28, 30-31 & 34-35 
HDF-20-page 42 

HDJ-20-pages 44, 46 & 47 
HDE-20-page 50 

Mating/Panel Mounting—-page 66 

Accessories: 

Connector Savers-page 67 

Plug/Receptacle Adapters-page 69 

Cable Clamp Assemblies-pages 74 & 
76 thru 78 

Slide-On Back Covers-page 75 

Mating Hardware-pages 86 thru 89, 
92 &93 

Keying Plug-page 95 


Dimensioning: 
All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 
millimetres. 


9, 15, 25 and 37 Positions 


120 
(3.05) Dla 
(2 Holes) 


311.509 
(7.9) [12.93] Max 


+015 
C [+0.38) 


' fea 
i i hla 


Contact 
Identification No 
(See chart.) 
Receptacle Assembly Part No. 

No. of Contact Contact Contact Contact 
Contact Dimensions Finish Identification Identification Identification 

(seek Ss ; : = (Plating Code} No. 1 No. 2 No. 3 

for 30-26 AWG for 26-22 AWG for 22-20 AWG 
(0.05-0.15mm*) Wire (0.12-0.4mm*) Wire (0.3-0.6mm*) Wire 

9 648 984 1.213 A 745201-1 745201-2 745201-3 
(1) 16.46 24.99 30.81 B 745201-4 745201-5 745201-6 
15 976 1.312 1.541 A 745205-1 ____745205-2 745205-3 
(2) 24.8 33.32 39.14 B 745205-4 745205-5 745205-6 
25 1.516 1.852 2.088 A 745209-1 745209-2 745209-3 
(3) 38.51 47.04 53.04 B 745209-4 745209-5 745209-6 
37 2164 2.500 2.729 A ___745213-1 745213-2 745213-3 
(4) 54.97 63.5 69.32 B 745213-4 745213-5 745213-6 


Notes: 1. All receptacle assemblies are preloaded with insulation displacement crimp socket contacts. Contacts accept a max. wire 
insulation thickness of .015 [0.38] and a max. wire insulation dia. of .060 [1.52]. 
2. HDE-20 connectors are designed for terminating solid or stranded (7-strand) wire. 
3. Extraction Tool No. 91232-1 is used to remove socket contacts. 
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Special Metal-Shell Connectors 


HDP-20 Receptacle 
(for Snap-In Contacts) 


q 


Part No. 745772-1 


Material and Finish: 
Shell-Steel; Tin plated 


Insert-Black Thermoplastic, 94V-0 Rated 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Contacts: 
20 DF (Precision Formed)-— 
pages 55 & 56 
20 DM (Screw-Machined)-page 58 
Application Tooling: 
for 20 DF Contacts-page 59 
for 20 DM Contacts-page 58 
Mateable Plugs: 
HDE-20-page 54 
Accessories: 
Mating Hardware—-pages 86, 87, 
92 &93 
Standoff Bushings-page 95 
Keying Plug—page 95 


HDP-20 Receptacle 
Assembly 

(with .026 [0.66] Dia. 
Right-Angle Posted 
Contacts)-318 Mount 


Part No. 745971-1 


Material and Finish: 
Front Shell-Steel; Tin plated 


Housing-Black Thermoplastic, 
94V-0 Rated 


Eyelets-Brass; Tin plated 


Female Screwlocks-Brass; Nickel 
plated 


Socket Contacts (Posted)—Phosphor 
Bronze; duplex plated .000015 [0.00038] 
gold on mating end for length of .100 
[2.54] min., 000100-.000200 [0.00254- 
0.00508] bright tin or bright tin-lead on 
termination end, with entire contact 
underplated .000050 [0.001 27] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plug: 

HDE-20-page 54 
Accessories: 

Mating Hardware-pages 86, 87, 

92 &93 
Keying Plug-page 95 
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19 Positions 


.120 005 
7 [3.05 +013]! 


(2 Holes, Standard) 


r— 


Bey i | +005 
[F.9=823] 
J 
1.777 
t+—— I fay Max 
Mating Face 
.030 
(0.76 
= 


Note: This HDP-20 receptacle accepts size 20 DF and 20 DM socket contacts. 


19 Positions 


1-764=082 

[44.81 =°%] | 

; 4-40 Fixed Female 
Screwlock (2) 


.243 
(6.17) 
125 
13.18) Ref 
010 .740 = +915 
az (B= 
Ue i .318 015 
| 1164 ae | [8.08 =°**] 


[29:57+928] (Mount) 


Notes: 1. This HDP-20 receptacle assembly is preloaded with size 20 DF posted socket contacts. 
2. Recommended pc board thickness is .093 [2.37] max. 
3. Male screw retainers (page 86) are used as mating hardware for 4-40 female screwlocks. 
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AMP-LATCH HDF-20 
Low Profile Receptacle 
Assemblies 


(Includes Housing 
and Cover, Preassembled; 
Strain Relief is Separate.) 


With 4-40 Threaded Inserts 


Material and Finish: 
Front Shell-Steel; Tin plated 


Housing, Cover & Strain Relief—Black 
Thermoplastic, 94V-0 Rated 


Threaded Inserts—Brass; unplated 


Socket Contacts—Phosphor Bronze; 
duplex plated .000030 [0.00076] gold on 
mating end, 000100-.000200 [0.00254- 
0.00508] bright tin or bright tin-lead on 
termination end, with entire contact 
underplated .000050 [0.00127] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification-page 5 
Mateable Plug: 

HDE-20-page 54 
Accessories: 

Mating Hardware—pages 86, 87, 

92 &93 
Keying Plug—page 95 


19 Positions 


-120 
B (3.05) Pia 


——— 
496 §-015 
112.6 +088] 


elated! 


©O©OO@D 


(2 Holes, Standard) 


Housing 
Assembly 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 
millimetres. 


-107 
Ptingareh 7 
(Unterminated) 


Cover 


_ 323 2015 a 
fa2eenh] 


(Terminated) 


Mating Face 
243 
(6.17] 
t 
-135 *-010 
[3.43 ° 025] 
ae : 
| 
.233 
[5.92] 
ae. | 
—_— 
Strain Relief 
Receptacle Assembly Part No. 
No. of : Without Strain Relief With Strain Relief 
Contact Dimensions Strain Relief With With With With 
ats A 8 C D E F Part NO. Standard 4-40 Standard 4-40 
(Shell Size) Mounting Threaded Mounting Threaded 
Holes Inserts Holes Inserts 
19 1.140 1.526 1.764 .900 980 1.287 7 47975.5 747303-5 747052-5 747304-5 747305-5 


28.96 38.76 44.81 2286 2489 32.69 


Notes: 1. All receptacle assemblies are supplied with housing assembly and cover preassembled (shown above). 


2. Strain reliefs must be purchased separately; they are packaged unassembled. 


3. These receptacle assemblies terminate flat ribbon cable with conductors on .050 [1.27] centers and in sizes 30 AWG 
[0.05 mm‘ solid, 28 AWG [0.08-0.09 mm’] solid or stranded and 26 AWG [0.12-0.15 mm’ solid. 
4. Male screw retainers (page 86) are used as mating hardware for connectors with 4-40 threaded inserts. 


Ribbon Cable 


Conductor 
No.1 


A dimension tolerances are: +.010 [+0.25] for cable sizes 9 thru 34 positions, 
+.015 [+0.38] for cable sizes 36 thru 60 positions. 

B dimension tolerances are: +.024 [+0.61] for cable sizes 9 thru 34 positions, 
+.029 [+0.74] for cable sizes 36 thru 60 positions. 
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Special Metal-Shell Connectors 


HDE-20 Plug Assemblies 


Material and Finish: 
SheltSteel; Tin plated 


Insert-Black Thermoplastic, 94V-0 Rated 


Pin Contacts—Phosphor Bronze; 

duplex plated as follows: 

A-.000030 [0.00076] gold on mating 
end for length of .150 [3.81] min., 
000100-.000200 [0.00254-0.00508] 
bright tin or bright tin-lead on termina- 
tion end, with entire contact under- 
plated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
.150 [3.81] min., .000100-.000200 
[0.00254-0.00508] bright tin or bright 
tin-lead on termination end, with 
entire contact underplated .000030 
[0.00076] nickel 

Reference Information: 

Applicable Specifications—page 5 

Cavity Identification—page 5 

Contacts: 

Insulation Displacement Crimp 
(Replacement)—page 57 

Crimp Snap-In (Interchangeable)— 
page 57 

Application Tooling: 
for Crimp Snap-In Contacts—page 59 
for Insulation Displacement Crimp 

| Contacts—pages 62-63 

Mateable Receptacles 
HDP-20-page 52 
HDF-20-page 53 

Accessories: 

Mating Hardware—pages 86, 87, 
92 &93 
Commoning Strip-page 95 
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Dimensioning: 
All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 
millimetres. 


19 Positions 


-509 


| (12.93) Max 


Grounding 


Mating Face 5 Indents 


.230 + -008 A 
(5.84+015) as -010 


-070 | 1.78 604 
030 [3 76 [15.34] Max 
Contact 
Identification No (422 © 010 
(See chart.) [10.72+025] 
Plug Assembly Part No. 
ee Contact Contact Contact 
ae Dimensions — Identification Identification Identification 
Positions A B c D E (Plating Code)* No. 1 No.2 No. 3 
for 30-26 AWG for 26-22 AWG for 22-20 AWG 
(0.05-0.15mm’) Wire (0.12-0.4mm°) Wire — (0.3-0.6mm*) Wire 
.120 A 745664-1 745664-2 745664-3 
19 1.203 1.526 1.762 1.299 20° B 745664-4 745664-5 745664-6 
30.56 38.76 44.75 3299 454 A 745664-7 745664-8 745664-9 
3.84 B 1-745664-0 1-745664-1 1-745664-2 


*For other plating thicknesses, consult AMP Incorporated. 


Notes: 1. All plug assemblies are preloaded with insulation displacement crimp pin contacts. Contacts accept a max. wire insulation 
thickness of .015 [0.38] and a max. wire insulation dia. of .060 [1.52]. 
2. Extraction Tool No. 91232-1 is used to remove pin contacts. 
3. HDE-20 connectors are designed for terminating solid or stranded (7-strand) wire. 
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HD-20 Connector Contacts, 


Precision Formed 


Crimp Type Contacts, 
Snap-In 


Contact Size 20 DF, 
Pin Diameter .040 [1.02] 


Material: 

Pin-Brass 

Socket-Phosphor Bronze 

Finish: 

A-Gold flash over .000050 [0.00127] 
nickel on entire contact, with addition- 
al 000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. (pin); 
-100 [2.54] min. (Socket) 

B-Gold flash over .000030 [0.00076] 
nickel 

C-.000050 [0.00127] gold over .000100 
[0.00254] copper 

Reference Information: 

Applicable Specifications-page 5 

Connectors used with: 

HDP-20 Metal-Shell-pages 6, 7 & 52 
HDvJ-20 All-Plastic-page 44 
Application Tooling-page 59 


Ae * 
——— > mil 


Insertion/Extraction Tools for 
Crimp Type contacts: 

No. 91067-3—28-24 AWG 
[0.08-0.2 mm*] Wire Size Range 
Insertion Replacement Tip 

No. 126195-3 

Extraction Replacement Tip 
No. 126195-5 

No. 91067-2—24-20 AWG 
[0.2-0.6 mm*] Wire Size Range 
Insertion Replacement Tip 

No. 126195-3 

Extraction Replacement Tip 
No. 126195-4 


Single-Ended Insertion Tool for 
Crimp Type contacts: 

No. 91234-1—28-18 AWG 

[0.08-0.9 mm*] Wire Size Range 


Single-Ended Extraction Tools 
for Crimp Type contacts: 

No. 91235-2—28-24 AWG 

[0.08-0.2 mm*] Wire Size Range 

No. 91235-1—24-20 AWG 

[0.02-0.6 mm*] Wire Size Range 


Dimensioning: 
All dimensions in inches and millimetres. 


DUPLEX PLATING AVAILABLE 5 : 7 
P Values in brackets are metric equivalents. 


id stir : 
:old ting en 


Charts contain dimensions in inches over 


t n tern tior nd 


millimetres. 
With Insulation Support 
Pin Socket 
Wire Size _ Contact Strip Form Loose Piece Tooling No. ee 
Range Dia. Ls Contact No. Contact No. Strip Form —_Loose Piece “lees e 
a ee atin = a , 
AWG =~ [mm*] Coat Pin Socket Pin Socket Miniature Hand Piece) 
Applicator Tool 
040 G; 66507-2 66505-2 66507-8 66505-8 466423* 908021 ai, 
or or 
1.02 A 66507-3 — 66505-3 66507-9 66505-9 466901-1** 90312-1 Dot 
466758-2* 
28-24 0,08-0.2 080 A 66682-2 66683-2 66682-4 66683-4 or 90374-1 Black 
: 466963-1** 
466423* 90302-1 
As B 66507-4  66505-4 = 1-66507-0 —_‘1-66505-0 or or a 
4 466901-1** 90312-1 
: : 050 A 745254-2 745253-2 745254-6  745253-6 : Yellow 
Bee Ces “AT B 745254-3 745253-3. 745254-7 745253-7 Serban “e070 Dot 
Cc 66506-2  66504-2 66506-8 665048. Aesiose BORO 
24-20 0.02-0.6 -060 A 66506-3 66504-3 66506-9 66504-9 or or Red 
B 66506-4 66504-4 1-66506-0 1-66504-0 466900-1** 90312-1 


*These miniature applicators are for use in the following AMP machines shown on page 59: (-1) forthe AMPOMATOR machine; and (-2) for 
AMP-O-LECTRIC Machine No. 565435-5. 


**These applicators are for use in the AMP-O-MATIC Side Feed Stripper/Crimper Machine No. 463345-1, shown on page 59. 


Without Insulation Support 


Pin Socket 
Wire Size _ Contact Strip Form Loose Piece Tooling No. eect 
Range - Dia, _ Contact No. Contact No. Strip Form Loose Piece yh e 
ax, jatin 5 tek 
AWG — [mm’] | a Pin Socket Pin Socket Miniature Handi 
Applicator Tool 
068 A 205310-2 — 205311-3 205310-8 —-205311-9 466506* Blue 
28-24 0.08-0.2 - 
e Rae B 205310-4 205811-4 1-205310-0 1-205311-0 466903-1** en Dot 
068 A 205202-2 —205201-3 205202-4 —-205201-5 + 466505* Red 
- 0.2-0.6 * - 
24:20 O06 173 B 2052026 2052016  205202-7 -205201-7 agedos-1 0765" Dot 
068 A 745229-2 745230-2  —745229-4_ ~——-745230-4 Green 
Ses ern ae B 745229-5 —745230-5 7452297 7452307 ©0033 subi Dot 


*These miniature applicators are for use in the following AMP machines shown on page 59: (-1) for the AMPOMATOR machine; and 
(-2) for AMP-O-LECTRIC Machine No. 565435-5. 


**These applicators are for use in the AMP-O-MATIC Side Feed Stripper/Crimper Machine No. 463345-1, shown on page 59. 
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H D-20 Connector Contacts, retesestiley inches and millimetres. 
Precision Form ed Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 
millimetres. 


Insulation Piercing 

Socket Contact, 

one j Wire Size Ins 5 ¥ 

Contact Size 20 DF J Range Di Strip Form Miniature 

Pin Diameter .040 [1.02] Dia Contact Na. Applicator 
4 : aS AWG = [mm] (Max) 


26-22 0.12-0.4 74581 1-2 567101-2* 


1.4 
Material: Phosphor Bronze 

Finish: .000100-.000200 [0.00254- 
0.00508] Tin 


Reference Information: 
Applicable Specifications-page 5 
Connectors used with: 
HDP-20 Metal-Shell-pages 6, 7 & 52 
HDJ-20 All-Plastic-page 44 
Application Tooling-page 59 


*This miniature applicator is for use in the AMP machines 
shown on page 59. 


Note: Insertion/Extraction Tools are used to install and 
remove socket contact. Refer to page 55. 


Insulation Piercing 
Socket Contact, 
Snap-In 


.025 [0.64] Sq. Post Stabilizer Stabilizer 
Type Contacts, 
Snap-In 


Contact Size 20 DF, 
Pin Diameter .040 [1.02] 


Material: 

Pin-Brass 

Socket-Phosphor Bronze 

Finish: 

A-Gold flash over .000050 [0.00127] 


nickel on entire contact, with addition- Socket 
al .000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. (pin); 
-100 [2.54] min. (socket) 
B-Gold flash over .000030 [0.00076] 
nickel 
Reference Information: 
Applicable Specifications-page 5 
Connectors used with: Loose Piece Contact No. 
HEP FO MSE Nee: Ta52 = 125 [3.18] 188 [4.78] 425 [10.8] 651 (16.54) 
(Plating Code} Post Length* Post Length* Post Length* Post Length* 
| Pin Socket Pin Socket Pin Socket Pin Socket 
— ae A 1-66481-7  1-66482-7. 3-66481-5 3-66482-5 —1-66481-9 1-66482-9 2-66481-1 —__2-66482-1 
B 1-66481-6 1-66482-6 3-66481-4 3-66482-4 1-66481-8 1-66482-8 2-66481-0 2-66482-0 
: *Length of post extending from rear of HDP-20 metal-shell connector. 
Insertion/Extraction Tools for Note: Insertion/Extraction Tool No. 91083-2 is used to install and remove all posted contacts. 


Insulation Piercing, Posted 
and Solder Cup Contacts 
(See Notes.) 


Solder Cup Contacts, 
Snap-In 

(for 18 AWG [0.9 mm’] 
Max. Wire) 


Contact Size 20 DF, 
Pin Diameter .040 [1.02] 


Material: 

Pin-Brass 

Socket-Phosphor Bronze 

Finish: 

A-Gold flash over .000050 [0.00127] 
nickel on entire contact, with addition- 
al .000030 [0.00076] gold on mating 
end for length of .150 [3.81] min. (pin); 
.100 [2.54] min. (socket) 


Reference Information: Strip Form Loose Piece 
Applicable Specifications-page 5 Contact No. Contact No. 
Connectors used with: Pin Socket Pin Socket 


HDP-20 Metal-Shell-pages 6, 7 & 52 ee 
66570-2 66569-2 66570-3 66569-3 


Note: Insertion/Extraction Tool No. 91067-2 is 
Contacts to be soldered used to install and remove all solder cup 

to wire before inserted contacts. Use Insertion Replacement Tip 
into Housing No. 126195-3 and Extraction Replacement 
Tip No. 126195-4. 
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HDE-20 Connector Contacts, 


Precision Formed 


Replacement Contacts, 
Insulation Displacement 
Crimp 


Material: Phosphor Bronze 


Finish: Duplex plated as follows 

A-.000030 [0.00076] Gold on mating 
end for length of .150 [3.81] min. (pin) 
or .100 [2.54] min. (socket), .000100- 
.000200 [0.00254-0.00508] bright tin 
on termination end, with entire contact 
underplated .000050 [0.00127] nickel 

B-Gold flash on mating end for length of 
.150 [3.81] min. (pin) or .100 [2.54] 
min. (Socket), .0001000-.000200 
[0.00254-0.00508] bright tin on 
termination end, with entire contact 
underplated .000030 [0.00076] nickel 


Reference Information: 
Application Specifications-page 5 
Connectors used with: 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 
Application Tooling-pages 62 & 63 


Interchangeable 
Contacts, 
Crimp Snap-In 


Material: Phosphor Bronze 

Finish: 

A-Duplex plated .000030 [0.00076] gold 
on mating end for length of .150 
[3.81] min. (pin) or 100 [2.54] min. 
(socket), .000100-.000200 [0.00254- 
0.00508] bright tin on termination 
end, with entire contact underplated 
.000050 [0.00127] nickel 

B-Duplex plated gold flash on mating 
end for length of .150 [3.81] min. (pin) 
or .100 [2.54] min. (socket), .000100- 
.000200 [0.00254-0.00508] bright tin 
on termination end, with entire contact 
underplated .000030 [0.00076] nickel 

C-Gold flash over .000030 [0.00076] 
nickel on entire contact 

D-Gold flash over .000030 [0.00076] 
nickel on entire contact, selectively 
plated with additional .000030 
[0.00076] gold on mating end for 
length of .150 [3.81] min. (pin) or 100 
[2.54] min. (socket) 

Reference Information: 

Application Specifications-page 5 

Connectors used with: 

HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 
Application Tooling—page 59 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


millimetres. 


Wire Size Range - Ins, Dia co : Loose Piece Contact No E 
AWG [mm?] Code! (Max) (Plating Code} Pin Socket 
2  ———— 
zeae orzoa P82 : 7456865 7458605 
a 


1A code indicating accepted wire size range is stamped inside insulation crimp barrel of each contact. Contacts accept a max. wire 
insulation thickness of .015 [0.38] and a max. wire insulation dia. of .060 [1.52]. 


Notes: 1. Extraction Tool No. 91232-1 is used to remove pin and socket contacts. 
2. HDE-20 connector contacts are designed for terminating solid or stranded (7-strand) wire. 


Wire Size Range Ins. Dia (Max) = Loose Piece Contact No Hand 
AWG [mm’] Code! Single Wire Two Wires (lating Code} Pin Socket Tool No, 
A 745266-3 745269-3 
r . 054 .039 B 745266-7 745269-7 
26-22 0.12-0.4 4 1.37 0.99 ¥ C 745266-5 745269-5 90398-1 
: D 745266-9 __745269-9 " 
A 745267-3 745270-3 
075 054 B 745267-7 745270-7 
22-18 3-0. : 
a - 1.91 1.37 c 745267-5 745270-5 weer 
D 745267-9 745270-9 


1A code indicating accepted wire size range is stamped inside insulation crimp barrel of each contact. 
Note: Extraction Tool No. 91232-1 is used to remove pin and socket contacts. 
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HD-20 Connector Contacts, Screw-Machined 


and Application Tooling 


Crimp Type Contacts, 
Snap-In 


Contact Size 20 DM, 
Pin Diameter .040 [1.02] 


Material and Finish: 
Pin Body-Copper Alloy, plated .000050 
[0.001 27] gold over .000100 [0.00254] 
copper 
Socket Body-Beryllium Copper, plated 
.000050 [0.00127] gold over .000100 
[0.00254] copper 
Socket Sleeve—Passivated Stainless 
Steel 
Reference Information: 
Applicable Specifications-page 5 
Connectors used with: 

HDP-20 Metal-Shell-pages 6, 7 & 52 
Application Tooling-shown below 


— 


Insertion/Extraction Tools for 
Screw-Machined Contacts, 
Crimp Type: 

AMP No. 91067-2, 

Military No. M81969/1-02 


Insertion Replacement tip 
No. 126195-3 


Extraction Replacement Tip 
No. 126195-4 


Application Tooling 
for Screw Machined 
Contacts 


58 


Pin 


M39029/64-369 


(Supersedes M24308/1 1-1) 


Dimensioning: 
All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 
millimetres. 


SO 


Socket 


M39029/63-368 
(Supersedes M24308/10-1) 


Tape Mounted Loose Piece 
Wire Size Range Ins. Dia, Contact Contacts © ___ Contacts _ Hand Tool 
AWG [mm] (Max) Configuration AMP Military Part AMP Too! No. Positioner No. 
Part No. No. (M39029/) Part No. (M22520/) (M22520/) 
. 068 Pin 205089-2 64-369 205089-1 | ; ; 
2420 0206 4173 Socket 205090-2 63-368 205090-1 be0! z08 


AMP-TAPEMATIC Stripper/ 
Crimper Machine No. 599406-6 


(Funnel No. 125905-1 for 
Size 20 DM Contacts) 


The AMP-TAPEMATIC 
Stripper/Crimper Machine 
strips wire and applies an 
8-indent crimp termination 
per MIL-C-22520. The 
machine terminates screw- 
machined pin and socket 
contacts which are tape 
mounted and reel fed. It 
offers production rates of 
up to 1200 finished leads 
per hour, provides overall 
lower applied costs and 
maintains the highest 
degree of termination 
reliability. 
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Hand Crimping Tool 
No. M22520/2-01 


This standard military-type 
hand tool terminates screw- 
machined pins and sockets 
to wire with an 8-indent 
M22520/2 crimp. It is 
ideally suited for prototype, 
field maintenance and other 
applications where volume 
production is not a factor. 


AMP Incorporated does 
not sell hand tool 
M22520/2-01. However, it 
can be purchased from 
either one of the following 
companies: 


Buchanan Electrical 
Products Corp. 

1065 Floral Avenue 

Union, NJ 07083 

Phone: (201) 289-8200 


Daniels Manufacturing 
Corp. 

6103 Anno Ave. 

Orlando, FLA 32809 

Phone: (800) 327-2432 


> 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Application Tooling for Precision Formed, 
Crimp Snap-!In Contacts 


( 


| This tooling is used for ter- 
minating crimp snap-in 
contacts shown on pages 
55 thru 57. 


Quick-Change 
Miniature 
Applicators 


provide flexible operation 
for the AMPOMATOR and 
AMP-O-LECTRIC Machines. 
These applicators can be 
changed in minutes, with 
the crimping height on 
both terminal barrel and 
insulation support for a 
given wire size simply 
“dialed in’. All adjustments 
are made rapidly, with no 
major interruptions in pro- 
duction. Unique control cir- 
cuits protect every machine 
part and visual indicators 
aid in adjustment and 
operation. 


The AMP-O-LECTRIC 
Terminating Machine 


is capable of applying con- 
tacts at rates up to 1,500 
per hour and more depend- 
ing on operator dexterity. 


This machine is electrically 
powered and bench 
mounted and can be 
readily moved to any loca- 
tion where an electric power 
supply is available. 


For high application rates, 
ease of maintenance and 
servicing and for highest 
reliability at low applied 
cost, the AMP-O-LECTRIC 
machine has proven itself 
to be an excellent addition 
to any circuit production 
operation. 


The AMPOMATOR Automatic Lead Making Machine 


is considered the epitome of all AMP automatic tooling. This 
machine not only crimps contacts to wire, but handles the 
wire every step of the way—from reel to finished lead. 


With the AMPOMATOR Machine, you can produce up to 
5,700 doubly terminated leads per hour—11 ,400 termina- 
tions in all—depending on lead length and wire size. Lead 
and strip length are completely adjustable, as is operating 
speed. Quick-change, miniature applicators with dial type 
settings facilitate wire and contact changeover with no 
significant production downtime. In addition, the machine is 
fully protected against malfunctional damage by failsafe 


control circuitry. 
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The AMP-O-MATIC 
Side Feed 
Stripper/Crimper 
Machine 


automatically strips and 
terminates wire in a single 
operation. The machine is a 
portable bench-mounted 
unit which can apply a 
wide range of open barrel, 
side-feed strip contacts. 
Minimum lead length is 
only 1.5 [38] and wire 

sizes from 32-14 AWG 
[0.03-2 mm*] may be termi- 
nated in this machine at 
production rates of up to 
1200 terminations per hour. 


Hand Tools 


AMP hand tools are ideal 
for small production, proto- 
type and experimental 
applications. They are used 
for terminating precision 
formed pins and sockets to 
wire and feature the CERTI- 
CRIMP ratchet device to 
assure perfectly formed 
crimps, time after time. 


No. 9031 2-1 for Size 20 DF Contact 
with Insulation Support 


Nos. 90302-1 and 90406-1 for Size 20 
DF Contacts with Insulation Support 
Nos. 90265-1 and 90405-1 for Size 20 
DF Contacts without Insulation Support 
No. 90374-1 (Special) for Size 20 DF 
Contacts with Insulation Support 


Nos. 90398-1 and 90399-1 for Inter- 
changeable, Crimp Snap-In Contacts 
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Application Tooling for AMP-LATCH HDF-20 
Connector Contacts (One-Step Termination) 


These application tools are 
designed for one-step ter- 
mination of AMP-LATCH 
HDF-20 low profile con- 
nectors to planar, ground 
plane and shielded/ 
jacketed ribbon cable with 
round conductors on .050 
[1.27] centers. A complete 
set of tooling consists of a 
tool (manual or pneumatic) 
and a termination die set 
which includes both upper 
and lower tooling anda 
connector locator kit. The 
connector locator kit pro- 
vides adjustments for 
accommodating the various 
sizes of connectors. 
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Manual Tool 
No. 91085-2 


Pneumatic Tool 
No. 91112-2 


Pneumatic Tool No. 91112-5 
(Palm Button Actuated) 


Pneumatic Tool No. 91112-3 
(Auto-Cycle) 


Typical Termination Die Set 
for HDF-20 Low Profile Connectors 


Note: All manual and pneumatic tools are shown with termination die sets. The tool nos. however, do not include the die sets. Die sets 
must be purchased separately. See chart on page 61. 
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Termination Die Set 


Tooling Kit 


Dimensioning: 
All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 


Termination Tool 


P See Note 1, Used in 
ee) ae ; lcable Connector Applicable a 
to be Terminated Termination Dis Set pe ord rpsere Upper Tol terecion Preumai Manual Ridsriaee 
es Sheet No. Kit No, ub Sheet No. pen etl 
Planar End-of-Cable 
and and 91257-1 6893 543170-1 126850-1 6590 91112-2 91085-2 40 thru 43, 53 
Ground Plane Daisy Chain 
Planar iy eg 91250-1 6842 = = = 91112-5 91085-2 40 thru 43, 53 
Planar Dais ae 91250-2 6842 = = = 91112-2 = 40 thru 43, 53 
End-of-Cable ¥: 
Planar and 91240-2 6731 543139-1 = 6731 911123 91085-2 40 thru 43, 53 
Daisy Chain —_ 
eee, ee satesad 9011 543190-1 126850-1 9117 91112-2 91085-2 40, 41 
Shielded/ 
Jacketed a ae 91249-1 6845 = = = 91085-2 84, 85 
(Hardware) y 


*Conversion Kit No. 543160-1 is available, allowing any one-step termination die set to be used in Pneumatic (Auto-Cycle) Too! No. 91112-3. 


Notes: 1. Each Termination Die Set No. includes the Tooling Kit (Connector Locator Kit and Upper Tool Kit) listed for that particular die set. Connector Locator and Upper Tool Kits may 


be purchased separately for conversion or replacement. 


2. In one-step termination, cable is terminated to connector housing and fluted cover is installed during the termination cycle. 


3. For terminating shielded/jacketed cable, an additional operation is required to terminate the shielding hardware to the cable shield. 
4. Complete information on available AMP ribbon cable styles is provided in AMP Literature No. 82-664. 


Cable Cutter 
No. 91220-1 


Cable trimmers are used in 
Manual Tool No. 91085-2 
and are designed to trim 
the edges of ground plane 
ribbon cable for termination. 
Each cable trimmer con- 
sists of a small or large 
tooling holder and the 
appropriate cable cutting 
tool. 


Conversion kits are avail 


Ground Plane Cable Trimmer 


able, allowing customers to poly Lae Cable Trimmer Conversion 
purchase one cable trim- Conductors} Size Part No, Kit No, 
mer and only the cable i 91146-1 12681 1-1 
cutting tool needed to trim 16 — 91146-2 126811-2 
other cable sizes within the 20. a 91146-3 1268113 
same tooling holder size. , 26 91146-4 126811-4 
All cable trimmers and _____30 91146-5 126811-5 
conversion kits are listed in __ 84 ~ jae _91146-6 126811-6 _ 
the chart at the right. 40 91146-7 126811-7 

50 91146-8 126811-8 


Note: Each Conversion Kit includes a Locator Plate and Left and Right Cutting Rails for 
trimming the specific cable size listed. These kits are interchangeable only with the 
Cable Trimmers having the appropriately sized Tooling Holder (Small or Large) 
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Application Tooling for HDE-20 Connector 
Contacts (Insulation Displacement Crimp) 


This family of mass termina- 
tion tooling is used for 
terminating the insulation 
displacement crimp con- 
tacts in HDE-20 connec- 
tors shown on pages 48, 
51 and 54. For more de- 
tails, consult the nearest 
AMP Sales Engineer, or 
write AMP Incorporated, 
Harrisburg, Pa. with your 
specific requirements. 
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This compact all-electric 
bench machine is designed 
to simplify as well as opti- 
mize the termination of 
discrete wire. Actuation of a 
foot switch triggers the 
crimping cycle, then ad- 
vances the connector to 
the next position. This fea- 
ture assures proper posi- 
tioning of the conductor by 
allowing the operator to 
handle the wire with both 
hands. Also, a manual 
indexing feature allows 
contacts to be skipped 
where selective loading is 
required. 


Jacketed Cable Terminator 
for 30-20 AWG [0.05-0.6 mm2] Wire 


Applicator Module: 

No. 231297-1 

for 90° Cable Dress 

No. 231298-1 

for 180° Cable Dress 

Control Module No. 231016-4 

Note: A 25 ft. [7.62 m] long sample of 
jacketed cable is required with a 
customer's order. 
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Single Lead Terminator No. 58020-1 
for 30-20 AWG [0.05-0.6 mm2] Wire 


A modified version of the 
CHAMPOMATOR machine, 
this tool terminates HDE-20 
connectors to round jack- 
eted cable ata rate of two 
wires per cycle. The tool 
can be easily programmed 
to sequentially insert and 
skip any combination of 
contact positions. Also, the 
tool is seltindexing and is 
available with 90° and 180° 
harness termination capa- 
bilities. 


Termination Die Set No. 
91255-1 is used in Manual 
Too! No. 91085-2 for termi- 
nating HDE-20 metal-shell 
and all-plastic connectors 
to jacketed cable in a two- 
step operation. The termina- 
tion die set is comprised of 
both upper and lower tool- 
ing, including a connector 
locator that provides adjust- 
ments for accommodating 
9, 15, 25 and 37 position 
HDE-20 connectors. 


Termination Die Set No. 
91262-1 is also available 
and is used in Pneumatic 
(Auto-Cyle) Tool No. 
91112-3. 


Dimensioning: 

All dimensions in inches and millimetres 
unless specified otherwise. 

Values in brackets are metric equivalents. 


Manual Tool No. 91085-2 with 
Termination Die Set No. 91255-1 


Note: Manual Tool No. 91085-2 is shown with Termination Die Set No. 91255-1. However, the tooling no. does not include the 
termination die set. The die set must be purchased separately. 


Self-Indexing Manual 
Pistol Grip Tool No. 91230-1 

for 30-20 AWG 
[0.05-0.6 mm2] Wire 


These sequential termina- 
tion tools are designed for 
production as well as serv- 
icing applications. Each 
tool, either manually oper- 
ated or pneumatically 
powered, can terminate any 
wire size within the 

30-20 AWG [0.05-0.6 mm? 
wire range. Wires are in- 
serted into the tool one ata 
time, then crimped individ- 
ually during each termina- 
tion cycle. 


Self-Indexing Pneumatic 


Pistol Grip Tool No. 91231-1 


for 30-20 AWG 
[0.05-0.6 mm2] Wire 
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Pc Board Mounting Specifications 


For Straight Posted 
Connectors 


Pc board hole patterns for 
HDP-20 metakshell and all 
plastic straight posted con- 
nectors are presented on 
this page. 


25 Positions (Shell Size 3) 


*The .109 [2.77] dimension is non-cumulative. 


(3.38) Dia. (2 Holes) 
056 
(1.42) 


©0 9 o—_,; 


® Oo e— 
ie 
woe 276 


Hole Dia. 
(See chart.) 17.01} 


-984 
[24.99] 


ore es 


-112 
[2.84] 


9 Positions (Shell Size 1) 


(3.39) Dia. (2 Holes) 


fey yy AOE: 3 


| 
(2.77] 


2.500 


Hole Dia. 
(See chart.) 


37 Positions (Shell Size 4) 


(3.98) Dia. (2 Holes) 


©0090000—, 
G9G2OO00 


109° 


Hole Dia. [2.77] 


(See chart.) 


1.312 
[33.32] 


15 Positions (Shell Size 2) 


(3.30) Dia. (2 Holes) 


Hole Dia. 


(See chart.) 


50 Positions (Shell Size 5) 


Note: Pc board layouts illustrated above serve as a guide only; they are not to be used for actual design or construction of customer equipment. Consult AMP Incorporated for 


detailed pc board layout requirements. 


Connector Style ine a Contct Pos) te nalts 
os with 028 10.64)'Sa. Posts _ 9, 15, 25, 37, 50 a ed : 8th tt 
with 026 f0'66) Dia’ Posts 9, 15,25, 37 te 
‘ wtih ACHON BIN Pests 9.18, 28,37 _ Tosost paes.0 

with 0401.02] Dia Posts _ 8, 18, 26,37, 50 ee: ee 
with (026 [0.66] Dia. Posts 9,15,.25,97,50 04 se 
with ACTION PIN Posts 515, 25.7, Bo Toarast subs 


Note: Refer to individual pages covering each connector style for recommended pc board thicknesses. 
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Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 
millimetres. 


For Right-Angle Posted 
Connectors (3.39) Dia. (4 Holes) 
Pc board hole patterns for 
HDP-20 metal-shell and all- 
plastic right-angle posted 


connectors are presented ©0000 o0— 
on this page. - wage 
Pc board hole patterns for (2. Hole Dia. [2.77] 

: : 278 (See chart.) : 
HDJ-20 right-angle posted Hole Dia. (7.06] 


(See chart.) 
connectors are presented 


on the individual pages 
covering these connectors 
(pages 46 and 47). 


-984 
[24.99] 


9 Positions (Shell Size 1) 15 Positions (Shell Size 2) 


bes ra 
lees POS 0//O8OO00 Sa 


@0//HS8G8E0 Fey ®@®®@ © © O— 


H 


-109* 
Hole Dia. (2.77] a74 Hole Dia. 
(See chart.) a (See chart.) 


1.852 
[47.04] 


25 Positions (Shell Size 3) 37 Positions (Shell Size 4) 50 Positions (Shell Size 5) 


*The .109 [2.77] dimension is non-cumulative. 


Note: Pc board layouts illustrated above serve as a guide only, they are not to be used for actual design or construction of customer equipment. Consult AMP Incorporated for 
detailed pc board layout requirements. 


Connector Size Dimensions Hole Page 
Connector Style (No. of Contact Pos.) A B Dia. Reference 
HOE 20 uaa Stek: a a 
with .026 [0.66] Dia. Posts Ser ‘ 5 
-590 Mount 9, 15, 25, 37 1.02 1.04 14 thru 17 
(Long Mounting Flange) 
Pee ae avs ae 
with .026 [0.66] Dia. Posts ‘ = < 
-590 Mount 9, 15, 25, 37 6.99 1.04 14 thru 17 
(Short Mounting Flange) 
HDP-20 Metal-Shell: 9, 15, 25, 37 rds Dy 4 047 
with .025 [0.64] Sq. Posts 4.19 18,19 
-545 Mount 50 -275/.219 E : 
6.99/5.56 
HDP-20 Metal-Shell: 
‘ 185 056 .047 
with .025 [0.64] Sq. Posts 9, 15, 25, 37 : 20, 21 
“454 Mount 47 1.42 1.19 
HDP-20 Metal-Shell: 
with .026 [0.66] Dia. Posts 9, 15, 25, 37 - ort niet 22, 23 
-318 Mount . E 
HDP-20 All-Plastic: 
i .275 .056 .047 
with .025 [0.64] Sq. Posts 9, 15, 25, 37, 50 28, 29 
E00 Mount 6.99 1.42 1.19 
HDP-20 All-Plastic: 
‘ " 163 .056 041 
with .026 [0.66] Dia. Posts 9, 15, 25, 37 : 26, 27 
“478 Mount 4.14 1.42 1.04 
HDP-20 All-Plastic: 
with .026 [0.66] Dia. Posts 9, 15, 25, 37 ~ 056 041 25 
-318 Mount 1.42 1.04 


Note: Refer to individual pages covering each connector style for recommended pc board thicknesses. 
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Plug/Receptacle Mating and 
Panel Mounting Specification 


Plug/Receptacle Mating 


Plug Receptacle 


The .278/.248 [7.06/6.29] 
dimension is required to as- 
sure full mating of connec- 
tor halves. This-dimension 
must be taken into consid- 
eration when determining 
the method of mounting, 
panel thickness, etc. 


Panel Mounting 


Plugs and receptacles can 
be mounted to a panel from 
either the front or rear, using 
a variety of accessory hard- 
ware. Typical examples are 
shown below. For shielding 
applications, RFI gaskets 
are available. See page 94 
for details. 


Typical Front-Panel Mounted 
AMPLIMITE Plug 


Typical Rear-Panel Mounted 
AMPLIMITE Receptacle 
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Panel Cutouts 


Dimensioning: 


All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 


millimetres. 


i 


it 
i 


10° +2° 
(2 Places) 


+.002** 


ee ee K Radius [+0.05} 
(4 Places) (2 Places) 
H* 
B 
.040 
Dia. (Typ.) 
[1.02] 
G 28%, vias M4 4 (2 Holes) 
(2 Places) 
<4 .129*.002 
[3.28+0.05] 
Optional Cutout Cutout for Rear Mount 
and Short Latching Blocks 
Shell Size Mounting Method Dimensions 
(No. of Front/Rear ——_—With/Without A B C 0 E F G H* i K 
Contact Pos) Panel Floating Bushing 
With 906 .453 .545 .273 .088 .382 .662 
ED 23.01 11.51 1384 693 2.24 97 16.81 983 
Without 874 437 .513 .257  .120 .350 630 2.11 
1 984 492 22.2 11.1 13.03 653 3.05 8.89 16 
(9) With 24.99 125 .838 .419 .481 .241 088 .332 .662 
nee : 21.29 1064 12.22 6.12 2.24 843 1681 439 
Without 806 .403 .449 .225 .120* .300 .630 3.35 
20.47 10.24 11.4 5.72 3.05 7.62 16 
With 1.234 .617 .545 .273 .088 .735 .662 
Font 31.34 15.67 13.84 693 2.24 1867 16.81 983 
Without 1.202 :601 .513 .257 120 .673 630 2.11 
2 1.312 .656 3053 15.27 1303 653 3.05 17.09 16 
(15) With 33.32 16.66 1.166 .583 .481 .241 .088 .655 .662 
ae 29.62 1481 1222 612 2.24 1664 1681 439 
Without 1.134 567 .449 .225 .120** .623 .630 3.35 
9 288 144 +114 +572 3.05 1582 16 
With 1.775 .888 .545 .273 .088 1.247 .662 
Front 45.09 22.56 13.84 6.93 2.24 31.67 16.81 983 
Without 1.743 872 513 .257 120 1.215 .630 2:11 
3 eo 1.852 .926 44.27 22.15 1303 653 3.05 3086 16 
(25) With 47.04 23.52 1.706 .853 .481 .241 088 1.197 .662 
Rear 43.33 21.67 12.22 6.12 2.24 30.4 16.81 439 
Without 1.674 .837 .449 .225 .120*%* 1.165 .630 3.35 
42.52 21.26 11.4 5.72 3.05 2959 16 
With 2.423 1.212 .545 .273 .088 1.895 .662 
= 61.17 30.78 13.84 6.93 2.24 4813 1681 993 
Without 2.391 1.196 .513 .257 120 1.863 .630 2.11 
4 2.500 1.250 60.73 30.38 13.03 6.53 3.05 47.32 16 
(37) With 63.5 31.75 2.354 1.177 .481 .241 088 1.845 .662 
Riser 59.79 299 12.22 6.12 2.24 46.86 1681 439 
Without 2.326 1.163 .449 .225 .120*%* 1.813 .630 3.35 
59.08 29.54 114 5.72 3.05 46.05 16 
With 2.329 1.165 .655 .328 .088 1.800 .772 
Front 59.16 29.59 1664 833 2.24 45.72 1961 og3 
Without 2.297 1.149 623 .312 120 1.768 .740 2.11 
5 2.406 1.203 5834 29.18 15.82 7.92 3.05 4491 188 
(50) With 61.11 3056 2.250 1.125 .587 .294 .088 1.740 .772 
Rear 57.15 2858 14.91 7.47 2.24 44.2 1961 439 
Without 2.218 1.109 .555 .278 .120* 1.718 .740 3.35 
Y 56.34 2817 141 7.06 3.05 4364 188 


*Panel cutout configuration with H and J dimensions provides clearance for mounting connectors with cable clamp assemblies. 


**G dimension is .190 + .002 [4.83 + 0.05] when posted connectors with fixed female screwlocks are rear-panel mounted. 
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Accessories 


AMP-LATCH 
Connector Savers 


AMP-LATCH Connector 
Savers are throw-away 
subminiature D adapters 
designed to save wear of 
connectors that are used in 
applications requiring a 
high cycle life, such as test 
equipment. 


Material and Finish: 

Front Metal Shelt-Steel; Tin plated 
Housing-Black Thermoplastic, 
94V-0 Rated 


Cover-Black Thermoplastic, 
94V-0 Rated; Nickel plated (Metal-Shell 
Versions), unplated (AlFPlastic Versions) 


Hardware-Steel; Zinc plated 


Contacts—Phosphor Bronze; duplex 
plated .000030 [0.00076] gold on mating 
end, .000100-.000200 [0.00254- 
0.00508] bright tin or bright tin-lead on 
termination end, with entire contact 
underplated .000050 [0.00127] nickel 


Reference Information: 

Applicable Specifications-page 5 

Cavity Identification-page 5 

Connectors used with: 
HDP-20 Metal-Shell-pages 6 thru 24 
HDP-20 All Plastic-pages 25 thru 39 
HDF-20 Metal-Shell-pages 40 & 41 
HDF-20 All-Plastic-pages 42 & 43 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 


Connector Saver 


Connector Part No. 
Saver ———— 
Style Without With 
Cover Cover 
Metal-Shell_747123-1__747122-1* 
Al-Plastic _747121-1 _747120-1* 


*Covers are nickel plated for metal-shell 


versions and unplated for all-plastic 

versions. 

Note: All parts are packaged 
unassembled. 


25 Positions (Metal-Shell) 


1.534 
[38.96] -109 


25 Conductor 
fi. Ribbon Cable 


Cover 


25 Conductor 
{~ Ribbon Cable 


[2.84] .509 
Typ. [12.93] 
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Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


.820 
[20.83] 
' 
Receptacle 
With Cover 
-509 
[12.93] 


“Plug 


100 
Max 
Receptacle — (eeu 
Without Cover 
— 
820 
[20.83] 
£ Plug 
Receptacle~ 
With Cover 
-509 
[12.93] 
| 100 
Plug - 54] Max 
Receptacle 
Without Cover 
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Accessories 


AMP-LATCH 
Plug/Receptacle 
Adapters 
(Metal-Shell) 


AMP-LATCH Plug/ 
Receptacle Adapters pro- 
vide a quick and easy 
method of changing the 
gender of plugs and 
receptacles. 


Material and Finish: 

Front Metal Shell-Steel; Tin plated 
Housing-Black Thermoplastic, 
94V-O Rated 

Cover-Black Thermoplastic, 

94V-0 Rated; Nickel plated 


Hardware—Steel; Zinc plated 


Contacts-Phosphor Bronze; duplex 
plated .000030 [0.00076] gold on mating 
end, .000100-.000200 [0.00254- 
0.00508] bright tin or bright tin-lead on 
termination end, with entire contact 
underplated .000050 [0.00127] nickel 


Reference Information: 
Applicable Specifications—page 5 
Cavity Identification-page 5 
Connectors used with (Metal-Shell): 
HDP-20-pages 6 thru 24 
HDF-20-pages 40 & 41 
HDE-20-pages 48 & 49 


Adapter 
Part No. 


Without 
Cover 


747118-1 


Adapter 
Configuration With 


Cover 


Plug 747117-1 


Assembly 


Receptacle 
Assembly 


Note: All parts are packaged 
unassembled. 


747114-1  747112-1 
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25 Positions (Plug Assembly) 


1 
eerees terete oe 


Orr trerreeee 


I 
J 


KO; 


25 Conductor 
Ribbon Cable 


.230 
U3 a4) TYP 


25 Positions (Receptacle Assembly) 


1.511 


[38.38] 


Cover / 
(See chart.) 4 


25 Conductor 
Ribbon Cable 


243 
(6.17) TYP 


{59.44} 


4-40 Female a. = 


Screwlocks (4) 


4-40 Female 
_— Screwlocks (4) 


— 


.820 
(20.83) 
Plug 
Plug 
With Cover 
—S 
.509 
{12.93} 
-100 
cus (254) 
Plug Max 
Without Cover 


Receptacle 


Receptacle — 
With Cover 


Receptacle PS aa 
Receptacle Max 
Without Cover 
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AMP-LATCH 
Plug/Receptacle 
Adapters 
(All-Plastic) 


Material and Finish: 
Housing & Cover—Black Thermoplastic, 
94V-O0 Rated 


Hardware-Steel; Zinc plated 
Contacts—Phosphor Bronze; duplex 


plated .000030 [0.00076] gold on mating 


end, .000100-.000200 [0.00254- 
0.00508] bright tin or bright tin-lead on 
termination end, with entire contact 
underplated .000050 [0.00127] nickel 


Reference Information: 
Applicable Specifications-page 5 
Cavity Identification—page 5 
Connectors used with (All-Plastic): 
HDP-20-pages 25 thru 39 
HDF-20-pages 42 & 43 
HDE-20-pages 50 & 51 


Adapter 
Adapter Part No 


Configuration Without. With 


Cover Cover 


Plug : e 
‘Assembly 747116-1 747115-1 


Receptacle 


Assembly 747113-1 


747119-1 


Note: All parts are packaged 
unassembled. 


Dimensioning: 


All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 


25 Positions (Plug Assembly) 


1.534 


329 
(8.36) 
Saf 

509 820 


| 7 


"(2 84] TYP Plug | 
Plug 


25 Conductor -230 
Ribbon Cable 


With Cover 
4-40 Female 
Screwlocks (4) 
—— 
(12.931 
Cover 
(See chart.) 
sane 
-100 
Plug (2.54) 
Plug Mee 
Without Cover 


1.511 
311 
ees 
= | ah 
@@+++t+ treet tte 509 .820 
OO stot hE (12.93] [20.83] 
112 
Typ. 
H ee Receptacle 
[53.09] 
Receptacle 
25 Conductor 243 +. 
Ribbon Cable (6.17) ‘YP 
With Cover 
4-40 Female 


Screwlocks (4) 


Receptacle 


Receptacle 


Without Cover 
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Accessories 


Straight/45° Exit 
Cable Clamp Assemblies 
(One Piece) 


Straight/45° Exit Cable 
Clamp Assemblies can be 
used on either a plug or 
receptacle and will not 
interfere with commonly 
used hardware, such as 
Male Screw Retainers, 
Female Screwlocks or 
Spring Latches and Latch- 
ing Blocks. Their hinged 
construction allows easy 
assembly to a harness. 
Also, the straight or 45° 
angle of cable exit is a- 
chieved by merely position- 
ing the Cable Support Gate 
for the desired angle prior 
to installing the assembly 
onto the plug or receptacle. 


Cable clamp assemblies 
are available in kits with 
appropriate hardware for 
convenient plug/receptacle 
mating. See page 71 for kits 
with Male Screw Retainers 
and for kits with Spring 
Latches and Latch Blocks. 


Material and Finish: 
Cable Clamp Housing-Black Thermo- 
plastic, textured finish 


Gates-Black Thermoplastic 


Pan Head Screws, 6-32 Set Screw 

and 6-32 Square Nut-Zinc plated Steel 

Reference Information: 

Applicable Specifications-page 5 

Connectors used with (Metal-Shell): 
HDP-20-pages 6 & 7 

Other Accessory Capabilities: 
Male Screw Retainers—page 86 
Female Screwlocks-page 87 
Locking Post Assemblies—-page 88 
Slide Latch Assemblies-page 89 
Spring Latch (One Piece)-page 90 
Latching Blocks-pages 92 & 93 
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6-32 x 2 [12.7] 
Slotted Set Screw, 6-32 Square Nut 


Adjustment Cable Opening 
(Max. Dia.) 


For Shell Sizes 
3, 4.and 5 Only 


Pe 


Cross Recessed 

Pan Head Screw, ~ 
Self-Tapping 
(See Note 2.) 


HDP-20 
Plug or 
Receptacle 
(Ref.) x 


Short Cable Clamp Assembly Shown 


Shell Size Short Cable Clamp Assembl 
ae Cable ort Cable Clamp Assembly Standard Cable Clamp Assembly 
contact A Dimensions "i Dia Part No Part No eel 
Pas) 8 C (Max) Individual Bulk Packed* individual Bulk Packed* 
1 750.620 1.625.  .256 
(9) 19.05 15.75 = 41.28 65 a : a 
580 1.250  .320 
" 107g 000 tame bite Bis -20BaeS+ 206393-3 - - 
15) 27.25 15.75 — Sai at ee 
: —- ee 22 - - 205730-1 —-205730-3 
580 1.250 420 = ra ry 
4 1.615 620 i473 SiTS ioe? 206390-1 206390-3 = = 
25 41.02 15.75 eae a = > ene as 
= — ee = = 205718-1 205718-4 
4 2.263 620 1.625 .490 : a aa aaa” | 
(37) 57.48 15.75 41.28 12.45 nde Tian SOR MSinls | | e0Siate 
5 2.168  .730 1.625  .600 
(60) 55.07 __ 18.54 = 41.28 15.24 = a 205732"1 205792-3 


*Each part is individually bulk packed for multiple assembly orders. 
Notes: 1. All parts are packaged unassembled. 
2. Quantity of cross recessed pan head screws supplied with cable clamp assembly varies with shell size. 
3. Cable clamp assemblies are available in kits with male screw retainers and with spring latches and latching blocks (page 7 1) 
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Dimensioning: 

All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 
Chart contains dimensions in inches over 
millimetres. 


. ° * ' . 
Straight/ 45° Exit Cable Clamp Assembly Kits Shell Size Short Cable Clamp Assembly Standard Cable Clamp Assembly 
with Male Screw Retainers te Kit No Kit No 
Pos} Individual Bulk Packed* Individual Bulk Packed* 

Reference Information: @) = — 206478-1 2-206478-0 
Applicable Specifications-page 5 Cable Clamp 
Connectors used with (Metal-Shell): Assembly a 1-206478-1 2-206478-5 206478-2 2-206478-1 

HDP-20-pages 6 & 7 «~~ (See Note 3) 


HDP-20 Plug or Receptacle es 1-206478-2 2-206478-6 206478-3 2-206478-2 
(Shown for Ref. only) 
(an = — 206478-4 2-206478-3 
HDP-20 Plug or Receptacle 5 = ; ; : 
(Shown for Ref. only) (50) = 206478-5 2-206478-4 


*Each part is individually bulk packed for multiple kit orders. 
Notes: 1. All parts are packaged unassembled. 
2. Each kit is comprised of a cable clamp assembly and male 
screw retainer hardware (2 each). Male screw retainers are also 
available in kit form, see page 86. 
3. For ordering cable clamp assemblies separately, refer to 
page 70. 


NI 


Se 
Female Screwlock R an 
Retaining 


(Order separately, 4 
Clip Male Screw 
see page 87,) Retainer 
Male (See Note 2) 
Screw 


Straight/45° Exit Cable Clamp Assembly Kits 
with One-Piece Spring Latch and Latching Blocks 


Reference Information: 

Applicable Specifications-page 5 

Connectors used with (Metal-Shell): 
HDP-20-pages 6 & 7 


One-Piece 
Spring Latch 
(See Note 2) 


HDP-20 Plug or Receptacle 
(shown for Ref. only) 


Cable Clamp 
Assembly 
(See Note 3) 


Shell Size Short Cable Clamp Assembly 
(No. of —_ Kit No : 
Contact with with Spring Latch 
Pos) Spring Latch and Latching Blocks 
Latching Block Fl 
(See Note 2) (9) 745008-1 745005-1 
is 745008-2 745005-2 
Slotted os) 745008-3 745005-3 
Pan Head Screw —————» rin = = % a 
Metric [M3] en ————745008-4 745005-4 
60) 745008-5 745005-5 


Notes: 1. All parts are packaged unassembled. 


2. Each kit is comprised of a cable clamp assembly 
and a one-piece spring latch or combination 
spring latch and latching blocks (2 each) with 
slotted pan head metric [M3] screws. One-piece 
spring latches and latching blocks with slotted 
pan head metric screws [M3] may be purchased 
separately, see pages 90, 92 and 93. 


3. For ordering cable clamp assemblies separately, 
refer to page 70. 
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Accessories 


Straight/90° Exit 
Cable Clamp Assemblies 
(One Piece) 


Straight/90° Exit Cable 
Clamp Assemblies can be 
used on either a plug or 
receptacle and will not 
interfere with commonly 
used hardware, such as 
Male Screw Retainers, 
Female Screwlocks or 
Spring Latches and Latch- 
ing Blocks. Their hinged 
construction allows easy 
assembly to a harness. 
Also, cable openings are 
provided for straight and 
90° cable exit. The spe- 
cific angle of cable exit 

is achieved by removing 
the Blank Gate from the 
desired opening, position- 
ing the cable through the 
opening and inserting the 
proper Cable Support Gate 
for the cable diameter of 
the connector. Sufficient 
Cable Support Gates are 
supplied with each cable 
clamp assembly to achieve 
adjustable clamping over a 
wide range of cable dia- 
meters. The Cable Support 
Gates also are interchange- 
able for both the straight 
and 90° cable exit 
openings. 


Cable clamp assemblies 
are available in kits with 
appropriate hardware for 
convenient plug/receptacle 
mating. See page 73 for 
kits with Male Screw Re- 
tainers and for kits with 
Spring Latches and Latch- 
ing Blocks. 


Material and Finish: 
Cable Clamp Housing-Black Thermo- 
plastic, textured finish 


Gates-Black Thermoplastic 


Flat Head Screws-Black Zinc plated 
Steel 


Reference Information: 

Applicable Specifications-page 5 

Connectors used with (Metal-Shell): 
HDP-20-pages 6 & 7 

Other Accessory Capabilities: 
Male Screw Retainers—page 86 
Female Screwlocks-page 87 
Locking Post Assemblies-page 88 
Slide Latch Assemblies-page 89 
Spring Latch (One Piece)-page 90 
Latching Blocks-pages 92 & 93 
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Straight Cable =Z Le Blank Gate 


Exit Opening 
Flathead Screw 
(3 Supplied) | 
Self-Tapping Cabl 
ie 
Support ~ 
Gate 
Cable Clamp 
Housing 
90° Cable * 
Exit 
Opening 
HDP-20 1.700 
Plug or 43.18 
Receptacle 8) 
(Ref.) 5S 
—s Dimensions Cable Dia (Max) Cable Clamp Assembly Part No, 
A B Cc Straight Cable Exit 90° Cable Exit Individual Bulk Packed* 
Contact Pos.) 
1 755 .620 .620 .250 .250 
Q) 19.18 15.75 15.75 6.35 635 Se Le 
2 1.073 .620 .620 .325 1325 
(15) 27.25 15.75 15.75 8.26 (7s mo le i 
3 1.615 .620 .750 .500 .500 aes 
(25) 41.02 15.75 19.05 12.7 12.7 OLSEN SASS 
4 2.263 .620 .750 675 .500 
(37) 57.48 15.75 19.05 A715 oie SOREN ISS 
5 2.173 .730 .860 .500 .500 
(50) 55.19 18.54 21.84 12.7 12.7 c0raS 20ST ee 


*Each part is individually bulk packed for multiple assembly orders. 
Notes: 1. All parts are packaged unassembled. 
2. Cable diameter is adjustable by changing cable support gates. Use the flat side of cable support gates for discrete wire, 
and the semi-circle side for jacketed cable. 
3. Cable clamp assemblies are available in kits with male screw retainers and with spring latches and latching blocks 
(page 73). 


Typical Cable Support Gate 
(Supplied with Cable Clamp 
Assemblies) 
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Straight/90° Exit Cable Clamp Assembly Kits 
with Male Screw Retainers 


Reference Information: Pech ae 
Applicable Specifications—page 5 ee ees a 
Connectors used with (Metal-Shell): 


HDP-20-pages 6 & 7 


HDP-20 Plug or Receptacle 
(Shown for Ref. only) 


ss 


Female Screwlock 
(Order separately, 


see page 87.) Male 
Screw 
Straight/90° Exit Cable Clamp Assembly Kits 7 
with One-Piece Spring Latch and Latching Blocks Z 
Reference Information: | 
Applicable Specifications-page 5 


Connectors used with (Metal-Shell): 
HDP-20-pages 6 & 7 


One-Piece 
Spring Latch 
(See Note 2) 


HDP-20 Plug or Receptacle 
(Shown for Ref. only) 


HDP-20 Plug or Receptacle 
(Shown for Ref. only) 


___Latching Block 
ae (See Note 2) 


ie 


SS 
Slotted 
Pan Head Screw————> 
Metric [M3] 
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Retaining Male Screw 
Clip Retainer 
(See Note 2) 


aunn@ 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 


millimetres. 
Shell Size Cable Clamp Assembly 
abe = Kit No. 
ontac| 
Pos.) Individual Bulk Packed* 
@) 207908-1 207908-2 
: : 
(15) ’ #2072084 207908-5 
3 
(25) 207908-7 2OCS0E : 
4 
; (37) 1-207908-0 1-207908-1 
5 
(60) 1-207908-3 1-207908-4 


*Each part is individually bulk packed for multiple 
kit orders. 
Notes: 1. All parts are packaged unassembled. 

2. Each kit is comprised of a cable clamp 
assembly and male screw retainer hard- 
ware (2 each). Male screw retainers are 
also available in kit form, see page 86. 

3. For ordering cable clamp assemblies 
separately, refer to page 72. 


‘Cable Clamp 
Assembly 
(See Note 3) 


Shell Size Short Cable Clamp Assembly 
(Noof KEN 
Contact with with Spring Latch 
Pos} Spring Latch and Latching Blocks 
1 
9 745009-1 _ 745006-1 
2 
(18) ; _TRDDOS 2 = fABOO RS 
3 
25) 745009-3 a 745006-3_ 
4 
(37) STASOOS 7 ee ta 
5 
(50) 745009-5 745006-5 


Notes: 1. All parts are packaged unassembled. 


2. Each kit is comprised of a cable clamp 
assembly and a one-piece spring latch 
or combination spring latch and latching 
blocks (2 each) with slotted pan head 
metric [M3] screws . One-piece spring 
latches and latching blocks with slotted 
pan head metric [M3] screws may be 
purchased separately, see pages 90, 92 
and 93. 


3. For ordering cable clamp assemblies 
separately, refer to page 72 
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Accessories 


Straight/90° Exit 
Cable Clamp Assemblies 
(Three Piece) 


Material: Black Thermoplastic 


Female 
Panel 


Male 
Panel 


Yoke 


.066 
{1.68] 


Cable Clamp Assembly 
for Straight Cable Exit 


Cable Opening, 
without Gate 
(Max. Dia.) 


Male 
Z Panel 


Female 
Panel 


Ca Pointer* 


*Pointer indicates slots on Female Panel are to be 
used for disassembly with screwdriver. 


Straight/90° Exit Cable 
Clamp Assemblies can be 
used on a plug or recep- 
tacle and will not interfere 
with commonly used mat- 
ing hardware. Their three- 
piece construction allows 
easy assembly to a cable 
harness. Also, the same 
cable clamp components 
are used for both straight 
and 90° cable exit applica- 
tions. This is accomplished 
by simply positioning the 
Male and Female Panels 
on the Yoke for the desired 
angle. 


Reference Information: 
Applicable Specifications—page 5 
Connectors used with: 
HDP-20 Metal-Shell-pages 6 & 7 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 
Other Accessory Capabilities: 
Male Screw Retainers-page 86 
Female Screwlocks—page 87 
Locking Post Assemblies—page 88 
Slide Latch Assemblies-page 89 
Latching Blocks—-pages 92 & 93 


Typical Cable Support Gate 
(Supplied with Cable Clamp 
Assemblies) 
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Cable Opening, 
without Gate 
(Max. Dia.) 


B 
HDP-20 or 
HDP-20 o1 
HDE-20 Plug HDE-20 Plug 
or Receptacle or Receptacle 
(Ref,) > if (Ref,) 
Yoke —“ 06 
(1.68) 
Cable Clamp Assembly 
for 90° Cable Exit 
4 _ Cable Clamp Dimensions - __ Cable Clamp Assembly KitNo. 
Contact Pos) ——_—_"onfiguration A 8 (Max) Individual Bulk Packed* 
Straight 1.906 1.672 
Ss al == a a 745306-1 745306-2 
(25) 90° Exit 2.066 1.396 
52.48 _ 35.46 
Straight 2.424 1. 820 
4 xit 61.57 E .750 
745311-1 745311-2 
(37) 90° Exit 2.638 1.596 19.05 
67.01 40.54 


*Each part is individually bulk packed for multiple kit orders. 
Notes: 1. All parts are packaged unassembled. 


2. Each cable clamp assembly includes a yoke, male panel, female panel and four cable support gates. The cable diameter is 


adjustable by changing the cable support gates. 


Straight Cable Exit 
Application 
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90° Cable Exit 
Application 


Slide-On Back Covers 


Material: Black Thermoplastic 


Reference Information: 
Applicable Specifications—page 5 
Connectors used with: 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 
Other Accessory Capabilities: 


RFI/EMI Metal Shields (Straight & 90° 


Exit)}-pages 80 & 81 
Male Screw Retainers-page 86 
Female Screwlocks-page 87 
Locking Post Assemblies-page 88 
Slide Latch Assemblies-page 89 
Latching Blocks-pages 92 & 93 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 
millimetres. 


HDE-20 
Plug or 
Receptacle 


Cover Halves 
Latch Here and 
on Opposite 


Back Cover Half 
(See Note 2.) 
a = = 
poet SS Le hoe x 
Cece an: 
436 A 
A L (11.07] 
Shell Size For Plug Assemblies For Receptacle Assemblies Back Cover Kit No. 
(No. of Dimensions Dimensions ~ 7 
Contact Pos) A B A B Individual Bulk Packed 
1 610 937 610 902 
(9) 15.49 23.8 15.49 22.91 745530-1 745530-5 
2 .934 .937 .934 .902 
(15) 23.72 23.8 23.72 22.91 745530-2 745530-6 
3 1.482 937 1.482 .902 
(25) 37.64 23.8 37.64 32.91 748530-3 745530-7 
4 2.134 .937 2.134 .902 
(37) 54.2 23.8 54.2 22.91 745530-4 745530-8 


*Each part is individually bulk packed for multiple kit orders. 
Notes: 1. All parts are packaged unassembled. 
2. Each slide-on back cover kit includes two identical cover halves which snap together over the connector. 
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Accessories 


Straight Exit Low Profile 
Cable Clamp Assemblies 
for Jacketed Cable 

(Two Piece) 


Straight Exit Low Profile 
Cable Clamp Assemblies 
feature a two-piece con- 
struction which allows the 
two cover halves to be 
snapped together, no hard- 
ware is required for assem- 
bly. They can be used on 
HDE-20 metal-shell and all- 
plastic plugs or receptacles 
and will not interfere with 
commonly used mating 
hardware. Sufficient Cable 
Support Gates are supplied 
with each cable clamp 
assembly kit to achieve 
adjustable clamping over a 
wide range of jacketed 
cable diameters. 


Material: Black Thermoplastic 


Reference Information: 
Applicable Specifications—page 5 
Connectors used with: 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 
Other Accessory Capabilities: 
Male Screw Retainers-page 86 
Female Screwlocks-page 87 
Locking Post Assemblies-page 88 
Slide Latch Assemblies-page 89 
Latching Blocks—pages 92 & 93 
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H 


F Cover 


DE-20 Plug or 


Receptacle (Ref.) 


Cable Support Gate 
(See Note 3.) 


M Cover 


; Dimensions ¥ 
“ino 7 : B - ‘Cable Clamp Assembly Kit No. 
Contact Pos.) A When used When used on (Max,) Individual Bulk Packed* 
on Plug Receptacle 
1 732 1.582 1.533 330 
(9) 18.59 40.18 38.94 8.38 GOSHE OPA 
2 1.056 1.582 1.533 425 
__(15) 26.82 40.18 38.94 10.8 HASCos Ts APAGS 
3 1.604 1.700 1.651 .550 
(25) 40.74 43.18 41.94 13.97 EAROEO TABROOe 


*Each part is individually bulk packed for multiple kit orders. 
Notes: 1. All parts are packaged unassembled. 
2. Each kit is comprised of two cover halves (F and M) and an assortment of cable support gates. 


3. Cable support gate must be used as shown for small diameter cable. 
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90° Exit Low Profile 
Cable Clamp Assemblies 
for Jacketed Cable 

(Two Piece) 


The 90° Low Profile Cable 
Clamp Assembly features a 
two-piece construction and 
the same snap-together 
design as the straight exit 
version shown on page 76. 
It also can be used on an 
HDE-20 metal-shell or all- 
plastic plug or receptacle 
and will not interfere with 
commonly used mating 
hardware. The design of 
the Cable Support Gate 
Latch allows the latch to 
accommodate a specific 
range of jacketed cable 
diameters. Several sizes of 
latches are supplied with 
each cable clamp assem- 
bly kit to achieve adjustable 
clamping over a wide range 
of cable diameters. 


Material: Black Thermoplastic 


Reference Information: 
Applicable Specifications—page 5 
Connectors used with: 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 
Other Accessory Capabilities: 
Male Screw Retainers-page 86 
Female Screwlocks-page 87 
Locking Post Assemblies-page 88 
Slide Latch Assemblies-page 89 
Latching Blocks-pages 92 & 93 


HDE-20 Plug 
or Receptacle (Ref.) 


Shell Size Dimension A Cable 
(No. of ia, 

Contact Pos.) When used on Plug When used on Receptacle (Max) 

1 1.290 1.241 -330 

(9) 32.77 31.52 8.38 


*Each part is individually bulk packed for multiple kit orders. 
Notes: 1. All parts are packaged unassembled. 


732 
[18.59] 


Dimensioning: 

All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 
Charts contain dimensions in inches over 
millimetres. 


Cable Support 
Gate Latch 


Cable Clamp Assembly Kit No. 
Individual Bulk Packed* 
745550-1 745550-2 


2. Each kit is comprised of a cover half and an assortment of cable support gate latches. 
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Accessories 


Straight/90° Exit 
Cable Clamp Assemblies 
(Two Piece) 


Material and Finish: 
Cable Clamp Housing—Gray 
Thermoplastic 


Saddle Washers & 4-40 Mounting 
Screws-Zinc Plated Steel 


4-40 Housing Screws & Hex Nuts- 
Steel 


Reference Information: 
Applicable Specifications—page 5 
Connectors used with: 
HDP-20 Metal-Shell-pages 6 & 7 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 
Other Accessory Capabilities: 
Slide-On Back Covers-page 75 
Spring Latch (Two-Piece)—page 90 
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Cable Opening 
(Max. Dia.) 


Internal Cable 
Tie Openings 
(See Note 2.) 


External Cable 
Cable Clamp ~ Tie Openings 
Housing (See Note 2.) 
(Two Piece) 
4-40 Hex Nut 
4-40 Mounting Screw (2 Supplied) 
(2 Supplied) 4-40 Housing Screw 
(2 Supplied) 
Saddle Washer 
(2 Supplied) 
HDE-20 Plug 
E or Receptacle 
(Ref.) 
HDP-20 or HDE-20 


Plug or Receptacle 
(Shown for Ref. only) 


HDP-20 or HDE-20 
Plug or Receptacle 
(Shown for Ref. only) 


Female Screwlock 
(Order separately, 
see page 87.) 


Typical Application of Two-Piece Straight/90° Exit Cable Clamp Assembly 


aie ” Dimensions = Cable Clamp Assembly Part No. 
Contact Pos} A 8 C D E F (Max) Individual Bulk Packed* 
2 1.115 1.312 1.550 .826 500 .620 .350 
(15) 2832 33.32 3937 2098 127 ~# 15.75 8.89 206471-1 206471-2 
1335 
3 1.655 1.852 2.090 826 500 .620 8.51 nell Bupa ere 
(25) 42.04 47.04 5309 2098 127 15.75 “460 
repens 745134-1 745134-2 
4 2.302 2.500 2.738 .826 .500 620 675 
(37) 58.47 635 6955 2098 127 1575 7.15 745081-1 745081-2 
5 2.208 2.406 2.644 .938 .612 .732 775 
(50) 56.08 61.11 67.16 2383 15.54 i859 19.69 745082-1 745082-2 


*Each part is individually bulk packed for multiple assembly orders. 
Notes: 1. All parts are packaged unassembled. 


2. Straight or 90° cable exit is achieved by inserting AMP-TY Cable Ties through cable tie openings and clamping the cable to 
one housing half only. 
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Straight Exit Dataphone 
Cable Clamp Assembly 
(Two Piece) 


Material and Finish: 

Cable Clamp Housing—Black Thermo- 

plastic 

4-40 Fillister Head Screws & Hex 

Nuts-—Clear Zinc plated Steel 

Jackscrews-Black Zinc plated Steel 

Reference Information: 

Applicable Specifications—page 5 

Connectors used with (Metal-Shell): 
HDP-20-pages 6 & 7 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


millimetres. 


D Max. Dia. 
(Cable Opening- 
without Gate) 


ch 


Metal Shell ~———- —-—-—- tai ss 


= | | 
HDP-20 4.40 Filister Head (4.45) Max be 0 
Plug or Receptacle —~ Screw and Hex Nut My 6] 
(Ref.) (2 Each, Supplied) ae 


Metal-Shell HDP-20 
Plug or Receptacle 
(Shown for Ref. only) 


Female Screwlock 
(Order separately, 


E Max. Dia. 
(Cable Opening 
with Gate) 


Jackscrew 
(2 Supplied) 


Cable Clamp 
Housing 
(Two Piece) 


see page 87.) 
Shell Size Dimensions D Max. E Max. Cable Gate Thread Cable Clamp 
(No. of Cable Dia. Cable Dia. Identification* Size Assembly 
Contact Pos) A 8 c (without Gate) (with Gate} Kit No. 
-200 
5.08 ee 
.260 M3 
66 2B (Metric) 745122-1 
.320 56 
2 1.312 1.312 1.575 .400 a AS Seer . 
(15) 33.32 33.32 40 10.16 .200 "i 
5.08 a 
.260 
ee 4-40 745122-2 
320 
= a caaiat : je = 
250 
i eee 
340 M3 
bea iB’ (Metric) 745121-1 
420 - 
3 1.421 1.852 2.115 .500 10.67 ee —— —a 
(25) 36.09 47.04 53.72 12.7 "250 ‘ 
6.35 oe 
.340 
sea SB 4-40 745121-2 
.420 
10.67 3c 


*Molded-in identification (as shown in chart above) is provided on cable support gates to facilitate proper selection with regards to 


shell size and maximum acceptable cable diameter. 
Notes: 1. All parts are packaged unassembled. 
2. Cable diameter is adjustable by changing cable support gates. 
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Accessories 


Straight Exit 
RFI/EMI SHIELDS 
for Jacketed Cable 
(Two Piece) 


This RFI/EMI shield allows 
cable to be fully prepared 
and terminated to the con- 
nector before the shield is 
installed. During installation, 
the shield of the jacketed 
cable is folded back and 
compressed into the cable 
opening of the RFI/EMI 
shield. For greater cable 
support and/or shielding 
effectiveness, splitring and 
crimp ferrules are available 
(pages 82 and 83). 


Material and Finish: 
Metal Shield—Zinc Alloy, plated Bright 
Nickel over Bright Copper 
Metal Plated Plastic Shield-Thermo- 
plastic; fully plated or selectively plated 
(inside only) Bright Nickel over Bright 
Copper 
Fillister Head Screws-Stainless Steel 
Saddle Washers, Screws & Hex Nuts— 
Zinc plated Steel 
Reference Information: 
Applicable Specifications—page 5 
Connectors used with (Metal-Shell): 
HDP-20 (Tin plated only)-pages 6 & 7 
HDE-20 (Tin plated only)-pages 48 
&49 
Other Accessory Capabilities: 
Slide-On Back Covers-page 75 
Spring Latch (Two-Piece)-page 90 
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Cable Opening 
(Max. Dia.) 


4-40 Fillister Head a " 
Screws and Hex Nuts Shield 
(2 Each, Supplied) ~ (Two Piece) 
4-40 Saddle Screw 
£.015 (2 Supplied) 
C (+038) 
Saddle Washer 
= ~ (2 Supplied) 
Saddle Washer 
4-40 Jackscrew Kit Nos.: = 
747245-1 (2 per package) 
747245-2 (bulk packed)* HDP-20 or HDE-20 
Plug or Receptacle 
(Ref.) 
: Metal-Plated Plastic 
Shell Size Dimensions Cable _ Metal Shield Assembly Part No. 
é Laer A a C D E Dia. Shield Assembly Fully Selectively 
‘ontact Pos. A : 
} (ax ois Plated Plated 
:200 745171-2 74 
ris : 5854-5 747264-5 
1 1.215 .984 1.910 .550 .620  .250 
Q) 30.86 2499 4851 1397 1575 635 745171-1 745854-3 747264-3 
he 745171-5 745854-1 747264-1 
an 745172-3 747099-7 747265-7 
:300 745172-2 747099-5 747265-5 
i 1.545 1312 1.910 620 .620 7.62 : 
( f : 48.51 15.75 15.75 
ri 745172-1 747099-3 747265-3 
a, 1-745172-3 747099-1 747265-1 
mak; 745173-5 745833-9 747266-9 
ery 745173-4 745833-7 747266-7 
3 2.090 1.852 1.920 .680 .620 .430 
(25) 53.09 47.04 4877 17.27 15.75 10.92 745173°3 745833-5 747266-5 
Peed 745173-2 745833-3 747266-3 
oe 745173-1 745833-1 747266-1 
a 745174-5 747100-9 747267-9 
ane 745174-4 747100-7 747267-7 
4 2.738 2.500 1.920 .800 .620  .500 
(37) 6955 635 4877 2032 i575 127 745174-3 7471005 7A7267-5 
a 745174-2 747100-3 747267-3 
Pr sre 745174-1 747100-1 747267-1 
ts 745175-6 1-747098-1 1-747268-1 
Rear 745175-5 747098-9 747268-9 
2525 745175-4 747098-7 747268 
5 2.644 2.406 1.920 .900 .730 _ 13.34 a 
(50) 67.16 61.11 4877 2286 1854 — 600 
Ey 745175-3 747098-5 747268-5 
Fis 745175-2 747098-3 747268-3 
atee. 745175-1 747098-1 747268-1 


2. Jackscrews must be purchased separately. 
3. Split-ring and crimp ferrules are shown on pages 82 and 83. 


*Each part is individually bulk packed for multiple kit orders. 
Notes: 1. All parts are packaged unassembled. 
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90° Exit RFI/EMI 
Metal Shields for 
Jacketed Cable 
(Two Piece) 


This RFI/EMI shield allows 
cable to be fully prepared 
and terminated to the con- 
nector before the shield is 
installed. During installation, 
the shield of the jacketed 
cable is folded back and 
compressed into the cable 
opening of the RFI/EMI 
shield. For greater cable 
support and/or shielding 
effectiveness, splitring and 
crimp ferrules are available 
(pages 82 and 83). 


Material and Finish: 
Metal Shield—Zinc Alloy, plated Bright 
Nickel over Bright Copper 


Pan Head Screws & Slide Latch 
Screws-Zinc plated Steel 
One-Piece Slide Latch-Zinc plated 
Steel 


Reference Information: 

Applicable Specifications—page 5 

Connectors used with (Metal-Shell): 
HDP-20 (Tin plated only)-pages 6 & 7 
HDE-20 (Tin plated only)-pages 48 

&49 

Other Accessory Capabilities: 

Slide-On Back Covers-page 75 


Dimensioning: 

All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 
Charts contain dimensions in inches over 
millimetres. 


Shield 
(Two Piece) 


629%:078 
[15.98+925] 


we. tL | 


be A (5038) - A 


Cable Opening 
4-40 Pan Head Screw —_ (Max. Dia.) 


(See Note 2, below) 


1.285 2.010 
[32.64 +025] 
Metal Shell 
HDP-20 or HDE-20 
Plug or Receptacle 

(Ref.) Nt One-Piece 
~ Slide Latch 


(See Note 2, el 
below) 


* 


<< 4-40 Slide Latch Screw 
(See Note 2 below) 


Shell Size 


(No. of a Dia. ad 
Contact Pos.) (Max. 

ree) 745652-4 
33 745652-2 
a 745652-1 
: : ree} 745653-5 
a 745653-4 
& 7 a 
Fig 745653-2 
aan 745653-1 


Notes: 1. All parts are packaged unassembled. 


2. Each kit is comprised of a two-piece shield with three pan head screws and a 
slide latch with two 4-40 slide latch screws. Slide latch assemblies may be 
purchased separately in kit form, see page 89. 


3. Split-ring and crimp ferrules are shown on pages 82 and 83. 
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Accessories 


Crimp Ferrules (for 
Braided Cable Shield) 


Material and Finish: 
Outer Ferrule—Copper, plated .000100 
[0.00254] min. Bright Tin 


Inner Ferrule—Brass, .023 [0.58] thick; 
plated .000050 [0.00127] Bright Tin over 
.000030 [0.00076] Bright Nickel 


Note: Crimp ferrules are for use with 
braided shields only. 


Split-Ring Ferrules 
(for Foil or Braided 
Cable Shield) 
Material: Aluminum 


Note: Split-ring ferrules cannot be used 
with outer and inner ferrules. Split- 
ring ferrule are suitable for both 
foil and braided shields. 
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700 + °20 


coe | 
pee | Fe 


Outer Ferrule 


Outer Ferrule 


AMP-O-LECTRIC Terminating Machine 
No. 565435-5, with Applicator 

No. 812407-1 and Die Set No. 813809-0 
(See page 83 for dash nos.) 


020 ' -002 
= =— 275, faeyacon 


Inner Ferrule 


Cable 
Jacket 


Inner Ferrule 


Flared Braid 
Conductors 

AMP Hand Tool No. 91239-0 (Dash nos. 
for the hand tool are the same as those 
listed in the chart (page 83) for the Hand 
Tool Die Sets.) 

Cable ‘ : 

Split-R Foil or Braid 
eeenet ie Ae (to be folded back 


-— over ferrule and 
/ ground wire) 


Conductors 
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Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


*For split-ring ferrules, Min. O.D. is .040 [1.02] smaller than Max. For inner and outer ferrules, Min. O.D. is .050 [1.27] smaller than Max. 
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Shell Size Cable Straight Exit Shield Kit No. 90° Exit Ferrule Part No. (See Note) Inner-Outer Ferrule Tooling No. 
(No. of Dia. Metal Metal-Plated Plastic Metal Shield Split Ring Crimp Ferrule Hand Tool Applicator 
Contact Pos.) (Max.)* : Fully Plated Selectively Plated -—‘Kit No. Ferrule Inner Outer Die Set Die Set 
-200 [5.08] 745171-2-745854-5 —«747264-5 = 745508-2 = = = = 
745171-5 -745854-1 747 264-1 = = 1-745129-8 745130-8 543013-2 813809-1 
©) 240 16-09) 745171-1 745854-3_747264-3 = 745508-3 —_1-745129-6 745130-8 543013-1 813809-1 
.280 [7.11] 745171-5—-745854-1 747 264-1 = = 3-745129-4 1-745130-6 —‘:1-543013-7 813809-7 
.370 [9.39] 745171-5  -745854-1 747 264-1 = 745508-6  1-745129-7 _—«*1-745130-0 543013-6 813809-5 
.225 [571] 7451723. 747099-7 = 747265-7 ~—-745652-4 745508-3 = = = = 
‘240 G00) 745172-1 747099-3.  747265-3 745652-2 = 1-745129-8 745130-8 543013-2 813809-1 
1-745172-3. _747099-1 747265-1 745652-1 — 2-745129-1 745130-8 543013-3 813809-1 
.280 [7.11] 1-745172-3 747099-1 747265-1 _745652-1 = 3-745129-2 1-745130-6 _—‘1-543013-6 813809-7 
(s) .300 [7.62] 745172-2 747099-5 747265-5 + 745652-3 745508-4 = = = = 
.350 [8.89] 1-745172-3. _747099-1 747265-1  745652-1 = 2-745129-0 745130-9 543013-4 — 813809-2 
.365 [9.27] 745172-1 747099-3  747265-3  745652-2 = 1-745129-7 _:1-745130-0 543013-6 813809-5 
.375 [9.52] 745172-1 747099-3  747265-3  745652-2 745508-6 — — = _ 
.430(10.92]  1-745172-3. _747099-1 747265-1 745652-1 745508-1 1-745129-9 —-1-745130-1 543013-7 813809-3 
.240 [6.09] 745173-3 7458335 7472665  745653-3 = 2-745129-1 745130-8 543013-3  813809-1 
mera) 7451735  745833-9 7472669  745653-5 745508-4 = = = = 
745173-3  -745833-5 7472665 —-745653-3 = 3-745129-21-745130-6 _—‘1-543013-6 813809-7 
745173-4 -745833-7 —«747266-7 ~—-745653-4 745508-5 = = = = 
3 .350 [8.89] 745173-3 7458335  747266-5 —-745653-3 = 2-745129-0 745130-9 543013-4  813809-2 
(25) 745173-1 745833-1 747266-1  745653-1 _ 2-745129-4 745130-9 543013-5 813809-2 
or 745173-3  745833-5 7472665  745653-3 745508-1 1-745129-9 —‘1-745130-1 543013-7 813809-3 
745173-1 745833-1 747266-1 _745653-1 = 2-745129-3._1-745130-1 543013-8  813809-3 
480 [12.29] 745173-2 7458333 7472663 745653-2 745508-8 = = = = 
.530 [13.46] 745173-1 745833-1 747266-1  745653-1 745508-9 2-745129-2 —-1-745130-2 _—‘1-543013-0 813809-4 
.240 [6.09] 745174-4 -747100-7 747 267-7 = = 2-745129-1 745130-8 543013-3 813809-1 
.280 [7.11] 745174-4 -747100-7 747 267-7 = = 3-745129-2 -1-745130-6 _—-1-543013-6 813809-7 
aso 745174-5  747100-9 —-747267-9 = 745508-5 = = = — 
745174-4. -747100-7 = 745267-7 = = 2-745129-0 745130-9 543013-4  813809-2 
€ 4 745174-4.-747100-7 ~—=—«747267-7 = 745508-1 1-745129-9 _‘1-745130-1 543013-7 813809-3 
Gn see tesd 745174-1 747100-1 747 267-1 = = 2-745129-7 ——-1-745130-1 543013-9 813809-3 
.500 [12.7] 745174-3.747100-5 = 747267-5 = 745508-8 = = = = 
.525 [13.33] 745174-1 747100-1 747 267-1 = = 2-745129-6 1-745130-2 —‘1-543013-1 813809-4 
575 [14.6] 745174-2 747100-3. += 747267-3 = 1-745508-0 = = = = 
.650 [16.51] 7451741 747100-1 747 267-1 = 1-745508-1 2-745129-5 —-1-745130-3 —-1-543013-3 813809-6 
.240 [6.09] 745175-6  1-745098-1 _1-747268-1 = = 1-745129-8 745130-8 543013-2 8*3800-1 
.350 [8.89] 745175-4 7450987 + 747268-7 = = 2-745129-4 745130-9 543013-5  813809-2 
.365 [9.27] 745175-6  1-745098-1 —_‘1-747268-1 = = 1-745129-7_1-745130-0 543013-6  813809-5 
.375 [9.52] 745175-6  1-745098-1_1-747268-1 = 745508-6 = = = = 
.430 [10.92] 745175-4 7450987 ~—_747268-7 = = 2-745129-3  —-1-745130-1 543013-8  813809-3 
.450 [11.43] 7451755 745098-9 —747268-9 = 745508-7 = = = = 
6) 525 [13.33] 745175-4 _745098-7 747 268-7 = 745508-9 = = = = 
inbsad 745175-4 7450987 = 747268-7 = = 2-745129-2  —-1-745130-2 —-1-543013-0 813809-4 
745175-1 745098-1 747 268-1 = = 3-745129-0 1-745130-2 —_-1-543013-2 813809-4 
.600 [15.24] 7451753  745098-5 —747268-5 = 1-745508-0 = = = = 
.650 [16.51] 745175-1 745098-1 747 268-1 = = 2-745129-9 -1-745130-3 —-1-543013-4 813809-6 
.675 [17.14] 745175-2 7450983 + 747268-3 = 1-745508-1 = = = = 
.750 [9.05] 745175-1 745098-1 747 268-1 — 1-745508-2 2-745129-8 —*1-745130-4 —_-1-543013-5 813809-8 
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Accessories 


Shielding Kit for 
AMP-LATCH HDF-20 
Low Profile Connector 
(25 Position) 


This shielding kit provides 
terminations for 25-conduc- 
tor shielded/jacketed 
planar ribbon cable. Each 
kit includes a front and rear 
shield, two hermaphroditic 
strain relief covers and a 
25-position (Shell size 3) 
AMP-LATCH low profile 
metal-shell plug or 
receptacle. 


A one-step TERMI-FOIL 
connector crimp is used for 
terminating all points 
around the cable shield. 
After termination, the strain 
relief cover halves are sim- 
ply snapped into place. 
Refer to pages 60 and 61 
for details on the termina- 
tion tooling. 


Material and Finish: 

Front & Rear Shields—Aluminum Killed 
Steel, .012 [0.3] thick; plated .000200- 
.000400 [0.00508-0.01016] Bright Tin 
over .000050-0.00200 [0.001 27- 
0.00508] Copper 

Strain Relief Cover-Black Thermo- 
plastic, 94V-0 Rated 


Reference Information: 
Applicable Specifications-page 5 
Connectors used with (Metal-Shell): 
HDF-20-pages 40 & 41 
Application Tooling-pages 60 & 61 


Shielding Kit No. 


: with with 
HDF-20 Plug HDF-20 Receptacle 


746677-2* 746678-2* 


*Each part is individually bulk packed for 

multiple kit orders. 

Notes: 1. Specifications on HDF-20 plug 
and receptacle supplied with 
shielding kits are presented on 
pages 40 and 41. 

2. Other shielding kit sizes can 
be made available, consult 
AMP Incorporated. 
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Front Shield 

Rear Shield 

Hermaphroditic 1.684 
Strain Relief Cover [42.77] 


| | 
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1.204 
[30.58] 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Front Shield 


HDF-20 Plug 
/ or Receptacle, 
eo Metal-Shell 


25-Conductor 

Shielded/Jacketed 
/—~ Planar Ribbon 

Cable (Shown 

for Ref. only) 


Rear Shield 


Hermaphroditic 
Strain Relief 
Cover Halves 


Note: Shields and covers are supplied unassembled. 
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Accessories 


Male Screw Retainers 
for Metal-Shell 
Connectors 

(HDP-20, HDE-20) ‘ 2 Male Screw 


Material and Finish: 
Male Screw-Steel; Zinc plated (Clear or 
Yellow Chromate) 


Retaining Clip—Steel, .012 [0.3] thick 
Aluminum coated or Stainless Steel** 


Reference Information: 

Applicable Specifications—page 5 

Connectors used with (Metal-Shell): 
HDP-20-pages 6, 7 & 52 


HDE-20-pa: 48, 49 & 54 Metal-Shell 
mee Plug or 


Receptacle 
(Shown for Ref. only) 


Retaining Clip [5.66] 
(745136 Series) 


Retaining Clip “ ap 
.265 JZ 
"5, 4 .223 . 


Male Screw Thread Size Dimension Male Screw Retainer KitNo, 
= A Individual Bulk Packed* 
o38 205980-1 205980-3 
canes i ney 745136-1** : 745136-2" 
(Metric) ; 35 ; 207871-1 ; — 207871-2. 
Clear Te 635 _= 2ORBBCs : 205980-5 ; 
Chromate 200 adevsaien etaee 


*Each part is individually bulk packed for multiple kit orders. 
**Retaining clips are stainless steel for Male Screw Retainer Series 745136. 


Notes: 1. All parts are packaged unassembled. 


2. Each kit is comprised of two male screws and two retaining clips. Male screw retainers are also furnished as part of cable 
clamp assembly kits (pages 71 and 73). 


3. Male screw retainers mate with female screwlocks (page 87) and with HDP-20 metal-shell connectors featuring 
4-40 threaded inserts or female screwlocks (pages 12 thru 24), 


4. Retaining clips must be assembled onto connector flanges with threaded hole toward wire side of connector. 


Male Screw Retainers 
for All-Plastic 
Connectors (HDE-20) 


Material and Finish: 
Male Screw-Steel; Zinc plated (Yellow 
Chromate) 


Retaining Clip—Steel, .012 [0.3] thick; R < 
Aluminum coated “<~ 250 
Kit Nos.: (6.35] 


745647-1 (two assemblies per package) 
745647-2 (bulk packed)* 

*Each part is individually bulk packed for 
multiple kit orders. 


All-Plastic 


Reference Information: Plug or + 
Applicable Specifications-page 5 Receptacle .280 
Connectors used with (All-Plastic): (Shown for Ref. only) (7.1] 


HDE-20-pages 50 & 51 y, 
hy 
Retaining Clip 280 f 


Notes: 1. All parts are packaged unassembled. 
2. Each kit is comprised of two 4-40 male screws, and two retaining clips. 


3. Male screw retainers mate with female screwlocks (page 87) and with HDP-20 all-plastic connectors featuring integral 
standoffs with 4-40 threaded inserts and with female screwlocks (pages 25 thru 39). 


4. Retaining clips must be assembled onto connector flanges with threaded hole toward wire side of connector. 
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Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Charts contain dimensions in inches over 


Female Screwlocks 
for Metal-Shell and 
All-Plastic Connectors 
(HDP-20, HDF-20) 


Material and Finish: 
All Parts—Cold Rolled Steel; Zinc plated 
(Clear or Yellow Chromate) 


Reference Information: 
Applicable Specifications—-page 5 
Connectors used with: 
HDP-20 Metal-Shell-pages 6 thru 24 
&52 
HDP-20 All-Plastic-pages 25 thru 39 
HDF-20 Metal-Shell-pages 40, 41 
&53 
HDF-20 All-Plastic-pages 42 & 43 


Nut Driver, Part No. 811262-1 
(Used for assembling female 
screwlocks to connector flange) 


Female Screwlocks 
for Metal-Shell and 
All-Plastic Connectors 
(HDE-20) 


Material and Finish: 
All Parts—Cold Rolled Steel; Zinc plated 
(Clear or Yellow Chromate) 


Reference Information: 
Applicable Specifications-page 5 
Connectors used with: 
HDE-20 Metal-Shell-pages 48, 49 
& 54 
HDE-20 All-Plastic-pages 50 & 51 


millimetres. 


Aaa 
Pa ao [47 
a . < 
Standard and long 
Female Screwlocks 
Flat Washers 188 | 
Short Female ° 
Screwlock 
“Bs 
By 
Square 
Nut 


Metal-Shell or di : 
All-Plastic XZ & Lock Washer 
Plug or (or 
Receptacle \2)) Hex Nut 


(Shown for Ref. only, — 
See Notes 4 & 5) 


Flat Washers (2 Supplied, 
(See Note 3) 


Kit No. 
— _ Finish Short Female Standard Female Screwlock Long Female Screwlock 
Screwlock Individual Bulk Packed* Individual += Bulk Packed* 
250 Yellow Chromate 207952-1 = = = = 
6.35 ane Clear Chromate 207952-3 = - — - 
.250 
635 350 re Yellow Chromate 207952-2 - - = = 
8.89 Clear Chromate 207952-4 - = = = 
Yellow Chromate - 205817-1 _-205817-2 - a 
312 oe aiihi Clear Chromate - 205817-3_ _205817-4 - - 
7.92 M3 Yellow Chromate = 207872-1 —-207872-2 = = 
(Metric) Clear Chromate - 207872-3  —207872-4 _ - 
Yellow Chromate = = — 207719-1 207719-2 
560 oae Clear Chromate - - - 207719-3 _ 207719-4 
14.22 2-56 Yellow Chromate - - _ 747223-1 747 223-2 
(See Note 7.) Clear Chromate - - _ 747223-3 747223-4 


*Each part is individually bulk packed for multiple kit orders. 
Notes: 1. All parts are packaged unassembled. 
2. Each female screwlock kit is comprised of two assemblies, as illustrated above. 


3. One or two flat washers may be required for panel thicknesses less than .060 [1.52]. Female screwlocks are not 


recommended for panel thicknesses greater than .060 [1.52]. 


4. Standard female screwlocks can be used on any HDP-20 or HDF-20 metal-shell or all-plastic plug or receptacle. 


5. Short female screwlocks should be used on HDP-20 all-plastic right-angle plugs and receptacles; Part Nos. 207952-1 and 


207952-3 for shell sizes 1 thru 4 and Part Nos. 207952-2 and 207952-4 for shell size 5. 


6. Long female screwlocks can be used on any HDP-20 all-plastic plug or receptacle with integral standoffs. 


7. 2-56 is the male thread size. The female thread size is 4-40. 


8. Female screwlocks with 2-56 thread size are to be used with cable clamp assemblies with mounting flanges. Female 
screwlocks with 4-40 and M3 (metric) thread sizes can be used with all other cable clamp assemblies. 


9. Female screwlocks mate with male screw retainers (page 86). 


Metal-Shell 
or All-Plastic 
Plug or 188 
Receptacle [4.78] 
(Shown for Ref. only) a 
250 
{6.351 a 


Female Screwlock Kit No. 


Finish = aa 
Individual Bulk Packed* 
Yellow 
®. _Chromate 745563-1 T48566:2 
Clear 
Flat Washers Chromate 745563-3 745563-4 
(2 Supplied) ; a : 
*Each part is individually bulk packed for multiple 
: kit orders. 
(a Lock Washer Notes: 1. All parts are packaged unassembled. 
2. Each kit is comprised of two complete female 
Hex Nut 


screwlock assemblies, as illustrated above. 


3. Female screwlocks mate with male screw 


retainers (page 86). 
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Accessories 


Locking Post 


Assemblies 
Material and Finish: 4-40 
All Parts—Cold Rolled Steel; Zinc plated Hex Nut 
(Clear or Yellow Chromate) 
Reference Information: 
Applicable Specifications-page 5 % 
Connectors used with: 

HDP-20 Metal-Shell-pages 6 thru 24 

HDP-20 All-Plastic-pages 25 thru 39 Lock 

HDF-20 Metal-Shell-pages 40 & 41 Washer 

HDF-20 All-Plastic-pages 42 & 43 

HDE-20 Metal-Shell-pages 48 & 49 i Shim 

HDE-20 All-Plastic-pages 50 & 51 (See Note 3.) 

Metal-Shell or ; 
All-Plastic 5 
Plug or 
Receptacle 
(Shown for Ref. only) 
\ Flat 
Washers 
A+ A (2028; ——+ 


110 172 


(2.79) r [4.37] ia 
@ 


NN 


4-40 Locking Post 


2-56 Locking Post 


Assembly Assembly 
y ; Locking Post Assembly Kit No. 

i — — (See Note 4) aoe 
Individual Bulk Packed* 
a sae 206514-1 206514-3 

4-40 ae. o87___ panic 
14.22 206514-6 206514-7 
chromate 615 747 242-1 747242-2 

eu Cl 15.62 : ar : = —= 

Chromate 747242-3 747242-4 


Notes: 1. All parts are packaged unassembled. 
2. Each kit is comprised of two complete assemblies, as illustrated above. 


3. For front panel mounting, it is recommended that a shim be used between the connector flange and panel to prevent bowing 
of the flange. 


4. Locking post assemblies with 2-56 thread size are to be used with cable clamp assemblies with mounting flanges. Locking 
post assemblies with 4-40 thread size can be used with all other cable clamp assemblies. 


5. Locking post assemblies mate with slide latch assemblies (page 89). 


Slide Latch Assembly, 
Style I! 
(for Shell Sizes 1, 2, 3 or 5) 


Slide Latch Assembly, 
Style II 
(For Shell Sizes 1, 2, 3 or 5) 


ce 2-56 Locking Post 
ip * “Saddle Washer 
Lock Washer 


Typical Applications of Locking Post and Slide Latch Assemblies 
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Slide Latch Assemblies 


Material and Finish: 
4-40 Screws, Washers & Hex Nuts— 
Steel; Zinc plated (Yellow Chromate) 


2-56 Screws, Washers & Hex Nuts— 
Steel; Zinc plated (Clear Chromate) 


Slide Latch-Stainless Steel 


Reference Information: 

Applicable Specifications-page 5 

Connectors used with: 
HDP-20 Metal-Shell-pages 6 thru 24 
HDP-20 All-Plastic-pages 25 thru 39 
HDF-20 Metal-ShelHpages 40 & 41 
HDF-20 All-Plastic-pages 42 & 43 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 


Dimensioning: 


All dimensions in inches and millimetres. 


Values in brackets are metric equivalents. 
Charts contain dimensions in inches over 


millimetres. 
Style | 135 
Y Metal-Shell a [3.43] 
or All-Plastic 
Plug or os KR Slide Latch 
Receptacle (See Note 3.) 
(Shown for Ref. only) Ab Serew 


(2 Supplied) 


Flat Washer 
Hex Nut a 4 
‘ (2 Supplied) 
2 Supplied) 
NeISUPP Lock Washer 
(2 Supplied) 


For Shell Sizes 1 thru 5 
Style Il 


Slide Latch 
(See Note 3.) 


Metal-Shell or 
All-Plastic 
Plug or Receptacle 


(Shown for Ref. only) 2-56 Screw 


(2 Supplied) Sa 


S165 
cs [4.19] 
Cc 
B Max 
Saddle Washer 
+—~ “(2 Supplied) 
Hex Nut 
(2 Supplied) Lock Washer 
(2 Supplied) 
For Shell Sizes 1, 2,3 and 5 
Shell Size Dimensions Mounting Screw (See Note 4.) Slide Latch Assembly Kit No. 
(No. of Contact Pos.) A B Thread Size C Dim. Individual Bulk Packed* 
; cas —_ 4-40 fae 745404-1 745404-2 
5.4 
9) as ™ 2-56 ar 745582-1 745582-2 
: oe er 4-40 ae 747475-1 747475-2 
1 43.82 
ue a 2-56 CES 745583-1 745583-2 
4 aes peers 4-40 Fe 747476-1 747476-2 
2 57. 
G9) a = 2-56 aa 745584-1 745584-2 
an eae Fre 4-40 ines 745407-1 745407-2 
‘: ron ree 4-40 seins 745408-1 745408-2 
50 71, 
fou) ate ee, 2-56 sou 745578-1 745578-2 


*Each part is individually bulk packed for multiple kit orders. 
Notes: 1. All parts are packaged unassembled. 


2. Each kit is comprised of a slide latch and two screws, flat washers or saddle washers (as illustrated), lock washers and hex 
nuts. Slide latches with 4-40 screws are also furnished as part of cable clamp assembly kits (page 81). 


3. Style | slide latch assemblies cannot be used with cable clamp bodies that extend beyond the front flange of the connector. 
However, Style II slide latch assemblies will accommodate these cable clamp bodies. 


4. Slide latch assemblies with 2-56 screws are to be used with cable clamp assemblies with mounting flanges. Slide latch 
assemblies with 4-40 screws can be used with all other cable clamp assemblies. 


5. Slide latch assemblies mate with locking post assemblies (page 88). 
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Accessories 


Spring Latches 
(One-Piece) 


Material: Stainless Steel, .015 [0.38] 

Thick 

Reference Information: 

Applicable Specifications—page 5 

Connectors used with (Metal-Shell): 
HDP-20 -pages 6 & 7 


Spring Latches 
(Two Piece) 


Material: Stainless Steel, .015 [0.38] 
Thick 


Part Nos.: 
745255-2 (two per package) 
745255-3 (bulk packed)* 


*Two-piece spring latches are individually 
bulk packed for multiple part orders. 


Reference Information: 
Applicable Specifications-page 5 
Connectors used with (Metal-Shell): 
HDP-20 (Tin Plated only)-pages 6 & 7 
HDE-20 (Tin Plated only)-pages 48 
&49 


Notes: 1. Two-piece spring latches can 
be used with cable clamp 
assemblies (page 78) and RFI/ 
EMI shields (page 80). 


2. Two-piece spring latches mate 
with latching blocks (pages 92 
and 93) 
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Metal-Shell 


Straight/90° 
Cable Clamp 
Assembly 
(See Note 1) 


Straight/45° 
Cable Clamp 


Assembly 
(See Note 1) 


Plug or 
Receptacle 5 
(Shown for Ref. only) ine ” Dimensions Spring Latch 
Contact Pos.) A B c D Part No. 
1 1.475 775 -470 1.215 
Q) 37.47. i968 i194 3086  /48011-1 
2 1.835 1.100 .470 1.540 
ais eee ee (15) 46.61 27.94 1194 39.1 745012-1 
jotes: 1. One-piece spring latches are 
= 3 2.340 1.640 .470 2.080 
also furnished as part of cable (25) 59.44 41.66 11.94 52.83 745013-1 
clamp assembly kits (pages 71 
and 73). 4 2.990 2.290 .470 2.730 745014-1 
2. One-piece spring latches mate = a — = gee 
ith latching blocks 92 3 . : : a 
oe — (50) 7353 55.75 i486 6693 745015-1 
Straight Exit RFI/EMI Shield 
(Shown for Ref. only. 
See Note 1.) 
Spring Latch 
Metal-Shell 
Plug or Receptacle 
(Shown for Ref. only) 
-230 
(5.84) 


Typical Application of Two-Piece Spring Latches 


\ 
Latching Block \ 


(Order separately, 
see pages 92 & 93) 


-320 
8.13 


[ 


with Straight Exit RFI/EMI Shield 
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Spring Latch 


Spring Latches for 
Post Molded Strain 
Reliefs (Two Piece) 


Material: Stainless Steel 


Part Nos.: 
745779-2 (two per package) 
745779-3 (bulk packed)* 


*Two-piece spring latches are individually 
bulk packed for multiple part orders. 


Reference Information: 
Applicable Specifications-page 5 
Connectors used with (Metal-Shell): 
HDP-20 -pages 6 & 7 
HDE-20 -pages 48 & 49 


-170 [4.32] Min. 
i }-— (Applies at a height of 


PS 


aes 


220° 015 
[5.592038] ™ on 


(See Note 1.) 


Metal-Shell 
Plug or Receptacle 
(Shown for Ref. only) 


-320 [8.13] min 
above connector flange 
Also, see Note 1.) 


Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 
millimetres. 


= 010 
+025) 


Envelope of Post 
Molded Strain Relief 


aa a 


(Accounts for Design 
Variations) 


Metal-Shell 
Plug or 
Receptacle 


(Shown for Ref. only.) 


S/ 


\ 


Seee = = 


Typical Application of Two-Piece Spring Latches 
with Post Molded Strain Relief 


2. Two-piece spring latches mate with latching blocks (pages 92 and 93). 
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Notes: 1. These dimensions must be maintained to assure satisfactory operation of the spring latches. 
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Accessories 


Latching Blocks 
with Threaded Hole 


Material and Finish: 
Latching Blocks—Zinc 


Pan Head Screws-Steel; Zinc plated 
(Available for Front-Panel Latching 
Blocks only.) 


Reference Information: 

Applicable Specifications-page 5 

Connectors used with: 
HDP-20 Metal-Shell-pages 6 thru 24 
HDP-20 All-Plastic-pages 25 thru 39 
HDF-20 Metal-Shell-pages 40 & 41 
HDF-20 All-Plastic-pages 42 & 43 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 

Mating/Panel Mounting—page 66 


Metal-Shell or 
All-Plastic 
Plug or 
Receptacle 
(Shown for Ref. only) 


— Pan Head 
Screw 


(See Note 4.) 
A Latching 
Block 
y 
an - Dimensions Thread Mounting Screw Rear-Panel Latching Block Part No. Front-Panel Latching Block Part No. ioe ‘ 
Contact Pos.) A B Size Length Part No. Individual Bulk Packed* Individual Bulk Packed* Kit Wo. 
M3 = es 
390 _ (metric) - - 745403-1 745403-2 = 
; 4-40 = = 745403-8 745403-9 = - - 
4 thru 4 400 aan 4-40 - - 747717-2 747717-3 _ - - 
a a M3 6mm 18019-1 = = 208101-1 208101-2 745007-1 
(250 (Metric) 4.5mm 3-18019-0 = = 208101-1 208101-2 745007-3 
= 4-40 eed 26853-4 = = 208101-8 208101-9 745007-5 
M3 ; = = = 
190 (Metric = = 745403-5 745403-6 
4-40 = = 1-745403-1 1-745403-2 = = ~ 
6) oer M3 6mm 18019-1 = = 208101-5 208101-6 745007-2 
250 (Metric) 45mm —_3-18019-0 = = 208101-5 208101-6 745007-4 
snaia 4-40 pers 26853-4 — = 1-208101-1 1-208101-2 745007-6 


*Bulk packed for multiple part orders. 


Notes: 1. All parts are packaged unassembled. 
2. Individual latching blocks include two per package. 


3. Each front-panel latching block kit is comprised of two latching blocks and two pan head screws of the appropriate length and thread size. Front-panel latching blocks are 
also furnished as part of cable clamp assembly kits (pages 71 and 73). 


4. B dimension .250 [6.35] is for connector flange mounting, .220 [5.59] is for use with .030 [0.76] thick panels, and .190 [4.83] is for use with .O60 [1.52] thick panels. 
5. Latching blocks mate with spring latches (pages 90 and 91). 


Typical Application of Front-Panel Mounted 
AMPLIMITE Connector using Front-Panel Latching Blocks 


92 


‘\ .030 [0.76] 


or 
-060 [1.52] 
Thick Panel 


Typical Application of Rear-Panel Mounted 
AMPLIMITE Connector using Rear-Panel Latching Blocks 
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Dimensioning: 

All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 
Charts contain dimensions in inches over 
millimetres. 


Metal-Shell 
or reaps et 
Latching Blocks Facute 
with Slot Recess (See Note 3) 


and Thru Hole 


Material:—Zinc 


Reference Information: 

Applicable Specitications-page 5 

Connectors used with: 
HDP-20 Metal-Shell-pages 6 thru 24 
HDP-20 All-Plastic-pages 25 thru 39 
HDF-20 Metal-ShelH-pages 40 & 41 
HDF-20 All-Plastic-pages 42 & 43 
HDE-20 Metal-Shell-pages 48 & 49 
HDE-20 All-Plastic-pages 50 & 51 

Mating/Panel Mounting-page 66 


Mounting 
Nut 
(Customer 
Supplied) 


Mounting Screw 
(Customer Supplied) 


196 110 
[4.98] Dia. (Max.) x [2.79] Deep Slot 


vn 7 Dimensions Panel Rear-Panel Latching Block Part No. Front-Panel Latching Block Part No. 
Contact Pos, A B Thickness Individual Bulk Packed* Individual Bulk Packed* 
-160 .090 
4.06 229 747080-1 747080-2 — = 
1 thru 4 .400 190 .060 = = 
(9 thru 37) 10.16 4.83 1.52 (apenbre TAD IoS 
.250 
ret = = - 745286-2 745286-3 
.190 .060 
Z pre ae WED 745245-5 745245-6 - — 
13.4 
(50) 348 20 = - = 745286-5 745286-6 


*Bulk packed for multiple part orders. 


Notes: 1. Individual latching blocks include two per package 
2. Mounting screws and nuts are to be supplied by Customer. 
3. These latching blocks allow mounting screws to be installed thru the front of the block and to be screwed into the bracket of a 
right-angle connector, a fixed insert in a connector mounting flange, or a nut behind the connector mounting flange 
(as illustrated above). 


4. Latching blocks mate with spring latches (pages 90 and 91). 


060 [1.52] 


or 
-090 [2.29] 
Thick Panel 


Typical Application of Front-Panel Mounted Typical Application of Rear-Panel Mounted 
AMPLIMITE Connector using Front-Panel Latching Blocks AMPLIMITE Connector using Rear-Panel Latching Blocks 
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Accessories 


RFI Gaskets 


Material and Finish: 


Brass, .006 [0.15] Thick; Bright Tin plated 


Reference Information: 
Applicable Specifications-page 5 
Connectors used with (Metal-Shell): 
HDP-20 (Tin Plated only)-pages 6 
thru 24 
HDF-20 (Tin Plated only)-pages 40 
&41 
HDE-20 (Tin Plated only}-pages 48 
&49 


.400 
[10.16] 
Y 
=. 4420 
(3.05) Dla 
(2 Holes) 
.010 
f 10.25) Ret 
a a ey 
in re —siDimensions sR Gasket 
Contact Pos.) A B c D Part No. 
1 .746 .984 1.220 .800 
_@ _ i895 2499 3099 80.32 7470243 
2 1.074 1.312 1.550 .800 
__ {1 728832 esr oan TAT ORES 
3 1.614 1.852 2.100 .800 
ya oe TES 
4 2.266 2.500 2.730 .800 
en se sees doe TS 
5 2.158 2.406 2.640 .900 
(50) 54.81 61.11 67.06 22.86 747412-3 


Rear of Panel 


Typical Application of Rear-Panel Mounted 
AMPLIMITE Connector using RFI Gasket 
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Standoff Bushings 


Material and Finish: 

Aluminum; Zinc plated (Clear) 

Kit Part Nos.: 

205933-2 (one bushing per package) 

205933-3 (two bushings per package) 

205933-4 (bulk packed)* 

*Parts are individually bulk packed for 

multiple part orders. 

Reference Information: 

Applicable Specifications—page 5 

Connectors used with (Metal-Shell): 

HDP-20 (Straight Posted Contacts 

only)-pages 8 thru 11 


Commoning Strip 
(for Size 20 Pin Contacts) 


Material and Finish: 
Brass .004 [0.1] Thick; Tin plated 
Part No. 20691 8-2 (continuous strip) 
Reference Information: 
Applicable Specifications-page 5 
Connectors used with: 

All HDP-20, HDF-20, HDE-20 and 

HDJ-20 Plugs with Pin Contacts 


Keying Plug 
(for Size 20 Socket 
Contacts) 


Material: Natural Nylon 
Part No. 206509-1 


Reference Information: 
Applicable Specifications—page 5 
Connectors used with: 
All HDP-20, HDF-20, HDE-20 and 
HDJ-20 Receptacles with Socket 
Contacts 


4-40 Screws 
(Customer Supplied) 


= Metal-Shell 
Plug or 
| Receptacle 
(Shown for Ref. only) 


Standoff 
Bushing 


440 Screws 
(Customer Supplied) 


Pc Board 


Metal-Shell 
or All-Plastic 
Plug 
- (Shown for Ref. only) 


Metal-Shell 

or All-Plastic 

Receptacle 
(Shown for Ref. only) 


Keying Plug 
(See Note) 
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Dimensioning: 
All dimensions in inches and millimetres. 
Values in brackets are metric equivalents. 


Chart contains dimensions in inches over 
millimetres. 


.250 4-40 Threads 
(thru) 
435 
— [11.05] mn 
_ .037 212 
[0.94] Dia. Max 15.38] 
/ Max 
112 
[2.84] | 
| 108 
ot 1S: 7Al 


Note: Use punching tool to remove 
undesired pin commoning 
locations on commoning strip. 
Use mating receptacle to seat 
strip over pins in plug. Punching 
tool is not supplied by AMP. 


Note: Keying plug is installed taper-end 
first into front of receptacle. 
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Numerical Index 


fewrteg Page No. aie Page No. taaiied Page No. fda Page No. 
18019 92 206390 70 208087 35 745128 26 
26853 92 206393 70 208088 35 745129 83 
61831 44 206471 78 208089 39 745130 83 
66481 56 206472 78 208101 92 745131 25 
66482 56 206478 71 745001 47 745132 25 
66504 55 206509 95 745002 45 745134 78 
66505 55 206514 88 745005 71 745136 86 
66506 55 206521 18 745006 73 745171 80 
66507 55 206761 18 745007 92 745172 80 
66569 56 206918 95 745008 71 745173 80 
66570 56 206977 18 745009 73 745174 80 
66682 55 206978 19 745011 90 745175 80 
66683 55 207089 31 745012 90 745182 9 
205089 58 207090 33 745013 90 745183 11 
205090 58 207300 18 745014 90 745184 9 
205201 55 207323 33 745015 90 745185 11 
205202 55 207325 31 745016 31 745186 9 
205203 7. 207327 33 745017 33 745187 11 
205204 6 207329 31 745031 39 745188 9 
205205 7 207345 72 745032 44 745189 11 
205206 6 207436 7 745033 19 745190 9 
205207 7 207464 6 745041 31 745191 11 
205208 6 207467 72 745042 31 745201 51 
205209 7 207470 72 745044 31 745203 50 
205210 6 207473 72 745045 31 745205 51 
205211 7 207476 72 745046 33 745207 50 
205212 6 207663 31 745047 33 745209 51 
205310 55 207665 33 745049 33 745211 50 
205311 55 207667 31 745050 33 745213 51 
205434 6 207669 33 745051 35 745215 50 
205435 6 207719 87 745052 35 745229 55 
205436 6 207752 44 745053 35 745230 55 
205437 6 207753 45 745054 35 745245 93 
205438 6 207826 37 745055 35 745253 55 
205439 rd 207827 37 745057 37 745254 55 
205440 7 207828 37 745058 37 745255 90 
205441 7 207829 37 745059 aT 745256 19 
205442 7 207830 37 745060 37 745257 19 
205443 Fa 207841 37 745061 31 745258 19 
205713 11 207871 86 745062 31 745266 57 
205714 9 207872 87 745063 31 745267 57 
205718 70 207878 33 745064 31 745269 57 
205729 70 207879 31 745065 31 745270 57 
205730 70 207908 73 745066 33 745271 25 
205731 70 207952 87 745067 33 745286 93 
205732 70 208002 33 745068 33 745306 74 
205733 9 208003 31 745069 33 745311 74 
205734 11 208004 33 745070 33 745328 45 
205735 9 208005 31 745071 35 745329 44 
205736 11 208006 35 745072 35 745330 27 
205737 9 208007 35 745073 35 745335 39 
205738 11 208008 35 745074 35 745336 39 
205739 9 208009 35 745075 35 745337 39 
205740 11 208010 35 745076 37 745338 39 
205817 87 208065 31 745078 37 745351 18 
205857 18 208066 33 745079 37 745352 18 
205858 19 208067 31 745080 37 745353 18 
205859 18 208068 33 745081 78 745354 18 
205860 19 208069 39 745082 78 745355 18 
205865 18 208079 37 745085 27 745379 39 
205866 19 208080 37 745112 19 745380 39 
205867 18 208081 87 745113 19 745381 39 
205868 19 208082 37 745114 19 745382 39 
205869 18 208083 37 745115 19 745383 39 
205870 19 208084 35 745116 19 745387 27 
205933 95 208085 35 745121 79 745389 27 
205980 86 208086 35 745122 79 745390 27 
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Numerical Index 


tattle Page No. tserioe Page No. eed Page No. Ciel Page No. 
745391 27 745516 39 745854 80 747142 24 
745392 25 745518 39 745870 44 747143 24 
745393 25 745521 39 745871 46 747144 24 
745394 25 745523 39 745877 26 747145 24 
745395 25 745530 75 745878 26 747150 13 
745396 25 745536 19 745886 11 747190 11 
745397 25 745547 76 745887 57 747192 18 
745398 ay 745550 77 745888 57 747193 19 
745399 27 745553 76 745889 57 747197 18 
745400 27 745560 76 745890 57: 747233 87 
745401 26 745563 87 745922 24 747236 22 
745402 26 745578 89 745925 24 747238 22 
745403 92 745582 89 745928 24 747242 88 
745404 89 745583 89 745930 57 747250 22 
745407 89 745584 89 745931 57 747252 22 
745408 89 745586 39 745964 19 747264 80 
745410 9 745587 39 745967 13 747265 80 
745411 9 745588 39 745968 12 747266 80 
745412 9 745589 39 745971 52 747267 80 
745413 9 745590 39 745984 17 747268 80 
745414 9 745591 39 745986 15 747275 40, 41, 42, 43, 53 
745417 20 745593 39 745988 17 747299 13 
745418 20 745596 39 745990 15 747301 13 
745419 20 745597 39 745992 17 747302 11 
745420 20 745598 39 745994 15 747303 41,53 
745421 21 745599 39 745996 17 747304 41,53 
745422 21 745600 39 745998 15 747305 41,53 
745423 21 745601 39 746677 84 747306 40 
745424 21 745602 39 746678 84 747307 40 
745434 20 745603 39 747009 15 747308 40 
745435 20 745604 39 747010 17 747315 11 
745436 20 745605 39 747020 19 747318 43 
745437 20 745606 39 747021 19 747319 43 
745438 21 745608 39 747022 18 747320 43 
745439 21 745611 39 747024 94 747321 42 
745440 21 745612 39 747025 94 747322 42 
745441 21 745613 39 747043 40 747323 42 
745450 39 745614 39 747045 15 747375 12 
745451 39 745615 39 747046 17 747412 94 
745452 39 745616 39 747047 15 747444 18 
745453 39 745617 39 747048 17 747459 29 
745454 39 745618 39 747049 15 747460 29 
745455 39 745619 39 747050 17 747461 29 
745456 39 745620 39 747051 43 747462 29 
745457 39 745621 39 747052 41,53 747467 28 
745458 39 745623 39 747053 42 747468 28 
745459 39 745626 39 747080 93 747469 28 
745460 39 745627 39 747092 18 747470 28 
745461 39 745628 39 747093 25 747475 89 
745462 39 745629 39 747098 80 747476 89 
745463 39 745630 39 747099 80 747497 18 
745464 39 745647 86 747100 80 747717 92 
745465 39 745652 81 747109 46 747724 25 
745466 39 745653 81 747112 68 747725 25 
745467 39 745664 54 747113 69 747726 27 
745491 49 745772 52 747114 68 747727 27 
745492 48 745776 94 747115 69 747728 27 
745493 49 745777 94 747116 69 747729 26 
745494 48 745779 91 747117 68 747730 26 
745495 49 745781 23 747118 68 747731 26 
745496 48 745782 23 747119 69 747732 26 
745497 49 745783 23 747120 67 747733 26 
745498 48 745784 23 747121 67 747734 26 
745503 45 745811 56 747122 67 756077 37 
745508 83 745820 11 747123 67 

745511 39 745828 26 747140 24 

745513 39 745833 80 747141 24 
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Technical Documents 


The following is a list 

of technical documents 
covering the application, 
performance and main- 
tenance of AMPLIMITE 
Subminiature D, HD-20 
connectors and related 
tooling. 
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Product Specifications 

108-40005 Connector, AMPLIMITE HDP-20 

108-40012 Connector, AMP-LATCH HDF-20 (Low Profile) 
108-40011 Connector, AMPLIMITE HDE-20 

108-40014 Connector, AMPLIMITE, ACTION PIN Contact 


Application Specifications 

114-10000 Contact, 20 DF, Application of Contact, 20 DF, No-Strip Crimp, Application of 
114-40001 Connector, HDE-20, Application of 

114-40002 Connector, HDE-20, F Crimp, Application of 

114-40003 


Instruction Sheets 

IS 7514 HDP-20 Connectors with Crimp Type Contacts 

IS 7508 AMP Insertion/Extraction Tool 91067-3 

IS 7613. AMP Insertion/Extraction Tool 91083-2 

IS 7799 AMPLIMITE Solder Cup Contacts 

IS 7516 AMP Screw-Machined Contacts and Application Tooling 

IS 7512 Application and Maintenance of AMP Hand Crimping Tool 90265-1 

IS 7634 Application and Maintenance of AMP Hand Crimping Tool 90302-1 

IS 7694 Application and Maintenance of AMP Hand Crimping Tool 9031 2-1 

IS 6678 Application and Maintenance of AMP Hand Crimping Tool 91239 

IS 6609 HDP-20 Shielded Cable Clamp Kits, Straight Exit 

IS 6769 HDP-20 Shielded Cable Clamp Kits, 90° Exit 

IS 7838 HDF-20 Connectors with Size 20 Contacts 

IS 6608 HDF-20 Low Profile Connectors, One Step 

IS 7777. Manual Applicator Frame Assembly 91085-2 

IS 6893 HDF-20 Termination Tooling Assembly (Die Set) 91257-1 

IS 6731 HDF-20 Termination Tooling Assembly (Die Set) 91 240-2 

IS 6842 HDF-20 Termination Tooling Assemblies (Die Sets) 91250-1 and 91 250-2 

IS 9011 HDF-20 Termination Tooling Assembly (Die Set) 91248-1 for Shielded Connectors 
IS 6845 HDF-20 Termination Tooling Assembly (Die Set) 91249-1 for Shielding Hardware 
IS 6864 Conversion Kit 543160-1 for Pneumatic Applicator Frame Assembly (Auto-Cycle) 
IS 7763. Pneumatic Applicator Frame Assembly 911 12-2 (Foot Pedal Actuated) 

IS 6732 Pneumatic Applicator Frame Assembly 911 12-3 (Auto-Cycle) 

IS 6841 Pneumatic Applicator Frame Assembly 911 12-5 (Palm Button Actuated) 

IS 6745 Applicator Die Sets 809515-1 thru 809515-4 for AMPLIMITE Crimp Ferrules 
IS 6833 Applicator Die Sets 809515-5 thru 809515-8 for AMPLIMITE Crimp Ferrules 
IS 6834 Applicator Die Sets 80951 5-9 thru 1-80951 5-2 for AMPLIMITE Crimp Ferrules 
IS 6835 Applicator Die Sets 1-809515-3 thru 1-809515-6 for AMPLIMITE Crimp Ferrules 
IS 6645 HDE-20 Metal-Shell Connectors 

IS 6621 HDE-20 All-Plastic Connectors 

IS 6631 HDE-20 Extraction Tool 

IS 6638 HDE-20 Pistol Grip Hand Tool 

IS 6656 HDE-20 Pneumatic Hand Tool 

IS 6871 HDE-20 Mass Termination Tooling 

IS 6658 HDE-20 Slide-On Back Covers 

IS 6659 HDE-20 Strain Relief, Straight/90° Exit 

IS 9030 ACTION PIN Installation Tooling, 25-Position 

IS 9031 ACTION PIN Installation Tooling; 9, 15,37 and 50 Positions 

IS 7837 Female Screwlock Kit 20581 7-1 and Male Screw Retainer Kit 205980-1 

IS 7785 Locking Post Assembly Kit 20651 4-1 and Slide Latch Assembly Kit 206942-1 
IS 9128 AMPLIMITE Latching Blocks 

IS 9129 AMPLIMITE HDP One-Piece Spring Latches 

IS 9130 AMPLIMITE Two-Piece Spring Latches for Metal Shields 

IS 9131 AMPLIMITE Two-Piece Spring Latches for Post Molded Strain Reliefs 


Military and Federal Specifications 
QQ-C-530 Beryllium Copper 
QQ-B-626 Copper Alloy 
QQ-B-750 Phosphor Bronze 
ASTM A109 Steel 

ASTM A108 _ Cold Rolled Steel 
MIL-C-50 Brass 

QQ-N-290 Nickel Plating 

ASTM B633 Zinc Plating (Type | or III, Class SC1) 
MIL-C-14550 Copper Plating 
MIL-G-45204 Gold Plating 
MIL-T-10727 Tin Plating 
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The Americas 


United States of America 
Worldwide Headquarters 
AMP Incorporated 
Harrisburg, Pennsylvania 
U.S.A. 

Phone: (717) 564-0100 
Telex: 842313 


AMP Products Corporation 
Berwyn, Pennsylvania 
U.S.A. 

Phone: (215) 647-1000 
Telex: 846405 


AMP Keyboard 
Technologies, Inc. 
Milford, New Hampshire 
U.S.A. 

Phone: (603) 672-0470 


Carroll Touch, Inc. 
Round Rock, Texas 
U.S.A. 

Phone: (512) 244-3500 
Telex: 881906 


Argentina 

AMP S.A. Argentina 
Buenos Aires, Argentina 
Phone: 54 1 752 4612 
Telex: 26107 


Brazil 

AMP do Brasil Ltda. 

Sao Paulo, Brazil 

Phone: 55 11 864 3311 
Telex: 1123507 AMPB BR 


Canada 

AMP of Canada, Ltd. 
Markham (Toronto), 
Ontario, Canada 
Phone: (416) 475-6222 


Mexico 

AMP de Mexico, S.A. 
Mexico City, Mexico 
Phone: 90 5 398 7611 
Telex: 1773126 


THE WIDE WORLD OF AMP 


AMP manufacturing and/or direct marketing facilities are located in: 


Europe 


Austria 

AMP Osterreich Ges.m.b.H. 
Wien (Vienna), Austria 
Phone: 43 222 30 2600 
Telex: 131 246 


Belgium 

Branch in Brussels of 

AMP Holland 

Zaventem (Brussels), Belgium 
Phone: 32 2 721 2020 
Telex: 22-658 


Denmark 

AMP Danmark A/S 
Viby, Denmark 
Phone: 45 6 295 055 
Telex: 68600 


Finland 

AMP Finland OY 
Helsinki, Finland 
Phone: 358 0 556 533 
Telex: 12-2496 AMPFI 


France 

AMP de France 
Pontoise (Val d’Oise), 
France 

Phone: 33 1 30 30 9220 
Telex: 698205 


Germany 

AMP Deutschland G.m.b.H. 
Langen, West Germany 
Phone: 49 6103 7090 
Telex: 415043 


Great Britain 

AMP of Great Britain Limited 
Stanmore, (London), 
Middlesex, England 

Phone: 44 1 954 2356 

Telex: 929547 


Holland 
AMP-Holland B.V. 
*s-Hertogenbosch, 
The Netherlands 
Phone: 31 73 20 0911 
Telex: 50150 


Ireland 

AMP Ireland Limited 
Dublin, Ireland 

Phone: 353 1 51 7333 
Telex: 852 92211 AMP El 


Italy 

AMP Italia S.p.A. 
Collegno (Turin), Italy 
Phone: 39 11 7173 1 
Telex: 210250 


Norway 

AMP Norge A/S 

Rud (Oslo), Norway 
Phone: 47 2 135 080 
Telex: 19827 


Spain 

AMP Espafiola, S.A. 
Barcelona, Spain 
Phone: 34 3 200 8466 
Telex: 53034 


Sweden 

AMP Svenska AB 
Stockholm-Jakobsberg, 
Sweden 

Phone: 46 7 581 0400 
Telex: 10985 


Switzerland 

AMP A.G. 

Steinach, Switzerland 
Phone: 41 7 147 0707 
Telex: 72248 


Distributors, agents or direct representatives 
are located in over 30 other countries. 


AMF 
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The Far East 


Australia 

Australian AMP Pty. Limited 
Castle Hill, NSW 2154 
Australia 

Phone: 61 2 680 3377 
Telex: 22195 


Hong Kong 

AMP Products Pacific Limited 
Kowloon, Hong Kong 
Phone: 852 3 739 1628 
Telex: 37455 AMPHK HX 


Japan 

AMP (Japan), Ltd. 
Tokyo, Japan 

Phone: 81 3 404 7171 
Telex: J22692 


Carroll Touch International 
Japan Branch 

Tokyo 160, Japan 

Phone: 81 3 345 8231 


Korea 

AMP Korea B.V. 
Seoul, South Korea 
Phone: 784 7171 
Telex: K27457 


New Zealand 

New Zealand AMP Ltd. 
Auckland, 

New Zealand 

Phone: 64 9 644 580 
Telex: NZ 60034 


Singapore 

AMP Singapore PTE. Ltd. 
Singapore 

Phone: 65 482 0311 
Telex: RS26651 AMPORE 


Taiwan 

AMP Taiwan B.V. 
Taipei, Taiwan 
Republic of China 
Phone 886 2 704 4815 
Telex: 28454 AMPBV 


ANrfP 
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